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STRAIGHT DRIVE SINGLE TRANSDUCER
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FLOATING ADAPTER
910613 

FLOATING ADAPTER WITH 
FLANGE HOUSING
S308436 

WEIGHT & DIMENSIONS
Weight  13.1 kg / 28.89 lb 
Length  558 mm / 21.97 in 
Side to Center 81 mm / 3.19 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BD-3B300A-3K2D-3ZB 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
480 

FLOAT (mm)
50

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54
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FLOATING ADAPTER
910613 

FLOATING ADAPTER WITH 
FLANGE HOUSING
S308436 

WEIGHT & DIMENSIONS
Weight  15.2 kg / 33.52 lb 
Length  670 mm / 26.38 in 
Side to Center 81 mm / 3.19 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BD-3B300A-2/3K2D-3ZB 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
480 

FLOAT (mm)
50

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular 
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54

• Redundant
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OFFSET DRIVE SINGLE TRANSDUCER

MODEL: BD 
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FLOATING ADAPTER
910613 

FLOATING ADAPTER WITH 
FLANGE HOUSING
S308439 

WEIGHT & DIMENSIONS
Weight  14.2 kg / 31.31 lb 
Length  553 mm / 21.77 in 
Side to Center 59 mm / 2.32 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BD-3B300A-3VK2D

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
445 

FLOAT (mm)
50

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54
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FLOATING ADAPTER
910613 

FLOATING ADAPTER WITH 
FLANGE HOUSING
S308439 

WEIGHT & DIMENSIONS
Weight  16.3 kg / 35.94 lb 
Length  665 mm / 26.18 in 
Side to Center 59 mm / 2.32 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BD-3B300A-3WK2D

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
445 

FLOAT (mm)
50

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular 
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54

• Redundant
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-- 

FLOATING ADAPTER WITH 
FLANGE HOUSING
929065 

WEIGHT & DIMENSIONS
Weight  16.8 kg / 37.04 lb 
Length  607 mm / 23.90 in 
Side to Center 81 mm / 3.19 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BD-3B300A-3WK2D 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
462 

FLOAT (mm)
25

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54
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WEIGHT & DIMENSIONS
Weight  18.9 kg / 41.67 lb 
Length  719 mm / 28.31 in 
Side to Center 81 mm / 3.19 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BD-3B300A-3K2D-3WK2D 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
462 

FLOAT (mm)
25

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular 
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54

• Redundant
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WEIGHT & DIMENSIONS
Weight  15.1 kg / 33.30 lb 
Length  366 mm / 14.41 in 
Side to Center 81 mm / 3.19 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BDU-3B300A-3K2D-3ZB

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
480 

FLOAT (mm)
50

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54
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WEIGHT & DIMENSIONS
Weight  17.2 kg / 37.93 lb 
Length  478 mm / 18.82 in 
Side to Center 81 mm / 3.19 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BDU-3B300A-2/3K2D-3ZB 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
480 

FLOAT (mm)
50

FEATURES
Spindle Assembly

 

• Drive attachments: Full complement of modular 
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54

• Redundant



Product  
Specifications

Highly Productive Modular Assembly System 

System brings unmatched Reliability 
and Durability to your assembly line

Apex Tool Group, LLC
Phone: +1 (800) 845-5629
Phone: +1 (919) 387-0099
Phone: +49 (0)7363 81-0

www.ClecoTools.com / www.ClecoTools.de

SP-3BDU300T1O-A-EN - BD  |  0422   |    Specifications subject to change without notice.   |   Cleco® is a registered trademark of Apex Brands, Inc.   |   © 2022

3BDU300T1O-A
OFFSET DRIVE, REVERSIBLE GEARS,

 SINGLE TRANSDUCER
MODEL: BD 

SIZE :3
30 - 300 Nm TORQUE

 ( 1 : 1 )

(
1
:1

)

910613
(
1
:5

)

S308439
(
1
:5

)

Drilling 
pattern !

( 1 : 1 )

G
ew

ichtin
Kg

Apex
ToolG

roup
G

m
bH

Industriestraße
1

D-73463
W

esthausen,G
erm

any

Fürdiese
Zeichnung

behalten
w

iruns
das

U
rheberrechtgem

äß
D

IN
34

Absatz
2,1

vor.BeiN
ichtbestellung

istdie
Zeichnung

zurückzugebeb

O
berflächenschutz

brüniert/geölt
chrom

atiertbichrom
atiert

gepr.

Zulässige
Abw

eichungen
ohne

Toleranzangaben
nach

ISO
2768-m

K

D
iese

M
aße

oderAngaben
w

erden
beiAbnahm

e
100%

geprüft

Alle
Kanten

gerundet/gefast
außen

m
ax.

innen
m

ax.

O
berfl.R

auheit
nac h

W
N

002
unbearb.

RZ
=63

RZ=25
RZ=10

RZ
=4

n.Zeichng.
RZ

=
63

W
erkstoff

R
ohling-N

r.

Zeichnungsnum
m

er

Blatt

M
aßstab

N
.gepr.

Typ
G

ruppe
eingebaut

N
ennm

aß
Abm

aße

Zeichnungsstatus

Benennung

gez.
C

ode

Blatt
v.

SAP
Version

Einbauschrauber
3BD

U
-3B300A-3VK2D

3BD
U

300T1O
-A

001
001

Fertigs.-prüfung

13.07.2021
NEHERJ

12.08.2021
A9A98

00

12.08.2021
Farbe

R
AL-N

r.

M
aß-Prüfung

nach
AA_Q

W
_054

gepr.
geändert

D
atum

Änderung
Feld

E
rsetztdurch

Ä
nd.-M

itt.
N

R
Ersatz

für
15

16
6

7
8

9
10

11
12

13
14

B

MLKIHGFED

MLKIHGFEDC

8
7

6
5

4

1
2

3
4

5

CB

A

16
15

14
13

12
11

10
9

Ä
nd.-

Index

1:1

SPINDLE:
3BDU-3B300A-3VK2D

265

Output,
transducer

and
gear

unit
can

be
rotated

in
10°

steps
to

each
other

Motor
can

be
rotated

in
90°

steps
!

Torqe
(min.)

(Nm)
Type

Torqe
(max.)(Nm)

Float
(mm)

.
weight
(kg)

ID
float

adapter

3BDU300T1O-A
3BDU-3B300A-3VK2D

300
30

445
16,1

50
-

363

ID-number

59

Speed
(max.,

1/min)

910613

length
(mm)

Distance
min .(mm)

Spindle-data
:

ID
float

adapter
remark

S308439
-

SQ(Zoll)

60

35

293

58

48( )

48 D8


11

35


0,2

600,2

42

10
M

x30

363

102,35 9072,23

77

489

15


16

80,5

48

FLOATING ADAPTER
910613 

FLOATING ADAPTER WITH 
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WEIGHT & DIMENSIONS
Weight  16.1 kg / 35.50 lb 
Length  361 mm / 14.21 in 
Side to Center 59 mm / 2.32 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BDU-3B300A-3VK2D 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
445 

FLOAT (mm)
50

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54
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WEIGHT & DIMENSIONS
Weight  18.2 kg / 40.13 lb 
Length  473 mm / 18.62 in 
Side to Center 59 mm / 2.32 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BDU-3B300A-3K2D-3VK2D 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
445 

FLOAT (mm)
50

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular 
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54

• Redundant



Product  
Specifications

Highly Productive Modular Assembly System 

System brings unmatched Reliability 
and Durability to your assembly line

Apex Tool Group, LLC
Phone: +1 (800) 845-5629
Phone: +1 (919) 387-0099
Phone: +49 (0)7363 81-0

www.ClecoTools.com / www.ClecoTools.de

SP-3BDU300T1A-A-EN - BD   |   0422   |    Specifications subject to change without notice.   |   Cleco® is a registered trademark of Apex Brands, Inc.   |   © 2022

3BDU300T1A-A
ANGLE DRIVE, REVERSIBLE GEARS,

 SINGLE TRANSDUCER
MODEL: BD 

SIZE :3
30 - 300 Nm TORQUE

( 1 : 2 )

( 1 : 2 )

(
1
:2

)

Bohrbild !
Drilling pattern !

 ( 1 : 1 )

929065
(
1
:2

)

G
ew

ichtin
Kg

Apex
ToolG

roup
G

m
bH

Industriestraße
1

D-73463
W

esthausen,G
erm

any

Fürdiese
Zeichnung

behalten
w

iruns
das

U
rheberrechtgem

äß
D

IN
34

Absatz
2,1

vor.BeiN
ichtbestellung

istdie
Zeichnung

zurückzugebeb

O
berflächenschutz

brüniert/geölt
chrom

atiertbichrom
atiert

gepr.

Zulässige
Abw

eichungen
ohne

Toleranzangaben
nach

ISO
2768-m

K

D
iese

M
aße

oderAngaben
w

erden
beiAbnahm

e
100%

geprüft

Alle
Kanten

gerundet/gefast
außen

m
ax.

innen
m

ax.

O
berfl.R

auheit
nac h

W
N

002
unbearb.

RZ
=63

RZ=25
RZ=10

RZ
=4

n.Zeichng.
RZ

=
63

W
erkstoff

R
ohling-N

r.

Zeichnungsnum
m

er

Blatt

M
aßstab

N
.gepr.

Typ
G

ruppe
eingebaut

N
ennm

aß
Abm

aße

Zeichnungsstatus

Benennung

gez.
C

ode

Blatt
v.

SAP
Version

Einbauschrauber
3BD

U
-3B300A-3W

K2D

3BD
U

300T1A-A
001

001

Fertigs.-prüfung

10.07.2021
NEHERJ

12.08.2021
A9A98

00

12.08.2021
Farbe

R
AL-N

r.

M
aß-Prüfung

nach
AA_Q

W
_054

gepr.
geändert

D
atum

Änderung
Feld

E
rsetztdurch

Ä
nd.-M

itt.
N

R
Ersatz

für
15

16
6

7
8

9
10

11
12

13
14

B

MLKIHGFED

MLKIHGFEDC

8
7

6
5

4

1
2

3
4

5

CB

A

16
15

14
13

12
11

10
9

Ä
nd.-

Index

1:1

Output,transducer
and

gear
unit

can
be

rotated
in

10 °
steps

to
each

other
Motor

can
be

rotated
in

90°
steps

!

SPINDLE:3BDU-3B300A-3W
K2D


78

10
M

x60


78 D8

10 H7
(2x)

11 (2x)

122


0,02

(18)

450,1

500,02

19,04


 (3/4"

140


0,2

64


0,1
Torqe
(min.)

(Nm)
Type

Torqe
(max.)(Nm)

Float
(mm)

.
weight
(kg)

ID
float

adapter

3BDU300T1A-A
3BDU-3B300A-3WK2D

300
30

462
18,8

25
3/4"

456

ID-number

81

Speed
(max.,

1/min)
-

length
(mm)

Distance
min.(mm)

Spindle-data
:

ID
float

adapter
remark

929065
-

SQ(Zoll)

(
90,51)

302

253

327

81

90102,3592

276
416

456

18

9 (4x)

4245

50

45
122140 10,2

16

171

FLOATING ADAPTER
-- 

FLOATING ADAPTER WITH 
FLANGE HOUSING
929065 

WEIGHT & DIMENSIONS
Weight  18.8 kg / 41.45 lb 
Length  415 mm / 16.34 in 
Side to Center 81 mm / 3.19 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BDU-3B300A-3WK2D 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
462 

FLOAT (mm)
25

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units 

• Protection class: IP54
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WEIGHT & DIMENSIONS
Weight  20.9 kg / 46.08 lb 
Length  527 mm / 20.75 in 
Side to Center 81 mm / 3.19 in 
Country of Origin: Germany

SPECIFICATIONS
TYPE 
3BDU-3B300A-3K2D-3WK2D 

TORQUE RANGE (Nm)
Min / Max: 30 - 300 

IDLE SPEED (1/min)
462 

FLOAT (mm)
25

FEATURES
Spindle Assembly

• Drive attachments: Full complement of modular 
configurations

• Motors: New high precision

• Transducer: New digital. Available with single or dual units

• Protection class: IP54

• Redundant




