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Homologation of nutrunners
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50 rpm 50 rpm 50 rpm 50 rpm 50 rpm 50 rpm


3,44 4,06 5,97 7,79 6,60 7,32


3,43 2,94 2,97 5,91 5,51 5,33


3,09 4,29 5,14 6,36 4,01 4,32


2,55 3,15 4,53 4,24 2,97 3,14


3,46 3,28 4,58 4,76 5,59 3,82


2,78 2,21 4,12 3,16 3,28 3,23
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* The homologation was performed with a 26 volt battery.


Comparative measurements with a 44 volt battery resulted in similar values.
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Test sheet no. 1a


General specifications


Manufacturer: Apex Tool Group Tool type:


Model: Cleco-70ESN850SD8 Serial numbers: EA9502, EA9503, EA9504


Torque range: 213 Nm to 850 Nm


Operating voltage: 230 VDC


Power consumption: 2000 W


Weight: 7,42 kg


Control cable length: 10 m


Diameter of control cable: 11 mm


Maximum speed at the first stage: 125 rpm


Maximum speed at the final stage: 125 rpm


Minimum speed at the final stage: 0 rpm


Sound pressure level at maximum speed: 66,3 dB(A)


start end


at the angle head: - -
(After 100 measurements in tq 80% soft) on the electric motor: 23 °C 48 °C


on the handle: 23 °C 36 °C


Output type:


Output drive size: 1 "


04.03.2019


Electric tool (EC type)


Square drive


(acc. to DIN EN 60745-1:2010-01, DIN EN 60745-2-2:2011-01)


Temperature of electrical tools:
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Test sheet no. 1b


Specifications of controller


Manufacturer: Apex Tool Group Serial number: AXABH0001


Model: MPRO400GCD-P Software version: S168813-1.5.1.46036-Hybrid Jun 6 2017


Fastening Strategy: Current shut-off: Yes
Torque control: Yes
Torque control, angle monitoring: Yes
Angle control, torque monitoring: Yes
Yield point control: Yes
Pre-load control: No


Options: Prevailing torque: Yes
Angle correction: No
Pulsing: No
Tighten - loosen - tighten: Yes
Tapping screw monitoring: Yes
Left-hand rundown: Yes
Other procedures: Yes, see documentation


Angle of rotation resolution: 1 degree


Torque accuracy: 1 %


Programming: Keyboard: Yes
External PC: Yes
Text display: Yes
Display: Yes
LCD display: No


Printer interface: Yes


Additional inputs and outputs:


Isolation transformer: No, galvanic isolated power supply


Network: Yes


04.03.2019


2 Serial
8 Digital in, 8 Digital out
2 Fieldbus modules
3 USB







Please note that all locations may not service all products.
Contact the nearest Cleco® Sales & Service Center for the appropriate facility to handle your service 
requirements.


POWER TOOLS SALES & SERVICE CENTERS


Apex Tool Group GmbH 
Phone: +49 7363 81 0 
www.ClecoTools.com 
www.ClecoTools.de


EUROPE  |  MIDDLE EAST  |  AFRICA
Hungary
Apex Tool Group
Hungária Kft.
Platánfa u. 2
9027 Györ
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Phone: +36 96 66 1383
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NORTH AMERICA  |  SOUTH AMERICA
Lexington, South Carolina
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670 Industrial Drive
Lexington, SC 29072
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Canada
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Parque Industrial Querétaro
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Mexico
Phone: +52 (442) 211 3800
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Av. Liberdade, 4055
Zona Industrial Iporanga
Sorocaba, São Paulo
CEP# 18087-170
Brazil
Phone: +55 15 3238 3870
Fax: +55 15 3238 3938


Detroit, Michigan
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Phone: +1 (248) 393-5644
Fax: +1 (248) 391-6295


ASIA PACIFIC
India
Apex Power Tool India
Private Limited
Gala No. 1, Plot No. 5
S. No. 234, 235 & 245
Indialand Global 
Industrial Park
Taluka-Mulsi, Phase I 
Hinjawadi, Pune 411057
Maharashtra, India
Phone: +91 020 66761111


Australia
Apex Tool Group
519 Nurigong Street, Albury
NSW 2640
Australia
Phone: +61 2 6058 0300


China
Apex Power Tool Trading
(Shanghai) Co., Ltd.
2nd Floor, Area C
177 Bi Bo Road
Pu Dong New Area, Shanghai
China 201203 P.R.C.
Phone: +86 21 60880320
Fax: +86 21 60880298


Japan
Apex Tool Group Japan
Korin-Kaikan 5F,
3-6-23 Shibakoen, Minato-Ku,
Tokyo 105-0011, JAPAN
Phone: +81-3-6450-1840
Fax: +81-3-6450-1841


Korea
Apex Tool Group Korea
#1503, Hibrand Living Bldg.,
215 Yangjae-dong,
Seocho-gu, Seoul 137-924,
Korea
Phone: +82-2-2155-0250
Fax: +82-2-2155-0252


© Cleco® is a registered trademark of Apex Brands, Inc.


England
Apex Tool Group GmbH
C/O Spline Gauges
Piccadilly, Tamworth
Staffordshire B78 2ER
United Kingdom
Phone: +44 1827 8727 71
Fax: +44 1827 8741 28


France
Apex Tool Group SAS
25 Avenue Maurice Chevalier - ZI
77330 Ozoir-La-Ferrière
France
Phone: +33 1 64 43 22 00
Fax: +33 1 64 43 17 17


Germany
Apex Tool Group GmbH
Industriestraße 1
73463 Westhausen
Germany
Phone: +49 (0) 73 63 81 0
Fax: +49 (0) 73 63 81 222


Sales Center
Service Center
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Machine Capability Study 30 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq min. + 0.3 (Tq max. - Tq min.)


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 375,81 - 375,81 -
Tolerance down / up 7 % 7 %
Average torque 404,15 Nm 396,31 Nm
Standard deviation 2,74 Nm 2,32 Nm
Torque scatter (99,73%) 16,47 Nm 13,94 Nm
Cm 3,44 4,06
Cmk 3,43 2,94


 


b) Min. Cm hard/soft (lowest value) 3,44
Min. Cmk hard/soft (lowest value) 2,94


Capability is reached if minimum Cmk value ≥1.67


Note:


404,10 Nm


Test sheet no. 2


432,39 Nm 432,39 Nm


40,00 %


125 rpm


2424,91


04.03.2019


198,15
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EA9502
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.43
Potential Capability index = Cm 3.44


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 16.4656R 11.80T 56.58
x+3s 412.3838xmax 408.90USL 432.39
x-3s 395.9182xmin 397.10LSL 375.81
x 404.1510Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502d Char.Descr. VM1698-4 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 1024210 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 09:30:43 to 25.02.2019 09:49:15


Rem. Tq. 30% hard * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502dM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 408,90 405,60 402,40 408,30 406,60 406,80 404,40 404,00 403,60 406,40


1024210 VM1698-4 32,00 30,75 29,00 29,75 30,50 30,25 30,00 30,00 30,00 31,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 404,60 406,00 406,20 400,60 408,50 403,60 402,40 401,40 408,30 408,70


1024210 VM1698-4 28,75 29,50 28,75 28,75 32,00 29,50 28,75 30,00 30,75 31,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 407,20 401,80 407,00 407,20 401,80 408,30 405,80 407,20 398,20 404,60


1024210 VM1698-4 30,00 28,75 30,00 31,00 28,75 29,50 30,50 29,75 29,75 28,75


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 404,80 404,60 407,50 408,90 405,40 403,80 405,20 406,20 407,70 401,80


1024210 VM1698-4 29,75 30,25 30,00 30,50 27,75 29,25 30,25 29,50 31,75 29,25


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 404,60 401,00 404,40 402,20 401,60 399,40 404,80 407,00 400,60 407,00


1024210 VM1698-4 29,25 29,75 30,25 30,75 29,50 29,25 29,75 30,75 30,00 29,25


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 405,80 404,60 404,40 400,40 405,00 402,00 406,00 406,60 404,20 401,40


1024210 VM1698-4 29,50 29,50 30,25 29,75 29,00 29,00 29,25 30,00 30,25 29,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 405,00 403,20 401,40 407,50 397,10 402,60 405,20 405,20 403,60 399,80


1024210 VM1698-4 29,00 30,00 30,50 30,25 29,25 29,25 29,00 30,50 29,00 28,25


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 407,50 397,30 404,00 399,80 398,60 401,20 398,60 403,20 407,40 403,20


1024210 VM1698-4 31,00 30,50 31,75 27,75 29,00 29,75 29,50 29,75 30,25 28,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *


Page
1 2/
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 403,00 403,80 406,40 403,80 403,20 399,60 407,20 405,60 404,80 404,20


1024210 VM1698-4 28,75 30,25 31,25 31,25 30,25 30,00 31,50 31,50 31,25 29,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 402,60 400,80 403,80 402,60 405,20 403,00 404,80 402,80 404,80 406,40


1024210 VM1698-4 30,00 29,50 29,50 29,25 30,25 28,75 29,00 29,50 30,75 31,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *


Page
2 2/
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 4.22
Potential Capability index = Cm 4.94


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 11.4618R 9.20T 56.58
x+3s 413.9229xmax 413.50USL 432.39
x-3s 402.4611xmin 404.30LSL 375.81
x 408.1920Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502d Char.Descr. 961795PT-245 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 166207 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 09:30:42 to 25.02.2019 09:49:14


Rem. Tq. 30% hard * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502d1.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166207 961795PT-245 411,10 407,10 406,40 408,80 409,20 409,10 406,00 405,30 406,40 411,40


166207 961795PT-245 32,00 31,00 29,00 30,00 30,00 31,00 30,00 30,00 30,00 31,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166207 961795PT-245 411,00 411,10 410,70 406,20 409,10 406,80 406,40 407,40 408,00 412,30


166207 961795PT-245 29,00 30,00 29,00 29,00 32,00 29,00 29,00 31,00 30,00 31,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166207 961795PT-245 410,90 405,80 409,90 410,20 406,10 409,60 408,60 408,40 405,80 407,90


166207 961795PT-245 30,00 29,00 30,00 31,00 28,00 30,00 31,00 30,00 29,00 29,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166207 961795PT-245 407,30 407,20 407,60 411,60 408,70 407,00 408,70 408,40 409,70 405,90


166207 961795PT-245 30,00 31,00 30,00 30,00 28,00 30,00 30,00 30,00 32,00 29,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166207 961795PT-245 406,00 406,90 407,60 406,60 408,40 404,60 408,70 410,00 407,00 411,00


166207 961795PT-245 30,00 30,00 30,00 31,00 30,00 29,00 30,00 31,00 30,00 30,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166207 961795PT-245 410,50 409,50 407,00 406,00 408,70 406,70 409,00 408,70 409,00 407,10


166207 961795PT-245 29,00 30,00 30,00 29,00 29,00 29,00 30,00 30,00 30,00 30,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166207 961795PT-245 409,90 409,60 406,00 413,50 406,90 407,60 406,80 409,80 408,80 406,00


166207 961795PT-245 30,00 31,00 30,00 31,00 30,00 29,00 29,00 30,00 30,00 29,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166207 961795PT-245 409,00 404,30 406,90 405,90 406,30 407,60 406,80 408,30 410,80 407,50


166207 961795PT-245 32,00 30,00 32,00 28,00 29,00 30,00 30,00 30,00 31,00 28,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *


Page
1 2/
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166207 961795PT-245 407,80 410,20 407,20 406,30 409,80 405,20 408,50 411,40 407,30 409,30


166207 961795PT-245 29,00 31,00 31,00 31,00 30,00 30,00 32,00 32,00 32,00 30,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166207 961795PT-245 410,70 405,70 408,50 406,90 411,50 405,90 407,80 408,80 406,80 411,20


166207 961795PT-245 30,00 29,00 30,00 30,00 31,00 28,00 29,00 30,00 31,00 32,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *


Page
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9502 Test torque:


Graph
Torque / Angle / Speed


Graph


Value no. 1
Graph


Torque / Angle / Speed


Value no. 1


Machine Capability Study 30 %


404,1 Nm


Torque graphs


Torque / Time / Speed


Value no. 100


Torque / Time / Speed


30°


Value no. 100
Graph
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 2.94
Potential Capability index = Cm 4.06


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 13.9392R 11.90T 56.58
x+3s 403.2746xmax 401.20USL 432.39
x-3s 389.3354xmin 389.30LSL 375.81
x 396.3050Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502c Char.Descr. VM1698-4 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 1024210 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 08:56:50 to 25.02.2019 09:19:19


Rem. Tq. 30% soft * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502cM.DFD


SN: EA9502  Page 11 of 67







Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 396,90 396,30 400,80 401,00 398,00 398,00 399,00 398,20 398,40 397,70


1024210 VM1698-4 362,25 362,50 363,50 362,75 374,25 364,00 363,75 352,25 368,25 358,75


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 398,60 397,70 398,00 396,30 399,00 395,70 395,30 398,80 396,30 399,00


1024210 VM1698-4 352,25 356,75 360,00 339,25 359,00 361,25 346,25 354,75 355,25 360,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 396,90 398,40 398,40 398,20 398,40 398,60 398,80 398,00 395,50 397,50


1024210 VM1698-4 349,50 339,50 361,75 362,25 351,50 361,25 365,25 367,50 319,50 364,75


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 397,80 399,00 401,20 397,80 397,50 398,00 395,90 396,70 395,50 397,50


1024210 VM1698-4 359,50 351,50 359,75 362,25 361,00 351,00 354,25 356,25 360,50 350,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 398,00 397,80 398,40 394,70 395,90 395,50 398,40 398,00 397,30 396,90


1024210 VM1698-4 357,75 356,50 361,00 343,25 360,50 365,25 353,00 359,50 360,00 358,50


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 397,10 398,60 395,10 398,80 395,70 398,40 398,00 397,80 396,50 395,30


1024210 VM1698-4 345,25 353,50 367,75 353,75 361,00 356,50 365,50 360,00 359,75 363,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 397,50 398,00 392,30 395,90 395,70 397,10 398,20 396,30 396,10 398,00


1024210 VM1698-4 359,75 385,75 366,00 360,75 364,75 361,00 363,75 356,00 357,25 354,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 393,10 395,50 394,30 393,10 394,90 395,10 394,70 396,90 392,90 394,30


1024210 VM1698-4 346,25 353,25 360,50 348,25 358,25 361,50 345,00 362,25 360,25 357,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 393,90 392,50 392,70 394,50 392,50 393,70 390,90 393,30 394,90 391,70


1024210 VM1698-4 359,75 359,75 358,00 351,00 345,75 339,25 337,75 360,25 362,75 352,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 393,50 396,70 394,50 389,30 393,90 393,90 392,50 392,70 393,50 392,70


1024210 VM1698-4 361,25 338,25 343,75 332,00 372,00 368,25 367,25 360,75 364,00 350,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 14.58
Potential Capability index = Cm 15.09


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 3.7494R 2.70T 56.58
x+3s 406.9347xmax 406.80USL 432.39
x-3s 403.1853xmin 404.10LSL 375.81
x 405.0600Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502c Char.Descr. 961795PT-245 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 166207 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 08:56:49 to 25.02.2019 09:19:18


Rem. Tq. 30% soft * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502c1.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166207 961795PT-245 404,30 404,20 405,90 405,00 404,40 405,70 404,90 404,30 404,30 404,50


166207 961795PT-245 367,00 362,00 362,00 361,00 375,00 365,00 364,00 354,00 369,00 359,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166207 961795PT-245 405,20 404,60 405,50 404,90 405,70 405,30 404,10 405,10 405,00 404,80


166207 961795PT-245 352,00 359,00 361,00 347,00 361,00 366,00 347,00 355,00 357,00 361,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166207 961795PT-245 406,20 405,50 405,60 405,30 405,10 404,80 404,60 404,50 404,50 405,20


166207 961795PT-245 360,00 340,00 363,00 362,00 354,00 361,00 367,00 368,00 325,00 368,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166207 961795PT-245 404,70 404,60 405,30 404,30 405,40 404,30 404,80 404,20 404,40 405,50


166207 961795PT-245 362,00 354,00 359,00 363,00 362,00 354,00 357,00 360,00 363,00 361,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166207 961795PT-245 406,70 404,40 405,00 405,30 405,00 405,10 405,10 406,80 405,00 404,60


166207 961795PT-245 360,00 361,00 367,00 354,00 371,00 368,00 357,00 362,00 362,00 361,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166207 961795PT-245 404,30 405,50 405,70 406,20 404,70 406,10 405,80 404,60 405,10 405,50


166207 961795PT-245 349,00 359,00 389,00 358,00 368,00 360,00 376,00 362,00 362,00 369,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166207 961795PT-245 405,40 405,50 404,70 405,00 404,50 404,40 406,70 404,70 404,90 405,30


166207 961795PT-245 361,00 389,00 368,00 369,00 368,00 362,00 365,00 359,00 361,00 361,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166207 961795PT-245 404,70 405,40 404,40 404,30 404,60 404,40 404,80 405,10 405,40 404,90


166207 961795PT-245 348,00 361,00 362,00 362,00 361,00 366,00 355,00 368,00 367,00 364,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166207 961795PT-245 405,00 405,10 405,50 406,20 404,10 404,90 405,20 405,90 405,30 404,30


166207 961795PT-245 366,00 363,00 368,00 362,00 350,00 346,00 347,00 368,00 367,00 361,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166207 961795PT-245 404,90 405,90 404,50 404,80 405,80 404,90 405,90 404,80 406,60 404,30


166207 961795PT-245 367,00 345,00 349,00 356,00 388,00 370,00 373,00 368,00 367,00 361,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 975 Nm * Cur-Cal: 23.208 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9502 Test torque:


Machine Capability Study 30 %


404,1 Nm
360°


Value no. 100
Graph


Torque / Time / Speed


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Value no. 1
Graph


Torque / Angle / Speed


Torque / Angle / Speed


Torque graphs
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Homologation of nutrunners


Annex 2
Document no: 004/2019
Date: Page 2 of 3


Machine Capability Study 80 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq min. + 0.8 (Tq max. - Tq min.)


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 672,02 - 672,02 -
Tolerance down / up 7 % 7 %
Average torque 748,05 Nm 71,04 Nm
Standard deviation 2,82 Nm 2,17 Nm
Torque scatter (99,73%) 16,94 Nm 12,99 Nm
Cm 5,97 7,79
Cmk 2,97 5,91


 


b) Min. Cm hard/soft (lowest value) 5,97
Min. Cmk hard/soft (lowest value) 2,97


Capability is reached if minimum Cmk value ≥1.67


Note:


EA9502


4488,31


35,52


H L


773,18 Nm 773,18 Nm


40,0 %


125 rpm


Test sheet no. 3


04.03.2019


722,60 Nm
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 2.97
Potential Capability index = Cm 5.97


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 16.9411R 15.50T 101.16
x+3s 756.5215xmax 755.20USL 773.18
x-3s 739.5805xmin 739.70LSL 672.02
x 748.0510Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502h Char.Descr. VM1698-4 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 1024210 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 22.02.2019 15:23:11 to 22.02.2019 15:45:34


Rem. Tq. 80% hard * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502hM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 744,70 745,70 745,50 747,40 749,40 747,60 746,90 743,30 748,80 745,50


1024210 VM1698-4 30,00 30,50 30,50 30,00 29,50 30,75 29,75 30,00 30,75 30,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 747,60 747,60 742,70 752,60 744,50 748,20 751,00 748,60 750,60 751,00


1024210 VM1698-4 30,25 30,00 29,00 29,75 29,75 30,25 30,25 30,00 29,50 30,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 746,30 743,70 739,70 745,30 744,70 746,90 745,30 747,40 750,00 749,80


1024210 VM1698-4 29,00 28,75 29,75 30,00 30,75 30,50 30,25 30,00 29,75 30,25


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 750,80 748,40 746,70 744,30 750,80 747,20 751,60 749,80 751,00 748,00


1024210 VM1698-4 30,00 29,50 29,00 30,25 29,50 29,00 29,50 30,00 29,00 29,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 749,40 747,60 746,30 741,50 746,70 740,50 752,20 748,00 747,20 753,60


1024210 VM1698-4 28,50 28,50 29,25 29,25 29,75 28,00 28,75 28,50 29,00 29,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 747,40 748,80 749,60 747,40 749,60 751,00 751,00 747,40 747,60 751,60


1024210 VM1698-4 29,75 30,00 29,75 29,75 29,75 30,25 30,00 30,00 29,75 30,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 746,70 746,30 748,40 749,40 751,00 749,60 749,80 753,80 747,20 749,40


1024210 VM1698-4 30,25 29,75 30,25 29,75 29,25 29,50 28,75 28,75 29,50 29,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 750,00 748,40 745,50 750,40 745,50 746,10 746,30 751,80 747,40 748,00


1024210 VM1698-4 30,00 29,75 30,25 30,25 29,50 29,25 29,50 29,25 30,25 30,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 752,80 745,10 745,90 745,90 748,20 748,20 748,20 748,80 745,50 748,40


1024210 VM1698-4 30,00 30,00 29,50 30,50 29,50 29,00 29,00 29,75 29,00 29,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 746,10 746,90 755,20 750,60 751,80 749,80 751,40 744,70 746,90 752,40


1024210 VM1698-4 29,75 30,00 29,25 29,50 30,25 29,75 29,50 29,25 28,75 29,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 7.88
Potential Capability index = Cm 8.78


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 11.5223R 8.60T 101.16
x+3s 733.5412xmax 732.30USL 773.18
x-3s 722.0188xmin 723.70LSL 672.02
x 727.7800Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502h Char.Descr. 961795PT-245 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 166207 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 22.02.2019 15:23:10 to 22.02.2019 15:45:33


Rem. Tq. 80% hard * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502h1.DFD


SN: EA9502  Page 22 of 67







Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166207 961795PT-245 729,40 730,70 728,10 728,20 728,10 728,10 729,90 731,00 730,80 729,50


166207 961795PT-245 30,00 30,00 30,00 29,00 29,00 31,00 29,00 30,00 30,00 30,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166207 961795PT-245 726,60 730,30 728,40 728,00 727,10 727,90 731,80 727,50 728,10 729,00


166207 961795PT-245 30,00 29,00 29,00 29,00 30,00 30,00 30,00 30,00 29,00 30,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166207 961795PT-245 727,50 725,70 725,10 726,40 724,90 726,50 725,30 727,10 728,30 732,30


166207 961795PT-245 29,00 29,00 29,00 30,00 30,00 30,00 30,00 30,00 29,00 30,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166207 961795PT-245 729,30 728,30 727,70 725,90 729,20 727,30 729,10 729,00 729,30 730,50


166207 961795PT-245 29,00 29,00 29,00 30,00 29,00 29,00 29,00 30,00 29,00 29,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166207 961795PT-245 728,40 727,40 726,80 724,50 728,80 724,10 728,90 725,90 729,70 731,60


166207 961795PT-245 29,00 28,00 29,00 29,00 29,00 28,00 28,00 28,00 29,00 29,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166207 961795PT-245 728,20 727,60 726,40 724,90 728,10 727,20 730,50 725,00 725,70 728,00


166207 961795PT-245 30,00 30,00 29,00 29,00 29,00 30,00 30,00 30,00 29,00 30,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166207 961795PT-245 727,60 729,60 727,20 726,10 728,50 726,70 725,90 728,90 724,10 730,60


166207 961795PT-245 30,00 29,00 30,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166207 961795PT-245 730,10 723,70 725,90 725,30 724,60 726,80 727,50 727,00 727,20 726,30


166207 961795PT-245 30,00 29,00 30,00 30,00 29,00 29,00 29,00 29,00 30,00 30,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166207 961795PT-245 731,60 729,00 726,70 728,00 726,90 726,50 725,80 727,70 725,10 726,80


166207 961795PT-245 30,00 30,00 29,00 30,00 29,00 29,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166207 961795PT-245 727,00 726,90 730,80 725,30 730,20 729,30 727,60 727,30 728,00 731,00


166207 961795PT-245 29,00 30,00 29,00 29,00 30,00 30,00 29,00 29,00 29,00 29,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9502 Test torque:


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


722,6 Nm


Value no. 1
Graph


Torque / Angle / Speed


30°
Torque graphs Machine Capability Study 80 %
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 5.91
Potential Capability index = Cm 7.79


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 12.9908R 10.90T 101.16
x+3s 716.9174xmax 715.40USL 773.18
x-3s 703.9266xmin 704.50LSL 672.02
x 710.4220Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502g Char.Descr. VM1698-4 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 1024210 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 22.02.2019 13:25:47 to 22.02.2019 15:17:33


Rem. Tq. 80% soft * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502gM.DFD


SN: EA9502  Page 26 of 67







Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 708,40 711,20 710,20 713,40 710,40 710,40 713,20 715,00 711,00 709,00


1024210 VM1698-4 359,50 373,25 360,75 371,50 356,75 365,25 366,75 365,25 362,25 364,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 714,60 712,40 715,00 711,40 712,20 715,40 711,60 715,40 708,80 710,60


1024210 VM1698-4 367,25 364,00 369,75 362,50 360,25 366,75 362,00 366,00 355,50 367,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 710,60 712,00 709,60 710,80 710,20 712,80 705,70 708,60 711,40 712,60


1024210 VM1698-4 367,00 367,50 372,00 369,00 375,75 369,00 361,50 369,75 366,25 371,25


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 709,60 711,60 707,30 710,40 714,80 709,00 708,60 710,60 708,30 711,00


1024210 VM1698-4 367,75 367,75 362,25 366,50 378,25 370,25 378,50 378,25 369,75 381,75


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 709,20 709,20 710,00 709,80 710,60 710,60 708,30 708,60 704,50 710,60


1024210 VM1698-4 380,25 377,25 371,00 379,25 377,50 392,50 386,25 381,00 382,25 383,25


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 707,50 709,40 706,90 709,80 708,30 709,00 711,60 710,00 712,80 709,80


1024210 VM1698-4 371,50 376,50 385,75 386,25 382,75 377,75 380,50 391,50 381,00 381,75


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 711,20 709,40 711,00 711,80 709,60 710,80 708,30 704,70 710,60 710,60


1024210 VM1698-4 392,50 376,00 386,75 382,00 386,00 388,75 386,00 387,50 383,25 392,50


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 709,00 712,40 711,20 710,40 710,80 711,00 709,80 710,00 705,10 709,60


1024210 VM1698-4 393,00 388,50 387,00 396,00 381,00 385,50 391,25 399,50 382,25 394,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 709,20 709,60 707,90 709,00 708,30 713,00 708,40 712,20 714,00 713,40


1024210 VM1698-4 376,75 385,25 382,50 383,00 384,25 388,25 383,75 388,00 392,75 386,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 710,80 713,00 712,40 712,80 708,30 709,20 710,40 711,20 711,20 709,00


1024210 VM1698-4 380,75 375,50 380,00 384,25 372,50 373,00 369,00 373,25 373,00 370,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 32.26
Potential Capability index = Cm 32.70


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 3.0933R 3.60T 101.16
x+3s 724.8336xmax 726.20USL 773.18
x-3s 721.7404xmin 722.60LSL 672.02
x 723.2870Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502g Char.Descr. 961795PT-245 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 166207 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 22.02.2019 13:25:47 to 22.02.2019 15:17:33


Rem. Tq. 80% soft * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166207 961795PT-245 723,20 724,20 723,80 723,50 722,80 723,30 723,30 722,80 722,90 723,50


166207 961795PT-245 352,00 352,00 352,00 361,00 348,00 360,00 360,00 359,00 358,00 358,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166207 961795PT-245 723,20 723,10 723,20 722,90 723,30 724,30 723,20 722,70 724,70 723,50


166207 961795PT-245 359,00 354,00 353,00 357,00 347,00 361,00 351,00 361,00 350,00 363,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166207 961795PT-245 723,70 722,90 723,40 723,10 723,90 723,00 723,30 722,90 723,10 723,60


166207 961795PT-245 360,00 360,00 360,00 356,00 360,00 362,00 355,00 360,00 362,00 359,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166207 961795PT-245 723,40 723,20 722,80 722,80 724,10 723,10 723,00 722,80 722,80 722,70


166207 961795PT-245 360,00 361,00 354,00 360,00 367,00 366,00 376,00 367,00 366,00 372,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166207 961795PT-245 722,90 723,90 724,20 723,00 723,70 726,20 722,90 723,50 722,70 722,80


166207 961795PT-245 372,00 370,00 366,00 367,00 374,00 377,00 376,00 368,00 376,00 378,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166207 961795PT-245 723,30 723,20 722,70 723,40 723,10 723,10 723,70 723,20 723,10 722,90


166207 961795PT-245 364,00 366,00 380,00 376,00 376,00 374,00 373,00 383,00 375,00 374,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166207 961795PT-245 722,80 723,00 723,20 722,70 723,50 723,50 722,80 723,20 723,00 723,50


166207 961795PT-245 383,00 372,00 375,00 377,00 380,00 383,00 380,00 380,00 375,00 386,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166207 961795PT-245 723,80 723,00 722,70 723,00 723,70 723,50 723,00 723,30 722,60 723,20


166207 961795PT-245 387,00 382,00 379,00 388,00 373,00 382,00 381,00 393,00 377,00 379,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166207 961795PT-245 723,40 723,40 723,70 724,00 723,10 723,10 722,90 723,00 724,10 723,40


166207 961795PT-245 372,00 381,00 379,00 378,00 374,00 384,00 371,00 382,00 387,00 380,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166207 961795PT-245 723,10 724,20 723,20 722,70 723,30 723,30 723,30 723,30 722,90 723,80


166207 961795PT-245 374,00 374,00 368,00 379,00 366,00 367,00 364,00 367,00 368,00 364,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 23.162 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9502 Test torque:


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Value no. 1
Graph


Torque / Angle / Speed


Torque graphs Machine Capability Study 80 %


360°
722,6 Nm
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Homologation of nutrunners


Annex 2
Document no: 004/2019
Date: Page 3 of 3


Machine Capability Study 100 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq max.


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 790,50 - 790,50 -
Tolerance down / up 7 % 7 %
Average torque 859,84 Nm 8,33 Nm
Standard deviation 3,01 Nm 2,71 Nm
Torque scatter (99,73%) 18,03 Nm 16,25 Nm
Cm 6,60 7,32
Cmk 5,51 5,33


 


b) Min. Cm hard/soft (lowest value) 6,60
Min. Cmk hard/soft (lowest value) 5,33


Capability is reached if minimum Cmk value ≥1.67


Note:


40,0 %


125 rpm


EA9502


5159,04


4,17


H L


850,00 Nm


04.03.2019


Test sheet no. 4


909,50 Nm 909,50 Nm
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 5.51
Potential Capability index = Cm 6.60


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 18.0321R 18.20T 119.00
x+3s 868.8560xmax 870.80USL 909.50
x-3s 850.8240xmin 852.60LSL 790.50
x 859.8400Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502b Char.Descr. VM1698-4 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 1024210 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 08:07:11 to 25.02.2019 08:31:20


Rem. Tq. 100% hard * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 861,90 864,60 858,10 862,50 857,90 861,70 857,30 862,70 855,10 859,10


1024210 VM1698-4 31,25 31,00 30,00 30,00 30,00 29,25 29,50 30,75 30,50 30,50


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 859,10 856,70 860,90 861,70 855,70 863,50 855,50 859,50 852,60 859,50


1024210 VM1698-4 30,00 30,00 30,00 29,75 29,50 29,50 29,00 29,50 29,25 30,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 859,90 856,70 860,50 860,70 863,60 858,30 863,80 857,10 856,70 853,60


1024210 VM1698-4 29,75 29,50 30,25 29,25 29,00 29,75 30,25 28,75 29,75 29,50


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 856,70 858,90 860,70 856,90 859,70 855,90 862,10 858,50 864,60 857,90


1024210 VM1698-4 28,75 29,50 30,00 33,50 30,00 30,00 29,75 29,00 29,75 29,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 861,30 859,50 865,00 855,10 861,50 858,70 862,30 858,10 858,90 861,90


1024210 VM1698-4 29,00 29,00 29,25 29,50 30,25 29,50 28,50 29,25 30,00 30,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 854,90 858,70 861,50 858,90 856,50 858,10 857,90 865,20 857,90 862,90


1024210 VM1698-4 29,25 29,25 29,75 30,00 28,75 29,25 30,25 29,75 29,25 30,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 860,90 859,50 857,70 857,50 860,50 865,40 857,30 860,30 858,10 860,10


1024210 VM1698-4 30,00 29,25 29,75 29,25 29,75 30,25 29,00 29,75 29,75 29,50


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 858,30 856,50 857,50 860,90 862,70 863,60 857,90 857,30 859,50 862,50


1024210 VM1698-4 29,25 29,75 29,25 29,25 29,50 28,50 30,00 29,50 29,25 29,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 861,50 861,50 858,10 859,70 858,10 866,60 860,70 863,80 861,10 861,70


1024210 VM1698-4 29,75 28,50 30,00 29,25 29,50 30,25 29,75 30,00 29,00 29,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 860,70 856,10 859,10 860,30 860,10 865,00 863,50 870,80 858,70 859,70


1024210 VM1698-4 29,75 29,50 28,75 29,75 29,25 31,00 29,25 30,50 28,50 28,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 37.05
Potential Capability index = Cm 37.78


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 3.1502R 2.40T 119.00
x+3s 852.7241xmax 852.40USL 909.50
x-3s 849.5739xmin 850.00LSL 790.50
x 851.1490Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502b Char.Descr. 961795PT-245 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 166207 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 08:07:11 to 25.02.2019 08:31:20


Rem. Tq. 100% hard * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166207 961795PT-245 850,20 851,70 852,00 850,30 851,00 851,90 851,80 851,60 852,10 851,20


166207 961795PT-245 31,00 30,00 30,00 30,00 29,00 29,00 29,00 30,00 30,00 30,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166207 961795PT-245 851,60 850,80 850,20 851,50 851,90 851,30 850,40 850,60 851,10 851,20


166207 961795PT-245 29,00 30,00 30,00 29,00 29,00 29,00 29,00 29,00 29,00 30,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166207 961795PT-245 851,70 850,80 851,00 851,70 852,10 850,60 851,80 850,80 850,90 851,70


166207 961795PT-245 29,00 29,00 30,00 29,00 29,00 29,00 29,00 28,00 29,00 29,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166207 961795PT-245 850,90 851,50 850,80 850,40 851,30 851,50 851,10 850,80 851,20 850,60


166207 961795PT-245 28,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166207 961795PT-245 850,90 852,40 850,60 850,60 850,00 850,70 851,50 851,30 851,20 851,60


166207 961795PT-245 29,00 28,00 29,00 29,00 30,00 29,00 28,00 29,00 29,00 30,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166207 961795PT-245 850,50 851,20 850,30 850,80 850,60 850,80 851,50 851,80 851,90 851,90


166207 961795PT-245 29,00 29,00 29,00 29,00 28,00 29,00 30,00 29,00 29,00 30,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166207 961795PT-245 851,10 852,00 850,80 851,50 851,00 851,10 851,20 850,70 851,40 850,80


166207 961795PT-245 29,00 29,00 29,00 29,00 29,00 30,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166207 961795PT-245 850,90 851,20 852,20 850,70 850,40 850,90 851,70 851,10 850,90 851,00


166207 961795PT-245 29,00 29,00 29,00 29,00 29,00 28,00 30,00 29,00 29,00 29,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166207 961795PT-245 851,20 852,00 851,10 851,60 851,40 851,50 851,60 851,00 850,70 850,70


166207 961795PT-245 29,00 28,00 30,00 29,00 29,00 30,00 29,00 30,00 29,00 29,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166207 961795PT-245 850,10 851,20 851,00 851,30 851,30 851,20 850,70 851,00 850,30 851,70


166207 961795PT-245 29,00 29,00 28,00 29,00 29,00 30,00 29,00 30,00 28,00 28,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9502 Test torque:


Graph


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Torque / Time / Speed


Torque graphs Machine Capability Study 100 %


30°


Torque / Angle / Speed


Value no. 100


850,0 Nm


Value no. 1
Graph


Torque / Angle / Speed
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 5.33
Potential Capability index = Cm 7.32


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 16.2477R 15.30T 119.00
x+3s 841.9118xmax 840.10USL 909.50
x-3s 825.6642xmin 824.80LSL 790.50
x 833.7880Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502a Char.Descr. VM1698-4 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 1024210 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 22.02.2019 15:49:41 to 22.02.2019 21:02:02


Rem. Tq. 100% soft * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 834,90 834,50 836,30 837,10 834,70 838,90 837,30 837,30 837,10 838,90


1024210 VM1698-4 369,75 362,75 365,25 365,25 364,75 373,00 384,00 375,50 380,50 382,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 830,80 832,80 835,10 835,10 833,40 837,50 836,30 837,30 840,10 834,50


1024210 VM1698-4 393,00 380,50 382,75 392,00 386,25 391,75 388,25 400,75 392,25 398,50


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 836,30 837,10 834,90 833,40 833,80 834,50 835,30 836,30 834,90 834,50


1024210 VM1698-4 402,25 394,25 398,50 393,50 397,25 402,75 389,25 394,50 387,25 391,50


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 833,20 836,50 829,60 833,00 833,00 834,00 833,20 837,70 831,20 836,50


1024210 VM1698-4 379,00 385,50 379,00 383,50 377,00 377,25 378,75 393,00 372,50 382,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 831,80 830,00 834,70 831,60 834,70 830,80 835,70 830,80 833,20 832,60


1024210 VM1698-4 379,50 381,75 371,50 374,50 369,00 372,00 366,75 369,50 370,00 365,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 833,20 835,70 832,80 834,20 837,30 834,00 833,00 835,90 837,90 835,10


1024210 VM1698-4 360,75 365,50 360,50 365,25 362,00 364,25 361,75 365,75 360,75 365,75


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 836,70 833,80 833,20 830,20 834,50 829,40 832,20 834,40 832,00 829,20


1024210 VM1698-4 363,75 363,25 360,00 360,50 359,00 361,50 358,25 363,25 356,25 358,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 829,40 826,40 836,10 827,60 832,20 836,30 834,20 837,30 830,80 833,80


1024210 VM1698-4 353,00 357,75 358,75 357,50 357,50 361,25 353,75 360,75 357,25 358,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 831,80 830,60 833,60 833,20 833,40 832,80 830,40 833,20 833,20 833,60


1024210 VM1698-4 358,25 353,75 359,00 355,50 356,25 358,75 347,50 358,25 354,50 352,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 824,80 833,20 834,00 836,10 830,80 831,60 831,40 833,40 831,40 832,80


1024210 VM1698-4 347,75 352,50 352,25 357,50 354,50 360,50 354,00 356,25 358,50 358,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 48.88
Potential Capability index = Cm 49.40


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 2.4089R 2.00T 119.00
x+3s 851.8314xmax 852.00USL 909.50
x-3s 849.4226xmin 850.00LSL 790.50
x 850.6270Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502a Char.Descr. 961795PT-245 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 166207 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 22.02.2019 15:49:41 to 22.02.2019 21:02:02


Rem. Tq. 100% soft * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166207 961795PT-245 850,50 850,50 850,20 850,70 850,00 850,40 850,60 850,90 850,90 850,20


166207 961795PT-245 360,00 355,00 356,00 357,00 357,00 364,00 370,00 370,00 367,00 372,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166207 961795PT-245 850,70 850,30 850,80 850,70 850,60 851,70 850,00 850,70 851,00 851,00


166207 961795PT-245 380,00 370,00 373,00 379,00 378,00 379,00 380,00 388,00 387,00 387,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166207 961795PT-245 850,80 850,00 851,10 850,70 850,00 851,00 850,80 850,80 850,50 850,20


166207 961795PT-245 389,00 387,00 391,00 384,00 383,00 393,00 383,00 382,00 380,00 381,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166207 961795PT-245 850,40 850,80 850,10 850,60 850,70 850,50 850,60 850,90 850,10 851,50


166207 961795PT-245 373,00 380,00 370,00 376,00 370,00 369,00 373,00 383,00 367,00 372,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166207 961795PT-245 850,70 850,60 850,90 850,20 850,70 850,50 850,80 850,20 850,40 850,30


166207 961795PT-245 373,00 373,00 361,00 366,00 363,00 367,00 359,00 360,00 360,00 359,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166207 961795PT-245 850,70 850,40 850,90 850,40 851,00 851,10 850,60 850,10 850,40 850,50


166207 961795PT-245 355,00 359,00 354,00 356,00 355,00 359,00 355,00 361,00 356,00 359,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166207 961795PT-245 850,80 850,90 850,50 850,90 850,80 850,20 850,20 852,00 850,20 850,10


166207 961795PT-245 358,00 359,00 354,00 352,00 354,00 355,00 353,00 359,00 352,00 353,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166207 961795PT-245 850,70 850,30 850,40 850,60 851,00 850,40 850,60 851,00 850,50 851,00


166207 961795PT-245 346,00 352,00 353,00 352,00 352,00 356,00 348,00 356,00 353,00 350,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166207 961795PT-245 850,70 851,00 850,60 850,80 851,10 850,50 850,10 850,40 850,60 851,40


166207 961795PT-245 349,00 351,00 355,00 349,00 348,00 354,00 341,00 354,00 349,00 345,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166207 961795PT-245 850,10 850,20 851,60 850,30 850,80 850,30 850,10 851,90 850,70 850,50


166207 961795PT-245 345,00 346,00 344,00 351,00 352,00 357,00 349,00 350,00 351,00 352,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 22.02.2019


Ser.No. EA9502a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 935 Nm * Cur-Cal: 21.315 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9502 Test torque:


Torque / Angle / Speed


Torque graphs Machine Capability Study 100 %


360°
850,0 Nm


Value no. 100
Graph


Torque / Time / Speed


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Value no. 1
Graph


Torque / Angle / Speed
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Homologation of nutrunners


Annex 3
Document no: 004/2019
Date: Page 1 of 2


General Specifications


Manufacturer: Apex Tool Group Tool type: Inline Tool


Model: 70ESN850SD8 Serial no:


Torque range:


Snugfit value: Torque tolerance ± 7 %


Target torque: Tolerance: 3,65 %  1,82 %


Angle degree: 40° Tolerance: 3,4°  1,7°


Formula derivation:


+ -
0 0-25°


04.03.2019


510 Nm


Move


For measurements, the screwdriver must be held by hand and alternately moved.
In the column  "Move +", the angle range in the screw direction,
In the column "Move -" of the direction opposite the direction of tightening,
within this range, the tool has to be moved.
Pay attention to changing angle values and directions of movement.
The indicated maximum values for "Move +" and "Move -" 
have per measurement series minimum 5 times.


Tool without angle correction


Test conditions


Tool hand held


EA9502


Capability examination


Difference evaluation:  Reference/Tool at 40° / 60 %


213 Nm to 850 Nm


170 Nm
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Measurement


No. Torque Angle Torque Angle Torque Angle


1 505,60 41,00 514,40 40,75 8,80 0,25
2 504,10 41,00 510,90 40,75 6,80 0,25
3 511,60 41,00 517,80 40,00 6,20 1,00
4 510,40 41,00 516,40 40,25 6,00 0,75
5 510,60 41,00 514,40 40,75 3,80 0,25
6 513,20 41,00 515,60 40,75 2,40 0,25
7 517,20 41,00 520,40 41,25 3,20 0,25
8 509,10 41,00 514,80 41,00 5,70 0,00
9 515,80 41,00 519,40 41,00 3,60 0,00


10 516,70 41,00 520,20 40,50 3,50 0,50
11 510,30 41,00 516,80 40,25 6,50 0,75
12 513,80 41,00 518,00 41,00 4,20 0,00
13 513,60 41,00 520,20 40,25 6,60 0,75
14 515,70 41,00 518,20 40,25 2,50 0,75
15 513,00 41,00 517,60 40,50 4,60 0,50
16 511,90 41,00 515,80 41,00 3,90 0,00
17 518,40 41,00 523,00 41,00 4,60 0,00
18 516,10 41,00 517,20 41,25 1,10 0,25
19 512,60 41,00 519,40 41,00 6,80 0,00
20 517,80 41,00 526,50 40,75 8,70 0,25
21 505,40 41,00 509,90 40,25 4,50 0,75
22 514,60 41,00 514,40 40,25 0,20 0,75
23 506,80 41,00 512,90 41,00 6,10 0,00
24 519,70 41,00 525,70 41,00 6,00 0,00
25 507,20 41,00 514,10 40,25 6,90 0,75
26 500,90 41,00 508,70 40,25 7,80 0,75
27 516,40 41,00 521,00 40,50 4,60 0,50
28 508,60 41,00 513,70 41,00 5,10 0,00
29 513,80 41,00 515,40 41,00 1,60 0,00
30 512,60 41,00 516,40 40,50 3,80 0,50
31 511,60 41,00 518,60 40,50 7,00 0,50
32 510,50 41,00 515,60 41,00 5,10 0,00
33 513,70 41,00 518,80 40,25 5,10 0,75
34 513,50 41,00 515,60 40,75 2,10 0,25
35 514,30 41,00 518,40 40,75 4,10 0,25
36 508,30 41,00 512,70 41,25 4,40 0,25
37 518,60 41,00 521,20 40,25 2,60 0,75
38 513,30 41,00 519,40 41,25 6,10 0,25
39 512,00 41,00 518,80 40,25 6,80 0,75
40 516,20 41,00 520,60 40,25 4,40 0,75
41 503,20 41,00 508,10 40,50 4,90 0,50
42 519,40 41,00 522,20 41,25 2,80 0,25
43 509,00 41,00 512,10 41,00 3,10 0,00
44 519,10 41,00 520,00 40,75 0,90 0,25
45 514,80 41,00 519,40 40,00 4,60 1,00
46 512,60 41,00 515,80 40,25 3,20 0,75
47 519,50 41,00 525,30 41,00 5,80 0,00
48 515,00 41,00 519,60 41,00 4,60 0,00
49 510,80 41,00 518,80 40,25 8,00 0,75
50 520,00 41,00 522,80 40,25 2,80 0,75
51 517,60 41,00 517,80 40,75 0,20 0,25
52 510,30 41,00 515,60 40,50 5,30 0,50
53 509,10 41,00 514,60 41,25 5,50 0,25
54 524,20 41,00 529,70 41,00 5,50 0,00
55 514,10 41,00 520,40 40,75 6,30 0,25
56 514,00 41,00 520,40 40,25 6,40 0,75
57 509,80 41,00 515,20 40,75 5,40 0,25
58 509,80 41,00 513,90 41,00 4,10 0,00
59 514,10 41,00 519,60 41,00 5,50 0,00
60 516,90 41,00 519,00 40,75 2,10 0,25
61 510,40 41,00 513,70 40,00 3,30 1,00
62 518,20 41,00 522,60 40,00 4,40 1,00
63 511,40 41,00 515,80 40,25 4,40 0,75
64 512,10 41,00 516,80 40,50 4,70 0,50
65 509,10 41,00 514,60 41,25 5,50 0,25
66 515,30 41,00 517,00 41,00 1,70 0,00
67 514,50 41,00 517,80 40,50 3,30 0,50
68 504,50 41,00 508,10 40,25 3,60 0,75
69 511,20 41,00 513,50 40,00 2,30 1,00
70 512,70 41,00 518,40 40,75 5,70 0,25
71 511,70 41,00 514,60 40,75 2,90 0,25
72 504,40 41,00 511,70 41,00 7,30 0,00
73 515,40 41,00 520,60 40,75 5,20 0,25
74 510,80 41,00 515,00 40,00 4,20 1,00
75 511,20 41,00 515,00 40,75 3,80 0,25
76 507,90 41,00 511,70 41,00 3,80 0,00
77 516,30 41,00 520,60 41,00 4,30 0,00
78 508,60 41,00 512,50 39,75 3,90 1,25
79 509,20 41,00 513,90 40,25 4,70 0,75
80 515,80 41,00 519,80 40,75 4,00 0,25
81 517,00 41,00 518,40 40,75 1,40 0,25
82 517,90 41,00 520,80 41,00 2,90 0,00
83 509,70 41,00 511,50 40,00 1,80 1,00
84 511,50 41,00 514,80 40,50 3,30 0,50
85 505,30 41,00 513,30 41,00 8,00 0,00
86 505,00 41,00 511,90 41,00 6,90 0,00
87 515,10 41,00 516,60 40,00 1,50 1,00
88 512,00 41,00 514,80 41,00 2,80 0,00
89 514,00 41,00 517,40 40,50 3,40 0,50
90 515,50 41,00 520,00 41,75 4,50 0,75
91 518,90 41,00 521,80 40,50 2,90 0,50
92 519,20 41,00 522,80 40,50 3,60 0,50
93 503,40 41,00 504,70 40,50 1,30 0,50
94 508,00 41,00 510,70 40,50 2,70 0,50
95 509,40 41,00 514,10 41,00 4,70 0,00
96 517,80 41,00 522,60 41,00 4,80 0,00
97 509,40 41,00 513,70 40,25 4,30 0,75
98 504,60 41,00 506,10 40,25 1,50 0,75
99 513,10 41,00 516,00 40,75 2,90 0,25
100 502,70 41,00 507,30 40,50 4,60 0,50


Standard deviation: 1,857 0,339


Tool data Control data Difference
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9502


Target torque: 60 % of max. torque


Angle degree: Tool without angle correction


510,0 Nm


40°


Graphical representation


433,5


448,8


464,1


479,4


494,7


510,0


525,3


540,6


555,9


571,2


586,5


1 10 19 28 37 46 55 64 73 82 91 100


T
or


qu
e 


[N
m


]


Measurement


Torque, Tool


Torque, Control


34


35


36


38


39


40


41


42


44


45


46


1 10 19 28 37 46 55 64 73 82 91 100


A
ng


le
 d


eg
re


e


Measurement


Angle degree,
Tool


Angle degree,
Control


SN: EA9502  Page 50 of 67







35


36


37


38


39


40


41


42


43


44


45


V
M


16
98


-4
 [G


ra
d]


 →


0 10 20 30 40 50 60 70 80 90 100
Value No. →


 LSL 


 USL 


 x 


 x-3s 


 x+3s 


0


5


10


15


20


25


30


A
bs


ol
ut


e 
fr


eq
ue


nc
y 


→


35 36 37 38 39 40 41 42 43 44 45
VM1698-4 [Grad]  ND →


0


5


10


15


20


25


30


R
el


at
iv


e 
fr


eq
ue


nc
y 


 [%
]  →


LSL USLx
x-3s x+3s


0,001


0,1


5


30


70


95


99,5


99,99


P
 [%


] →


35 36 37 38 39 40 41 42 43 44 45
VM1698-4 [Grad]  ND →


0,001


0,1


5


30


70


95


99,5


99,99


1-
P


 [%
]


 ←


LSL USLx
x-3s x+3s


APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.71
Potential Capability index = Cm 4.26


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 2.3461R 2.00T 10.00
x+3s 41.8206xmax 41.75USL 45.00
x-3s 39.4744xmin 39.75LSL 35.00
x 40.6475Tm 40.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502k Char.Descr. VM1698-4 Inspection Val. 40,00 5,00 USL 45,00


Serial No. 1024210 Unit Grad -5,00 LSL 35,00


Char.Type variable Tolerance value 12 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 10:38:53 to 25.02.2019 10:58:34


Rem. Tq. 60% Angle 40° * +/-5° * Tq-Cal: 945 Nm * Cur-Cal: 22.675 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502kM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 514,40 510,90 517,80 516,40 514,40 515,60 520,40 514,80 519,40 520,20


1024210 VM1698-4 40,75 40,75 40,00 40,25 40,75 40,75 41,25 41,00 41,00 40,50


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 516,80 518,00 520,20 518,20 517,60 515,80 523,00 517,20 519,40 526,50


1024210 VM1698-4 40,25 41,00 40,25 40,25 40,50 41,00 41,00 41,25 41,00 40,75


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 509,90 514,40 512,90 525,70 514,10 508,70 521,00 513,70 515,40 516,40


1024210 VM1698-4 40,25 40,25 41,00 41,00 40,25 40,25 40,50 41,00 41,00 40,50


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 518,60 515,60 518,80 515,60 518,40 512,70 521,20 519,40 518,80 520,60


1024210 VM1698-4 40,50 41,00 40,25 40,75 40,75 41,25 40,25 41,25 40,25 40,25


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 508,10 522,20 512,10 520,00 519,40 515,80 525,30 519,60 518,80 522,80


1024210 VM1698-4 40,50 41,25 41,00 40,75 40,00 40,25 41,00 41,00 40,25 40,25


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 517,80 515,60 514,60 529,70 520,40 520,40 515,20 513,90 519,60 519,00


1024210 VM1698-4 40,75 40,50 41,25 41,00 40,75 40,25 40,75 41,00 41,00 40,75


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 513,70 522,60 515,80 516,80 514,60 517,00 517,80 508,10 513,50 518,40


1024210 VM1698-4 40,00 40,00 40,25 40,50 41,25 41,00 40,50 40,25 40,00 40,75


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 514,60 511,70 520,60 515,00 515,00 511,70 520,60 512,50 513,90 519,80


1024210 VM1698-4 40,75 41,00 40,75 40,00 40,75 41,00 41,00 39,75 40,25 40,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 516,80
LSL 400,72
USL 639,24


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 945 Nm *  Cur-Cal: 22.675 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 518,40 520,80 511,50 514,80 513,30 511,90 516,60 514,80 517,40 520,00


1024210 VM1698-4 40,75 41,00 40,00 40,50 41,00 41,00 40,00 41,00 40,50 41,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 521,80 522,80 504,70 510,70 514,10 522,60 513,70 506,10 516,00 507,30


1024210 VM1698-4 40,50 40,50 40,50 40,50 41,00 41,00 40,25 40,25 40,75 40,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 516,80
LSL 400,72
USL 639,24


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 945 Nm *  Cur-Cal: 22.675 Nm/A *


Page
2 2/


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502kM.DFD


SN: EA9502  Page 53 of 67







35


36


37


38


39


40


41


42


43


44


45


96
17


95
P


T
-2


45
 [G


ra
d]


0 10 20 30 40 50 60 70 80 90 100
Value No. →


 LSL 


 USL 


 x 


0,0


0,4


0,8


1,2


1,6


2,0


A
bs


ol
ut


e 
fr


eq
ue


nc
y 


→


1,0 1,2 1,4 1,6 1,8 2,0
961795PT-245 [Grad]  ---


0,0


0,4


0,8


1,2


1,6


2,0


R
el


at
iv


e 
fr


eq
ue


nc
y 


 [%
]  →


R = 0


0,001


0,1


5
20
50


80
95


99,5


99,99


P
 [%


] →


1,0 1,1 1,2 1,3 1,4 1,5 1,6 1,7 1,8 1,9 2,0
961795PT-245 [Grad]  ---


0,001


0,1


5
20


50
80
95


99,5


99,99


1-
P


 [%
]


 ←


R = 0
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n tot 100
neff 100
n  <LSL 0
n  >USL 0
n<T> 100
R 0.00T 10.00
xmax 41.00USL 45.00
xmin 41.00LSL 35.00


x 41.0000Tm 40.00
StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502k Char.Descr. 961795PT-245 Inspection Val. 40,00 5,00 USL 45,00


Serial No. 166207 Unit Grad -5,00 LSL 35,00


Char.Type variable Tolerance value 12 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 10:38:53 to 25.02.2019 10:58:34


Rem. Tq. 60% Angle 40° * +/-5° * Tq-Cal: 945 Nm * Cur-Cal: 22.675 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166207 961795PT-245 505,60 504,10 511,60 510,40 510,60 513,20 517,20 509,10 515,80 516,70


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166207 961795PT-245 510,30 513,80 513,60 515,70 513,00 511,90 518,40 516,10 512,60 517,80


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166207 961795PT-245 505,40 514,60 506,80 519,70 507,20 500,90 516,40 508,60 513,80 512,60


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166207 961795PT-245 511,60 510,50 513,70 513,50 514,30 508,30 518,60 513,30 512,00 516,20


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166207 961795PT-245 503,20 519,40 509,00 519,10 514,80 512,60 519,50 515,00 510,80 520,00


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166207 961795PT-245 517,60 510,30 509,10 524,20 514,10 514,00 509,80 509,80 514,10 516,90


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166207 961795PT-245 510,40 518,20 511,40 512,10 509,10 515,30 514,50 504,50 511,20 512,70


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166207 961795PT-245 511,70 504,40 515,40 510,80 511,20 507,90 516,30 508,60 509,20 515,80


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 266,35
LSL 0,00
USL 639,24


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 945 Nm *  Cur-Cal: 22.675 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166207 961795PT-245 517,00 517,90 509,70 511,50 505,30 505,00 515,10 512,00 514,00 515,50


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166207 961795PT-245 518,90 519,20 503,40 508,00 509,40 517,80 509,40 504,60 513,10 502,70


166207 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 266,35
LSL 0,00
USL 639,24


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 945 Nm *  Cur-Cal: 22.675 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9502
Target torque: 60 % of max. torque
Angle degree: Tool without angle correction


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


510,0 Nm


Torque / Angle / Speed
Graph


Value no. 1


Torque graphs


40°
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Homologation of nutrunners


Annex 3
Document no: 004/2019
Date: Page 2 of 2


General Specifications


Manufacturer: Apex Tool Group Tool type: Inline Tool


Model: 70ESN850SD8 Serial no:


Torque range:


Snugfit value: Torque tolerance ± 7 %


Target torque: Tolerance: 3,90 %  1,95 %


Angle degree: 180° Tolerance: 2,9°  1,5°


Formula derivation:


+ -
0-25° 0-45°


04.03.2019


EA9502


213 Nm to 850 Nm


For measurements, the screwdriver must be held by hand and alternately moved.
In the column  "Move +", the angle range in the screw direction,
In the column "Move -" of the direction opposite the direction of tightening,
within this range, the tool has to be moved.
Pay attention to changing angle values and directions of movement.
The indicated maximum values for "Move +" and "Move -" 
have per measurement series minimum 5 times.


170 Nm


Tool without angle correction


680 Nm


Difference evaluation:  Reference/Tool at 180° / 80 %


Capability examination


Move Test conditions


Tool hand held
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Measurement


No. Torque Angle Torque Angle Torque Angle


1 698,70 180,00 691,00 179,50 7,70 0,50
2 694,40 180,00 685,70 180,00 8,70 0,00
3 681,90 180,00 674,20 180,25 7,70 0,25
4 704,30 180,00 694,80 179,25 9,50 0,75
5 688,90 180,00 681,50 179,25 7,40 0,75
6 676,20 180,00 671,20 179,75 5,00 0,25
7 687,50 180,00 680,30 179,75 7,20 0,25
8 697,10 180,00 684,70 179,50 12,40 0,50
9 685,80 180,00 678,60 179,50 7,20 0,50


10 685,80 180,00 679,70 179,25 6,10 0,75
11 701,50 180,00 694,60 179,75 6,90 0,25
12 693,30 180,00 689,20 180,00 4,10 0,00
13 680,00 180,00 679,90 179,25 0,10 0,75
14 698,50 180,00 689,60 180,50 8,90 0,50
15 690,00 180,00 682,50 179,50 7,50 0,50
16 684,70 180,00 679,20 179,75 5,50 0,25
17 694,40 180,00 685,10 180,00 9,30 0,00
18 685,90 180,00 681,50 180,00 4,40 0,00
19 682,80 180,00 680,50 180,00 2,30 0,00
20 697,30 180,00 691,00 179,00 6,30 1,00
21 688,90 180,00 681,90 179,25 7,00 0,75
22 679,70 180,00 678,20 179,75 1,50 0,25
23 695,10 180,00 686,50 180,00 8,60 0,00
24 689,00 180,00 682,70 180,25 6,30 0,25
25 691,00 180,00 684,70 180,75 6,30 0,75
26 693,30 180,00 686,30 180,00 7,00 0,00
27 696,30 180,00 687,90 180,25 8,40 0,25
28 675,20 180,00 672,40 179,75 2,80 0,25
29 683,00 180,00 677,40 179,25 5,60 0,75
30 694,50 180,00 688,70 180,25 5,80 0,25
31 685,90 180,00 681,30 180,50 4,60 0,50
32 698,60 180,00 690,00 179,75 8,60 0,25
33 687,50 180,00 679,20 179,50 8,30 0,50
34 680,00 180,00 676,40 180,25 3,60 0,25
35 700,50 180,00 692,00 179,50 8,50 0,50
36 679,60 180,00 675,80 179,75 3,80 0,25
37 676,80 180,00 671,20 179,00 5,60 1,00
38 693,30 180,00 684,70 180,00 8,60 0,00
39 682,40 180,00 681,70 180,00 0,70 0,00
40 675,10 180,00 669,60 179,75 5,50 0,25
41 675,70 180,00 671,60 180,25 4,10 0,25
42 687,30 180,00 681,90 179,75 5,40 0,25
43 671,10 180,00 670,20 180,00 0,90 0,00
44 671,50 180,00 663,10 180,00 8,40 0,00
45 679,40 180,00 674,80 179,75 4,60 0,25
46 679,70 180,00 674,40 179,75 5,30 0,25
47 675,20 180,00 674,40 180,00 0,80 0,00
48 675,40 180,00 671,00 180,00 4,40 0,00
49 672,80 180,00 663,70 179,75 9,10 0,25
50 668,90 180,00 663,90 180,00 5,00 0,00
51 679,90 180,00 673,00 179,75 6,90 0,25
52 669,30 180,00 664,90 180,50 4,40 0,50
53 663,50 180,00 660,50 180,00 3,00 0,00
54 676,00 180,00 670,80 180,00 5,20 0,00
55 670,80 180,00 661,30 179,50 9,50 0,50
56 663,10 180,00 658,20 179,00 4,90 1,00
57 677,80 180,00 674,40 180,50 3,40 0,50
58 656,50 180,00 655,60 180,25 0,90 0,25
59 683,10 180,00 677,20 179,00 5,90 1,00
60 691,30 180,00 685,50 180,25 5,80 0,25
61 682,00 180,00 678,40 180,75 3,60 0,75
62 683,30 180,00 677,00 179,00 6,30 1,00
63 680,60 180,00 674,40 179,50 6,20 0,50
64 682,80 180,00 676,00 180,50 6,80 0,50
65 681,30 180,00 673,80 179,50 7,50 0,50
66 686,10 180,00 682,30 180,50 3,80 0,50
67 674,60 180,00 665,30 179,50 9,30 0,50
68 666,00 180,00 664,50 179,75 1,50 0,25
69 689,00 180,00 684,50 179,75 4,50 0,25
70 661,90 180,00 658,80 180,25 3,10 0,25
71 676,90 180,00 675,40 180,25 1,50 0,25
72 677,50 180,00 669,10 179,75 8,40 0,25
73 678,20 180,00 673,20 180,00 5,00 0,00
74 684,80 180,00 679,90 181,00 4,90 1,00
75 661,90 180,00 659,90 180,50 2,00 0,50
76 679,40 180,00 676,20 180,75 3,20 0,75
77 675,20 180,00 671,80 180,75 3,40 0,75
78 662,30 180,00 665,10 180,75 2,80 0,75
79 673,60 180,00 666,50 180,25 7,10 0,25
80 672,40 180,00 667,10 180,50 5,30 0,50
81 664,00 180,00 661,90 179,25 2,10 0,75
82 685,50 180,00 680,90 179,75 4,60 0,25
83 668,60 180,00 667,50 180,75 1,10 0,75
84 668,40 180,00 664,90 180,25 3,50 0,25
85 661,70 180,00 662,50 180,00 0,80 0,00
86 663,10 180,00 660,50 180,75 2,60 0,75
87 687,90 180,00 682,70 179,75 5,20 0,25
88 676,30 180,00 674,40 180,00 1,90 0,00
89 689,80 180,00 685,10 180,00 4,70 0,00
90 666,70 180,00 664,90 180,00 1,80 0,00
91 674,10 180,00 671,40 180,75 2,70 0,75
92 674,20 180,00 672,00 179,75 2,20 0,25
93 679,70 180,00 676,60 180,50 3,10 0,50
94 682,10 180,00 676,80 179,75 5,30 0,25
95 666,00 180,00 664,10 180,75 1,90 0,75
96 674,70 180,00 666,90 179,50 7,80 0,50
97 661,50 180,00 661,10 180,00 0,40 0,00
98 676,50 180,00 674,20 180,50 2,30 0,50
99 667,80 180,00 668,10 180,25 0,30 0,25
100 678,70 180,00 675,40 179,50 3,30 0,50


Standard deviation: 2,645 0,294


Tool data Control data Difference
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9502


Target torque: 80 % of max. torque


Angle degree: Tool without angle correction180°


Graphical representation
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 6.98
Potential Capability index = Cm 7.02


Calculation method M11,4 σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 2.8491R 2.00T 20.00
x+3s 181.3695xmax 181.00USL 190.00
x-3s 178.5205xmin 179.00LSL 170.00
x 179.9450Tm 180.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502l Char.Descr. VM1698-4 Inspection Val. 180,00 10,00 USL 190,00


Serial No. 1024210 Unit Grad -10,00 LSL 170,00


Char.Type variable Tolerance value 6 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 11:09:16 to 25.02.2019 11:36:48


Rem. Tq. 80% Angle 180° * +/-10° * Tq-Cal: 945 Nm * Cur-Cal: 22.422 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502lM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 691,00 685,70 674,20 694,80 681,50 671,20 680,30 684,70 678,60 679,70


1024210 VM1698-4 179,50 180,00 180,25 179,25 179,25 179,75 179,75 179,50 179,50 179,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 694,60 689,20 679,90 689,60 682,50 679,20 685,10 681,50 680,50 691,00


1024210 VM1698-4 179,75 180,00 179,25 180,50 179,50 179,75 180,00 180,00 180,00 179,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 681,90 678,20 686,50 682,70 684,70 686,30 687,90 672,40 677,40 688,70


1024210 VM1698-4 179,25 179,75 180,00 180,25 180,75 180,00 180,25 179,75 179,25 180,25


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 681,30 690,00 679,20 676,40 692,00 675,80 671,20 684,70 681,70 669,60


1024210 VM1698-4 180,50 179,75 179,50 180,25 179,50 179,75 179,00 180,00 180,00 179,75


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 671,60 681,90 670,20 663,10 674,80 674,40 674,40 671,00 663,70 663,90


1024210 VM1698-4 180,25 179,75 180,00 180,00 179,75 179,75 180,00 180,00 179,75 180,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 673,00 664,90 660,50 670,80 661,30 658,20 674,40 655,60 677,20 685,50


1024210 VM1698-4 179,75 180,50 180,00 180,00 179,50 179,00 180,50 180,25 179,00 180,25


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 678,40 677,00 674,40 676,00 673,80 682,30 665,30 664,50 684,50 658,80


1024210 VM1698-4 180,75 179,00 179,50 180,50 179,50 180,50 179,50 179,75 179,75 180,25


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 675,40 669,10 673,20 679,90 659,90 676,20 671,80 665,10 666,50 667,10


1024210 VM1698-4 180,25 179,75 180,00 181,00 180,50 180,75 180,75 180,75 180,25 180,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 681,60
LSL 524,48
USL 849,12


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 945 Nm  * Cur-Cal: 22.422 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 661,90 680,90 667,50 664,90 662,50 660,50 682,70 674,40 685,10 664,90


1024210 VM1698-4 179,25 179,75 180,75 180,25 180,00 180,75 179,75 180,00 180,00 180,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 671,40 672,00 676,60 676,80 664,10 666,90 661,10 674,20 668,10 675,40


1024210 VM1698-4 180,75 179,75 180,50 179,75 180,75 179,50 180,00 180,50 180,25 179,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 681,60
LSL 524,48
USL 849,12


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 945 Nm  * Cur-Cal: 22.422 Nm/A *
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n tot 100
neff 100
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n  >USL 0
n<T> 100
R 0.00T 20.00
xmax 180.00USL 190.00
xmin 180.00LSL 170.00


x 180.0000Tm 180.00
StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9502l Char.Descr. 961795PT-245 Inspection Val. 180,00 10,00 USL 190,00


Serial No. 166207 Unit Grad -10,00 LSL 170,00


Char.Type variable Tolerance value 6 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 11:09:16 to 25.02.2019 11:36:47


Rem. Tq. 80% Angle 180° * +/-10° * Tq-Cal: 945 Nm * Cur-Cal: 22.422 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166207 961795PT-245 698,70 694,40 681,90 704,30 688,90 676,20 687,50 697,10 685,80 685,80


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166207 961795PT-245 701,50 693,30 680,00 698,50 690,00 684,70 694,40 685,90 682,80 697,30


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166207 961795PT-245 688,90 679,70 695,10 689,00 691,00 693,30 696,30 675,20 683,00 694,50


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166207 961795PT-245 685,90 698,60 687,50 680,00 700,50 679,60 676,80 693,30 682,40 675,10


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166207 961795PT-245 675,70 687,30 671,10 671,50 679,40 679,70 675,20 675,40 672,80 668,90


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166207 961795PT-245 679,90 669,30 663,50 676,00 670,80 663,10 677,80 656,50 683,10 691,30


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166207 961795PT-245 682,00 683,30 680,60 682,80 681,30 686,10 674,60 666,00 689,00 661,90


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166207 961795PT-245 676,90 677,50 678,20 684,80 661,90 679,40 675,20 662,30 673,60 672,40


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 353,80
LSL 0,00
USL 849,12


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 945 Nm  * Cur-Cal: 22.422 Nm/A *


Page
1 2/


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9502l1.DFD


SN: EA9502  Page 65 of 67







Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166207 961795PT-245 664,00 685,50 668,60 668,40 661,70 663,10 687,90 676,30 689,80 666,70


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166207 961795PT-245 674,10 674,20 679,70 682,10 666,00 674,70 661,50 676,50 667,80 678,70


166207 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9502l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166207


Inspection Val. 353,80
LSL 0,00
USL 849,12


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 945 Nm  * Cur-Cal: 22.422 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9502
Target torque: 80 % of max. torque
Angle degree: Tool without angle correction


Torque graphs


680,0 Nm
180°


Value no. 1
Graph


Torque / Angle / Speed


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Torque / Time / Speed


Torque / Angle / Speed


Value no. 100
Graph
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Homologation


Inline Tool


Type: Cleco-70ESN850SD8


Serial no.: EA9503
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Homologation of nutrunners
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Homologation:    Cleco-70ESN850SD8        SN: EA9503
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Homologation of nutrunners


Annex 2
Document no: 004/2019
Date: Page 1 of 3


Machine Capability Study 30 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq min. + 0.3 (Tq max. - Tq min.)


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 375,81 - 375,81 -
Tolerance down / up 7 % 7 %
Average torque 409,06 Nm 396,61 Nm
Standard deviation 3,05 Nm 2,20 Nm
Torque scatter (99,73%) 18,31 Nm 13,19 Nm
Cm 3,09 4,29
Cmk 2,55 3,15


 


b) Min. Cm hard/soft (lowest value) 3,09
Min. Cmk hard/soft (lowest value) 2,55


Capability is reached if minimum Cmk value ≥1.67


Note:


40,0 %


125 rpm


EA9503


404,10 Nm


2454,34


198,31


H L


432,39 Nm 432,39 Nm


Test sheet no. 2


04.03.2019
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 2.55
Potential Capability index = Cm 3.09


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 18.3129R 12.50T 56.58
x+3s 418.2125xmax 415.10USL 432.39
x-3s 399.8995xmin 402.60LSL 375.81
x 409.0560Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503d Char.Descr. VM1698-4 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 1024210 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 14:55:04 to 26.02.2019 15:14:38


Rem. Tq. 30% hard * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9503dM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 408,30 410,50 413,10 411,50 407,00 407,90 404,40 410,50 406,40 406,40


1024210 VM1698-4 29,50 32,50 30,50 29,75 29,75 30,25 31,00 29,75 30,25 28,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 408,70 414,10 413,10 413,50 404,20 407,50 412,70 415,10 411,90 409,70


1024210 VM1698-4 29,75 32,00 30,50 30,00 28,25 29,50 31,75 30,50 30,25 30,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 405,20 408,70 411,70 411,90 407,90 406,80 413,10 411,10 412,90 408,30


1024210 VM1698-4 30,75 30,50 32,50 30,00 29,25 30,25 31,75 29,75 30,00 28,25


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 406,80 408,90 409,70 408,30 409,70 410,30 407,90 411,10 410,70 413,30


1024210 VM1698-4 29,50 30,50 31,75 29,00 29,00 29,75 29,75 30,25 31,25 29,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 410,30 404,20 409,50 407,90 407,00 409,90 408,30 405,20 406,40 409,10


1024210 VM1698-4 29,25 28,00 29,75 30,25 30,75 30,25 29,50 28,50 28,50 29,75


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 409,70 413,10 409,30 410,70 404,20 405,60 410,50 410,50 414,10 408,30


1024210 VM1698-4 31,25 31,50 30,00 29,25 28,25 29,50 31,75 29,75 30,00 27,50


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 402,80 406,60 407,20 408,50 408,30 409,10 410,10 408,10 406,80 407,50


1024210 VM1698-4 27,50 30,00 30,50 32,00 31,75 29,75 28,25 28,50 28,75 29,50


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 405,80 413,50 411,30 412,10 403,80 402,60 405,00 406,00 409,10 412,10


1024210 VM1698-4 31,00 31,75 30,00 31,00 27,75 28,25 27,50 28,50 29,50 32,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 409,90 413,90 409,70 403,60 404,00 403,60 413,50 414,10 409,30 410,30


1024210 VM1698-4 29,00 30,50 28,50 27,25 28,50 29,50 32,00 32,75 31,25 29,50


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 409,70 413,30 408,30 403,00 406,20 408,50 409,90 414,70 409,70 409,50


1024210 VM1698-4 29,50 30,00 28,75 26,75 29,25 30,00 31,75 31,00 29,50 29,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A * 
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.27
Potential Capability index = Cm 3.94


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 14.3442R 9.70T 56.58
x+3s 416.1361xmax 414.20USL 432.39
x-3s 401.7919xmin 404.50LSL 375.81
x 408.9640Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503d Char.Descr. 961795PT-245 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 166189 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 14:55:03 to 26.02.2019 15:14:38


Rem. Tq. 30% hard * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9503d1.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166189 961795PT-245 406,70 410,60 413,00 412,40 406,00 408,40 406,90 409,90 406,90 408,00


166189 961795PT-245 30,00 32,00 31,00 30,00 29,00 30,00 32,00 30,00 30,00 28,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166189 961795PT-245 407,60 411,40 410,40 411,90 408,70 406,40 414,20 413,50 412,30 407,90


166189 961795PT-245 30,00 32,00 31,00 30,00 29,00 30,00 32,00 31,00 31,00 30,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166189 961795PT-245 406,40 407,00 409,10 413,40 409,60 407,50 410,30 407,60 411,00 411,00


166189 961795PT-245 31,00 30,00 32,00 30,00 29,00 30,00 32,00 30,00 30,00 28,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166189 961795PT-245 405,60 407,70 409,20 405,50 414,10 408,80 407,90 409,70 406,90 413,60


166189 961795PT-245 30,00 30,00 32,00 30,00 29,00 30,00 30,00 30,00 32,00 30,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166189 961795PT-245 413,80 407,80 406,40 407,00 406,90 411,40 410,00 407,20 408,60 410,50


166189 961795PT-245 29,00 28,00 30,00 30,00 31,00 31,00 30,00 28,00 28,00 29,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166189 961795PT-245 408,70 411,90 410,20 410,00 407,10 406,70 408,90 408,00 413,60 410,80


166189 961795PT-245 32,00 32,00 30,00 29,00 28,00 29,00 32,00 30,00 30,00 28,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166189 961795PT-245 409,00 407,20 406,30 409,10 406,70 408,30 408,90 409,00 407,30 407,50


166189 961795PT-245 28,00 30,00 31,00 32,00 31,00 30,00 28,00 28,00 28,00 30,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166189 961795PT-245 406,10 411,00 410,30 412,10 406,10 404,50 406,90 405,90 406,50 410,50


166189 961795PT-245 31,00 32,00 30,00 31,00 28,00 28,00 27,00 29,00 30,00 32,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A * 


Page
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166189 961795PT-245 408,60 412,80 407,90 408,00 405,70 405,90 410,30 412,70 409,50 408,10


166189 961795PT-245 29,00 30,00 28,00 27,00 28,00 30,00 33,00 32,00 32,00 30,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166189 961795PT-245 408,60 412,80 409,90 407,10 405,80 407,50 407,80 412,60 409,20 405,90


166189 961795PT-245 30,00 30,00 29,00 26,00 29,00 31,00 32,00 31,00 30,00 30,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A * 


Page
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9503 Test torque:


30°
404,1 Nm


Value no. 1


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Torque / Angle / Speed
Graph


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Torque graphs Machine Capability Study 30 %
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.15
Potential Capability index = Cm 4.29


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 13.1868R 10.10T 56.58
x+3s 403.2054xmax 402.00USL 432.39
x-3s 390.0186xmin 391.90LSL 375.81
x 396.6120Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503c Char.Descr. VM1698-4 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 1024210 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 15:17:09 to 26.02.2019 15:39:08


Rem. Tq. 30% soft * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9503cM.DFD


SN: EA9503  Page 11 of 67







Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 398,80 395,50 397,10 398,00 394,10 396,90 396,50 399,60 398,20 394,10


1024210 VM1698-4 343,75 352,50 328,25 359,50 341,50 358,50 335,00 374,00 379,25 344,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 395,90 399,40 394,70 394,30 396,90 397,10 398,40 396,10 398,20 395,30


1024210 VM1698-4 348,00 349,75 366,75 346,25 357,75 333,25 366,25 386,50 365,75 342,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 395,70 399,20 395,10 394,70 396,50 396,10 400,40 396,70 396,70 397,30


1024210 VM1698-4 350,75 352,50 397,00 393,50 356,50 348,25 365,00 372,25 347,75 349,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 397,50 396,10 396,30 393,30 395,90 395,90 395,90 393,50 393,30 393,30


1024210 VM1698-4 336,75 375,25 354,75 332,00 349,25 339,50 379,50 334,75 360,00 341,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 392,70 394,10 391,90 395,10 393,30 394,10 394,30 393,50 394,30 392,50


1024210 VM1698-4 361,00 391,75 343,00 361,00 345,50 357,50 409,25 374,00 367,00 336,25


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 392,70 394,10 393,10 395,10 392,70 397,50 395,90 398,80 396,50 397,80


1024210 VM1698-4 348,00 356,25 369,75 362,00 354,75 359,75 360,25 397,00 382,00 355,25


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 399,20 397,70 400,20 398,80 398,20 398,00 396,30 396,70 400,00 400,20


1024210 VM1698-4 343,25 353,50 358,25 355,25 409,50 383,00 352,25 347,75 346,50 371,75


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 397,30 399,80 395,30 399,60 397,70 396,30 395,50 395,30 398,40 400,40


1024210 VM1698-4 386,50 367,25 347,75 348,50 342,75 315,25 305,25 347,25 345,00 375,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 397,10 396,70 396,90 400,40 398,60 396,30 398,80 394,70 399,20 402,00


1024210 VM1698-4 380,00 308,00 360,00 350,75 403,50 386,00 351,75 352,00 339,25 367,25


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 396,90 398,00 395,90 397,30 397,30 400,20 395,90 396,50 399,60 397,50


1024210 VM1698-4 372,50 331,75 357,00 346,25 374,00 359,50 346,75 346,25 360,25 375,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A * 
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 14.62
Potential Capability index = Cm 15.16


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 3.7331R 2.50T 56.58
x+3s 406.9736xmax 406.60USL 432.39
x-3s 403.2404xmin 404.10LSL 375.81
x 405.1070Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503c Char.Descr. 961795PT-245 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 166189 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 15:17:08 to 26.02.2019 15:39:07


Rem. Tq. 30% soft * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9503c1.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166189 961795PT-245 405,70 404,20 404,30 404,50 404,30 405,30 404,60 406,20 405,40 405,40


166189 961795PT-245 347,00 356,00 332,00 363,00 346,00 362,00 340,00 389,00 388,00 347,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166189 961795PT-245 404,20 405,70 404,90 404,20 406,10 404,90 405,00 405,40 405,60 405,60


166189 961795PT-245 354,00 354,00 377,00 356,00 361,00 340,00 382,00 391,00 368,00 347,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166189 961795PT-245 406,10 405,50 404,50 404,50 404,80 405,80 405,80 404,40 405,10 406,00


166189 961795PT-245 361,00 354,00 404,00 397,00 362,00 355,00 367,00 381,00 357,00 352,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166189 961795PT-245 405,80 404,40 405,40 404,80 404,60 406,20 405,20 405,10 404,40 404,70


166189 961795PT-245 339,00 389,00 357,00 337,00 354,00 347,00 397,00 346,00 362,00 346,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166189 961795PT-245 405,00 404,70 404,90 405,70 404,10 404,50 405,40 404,80 405,20 405,00


166189 961795PT-245 409,00 400,00 360,00 366,00 354,00 360,00 422,00 387,00 368,00 339,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166189 961795PT-245 405,20 404,30 406,60 404,70 404,40 406,10 405,00 404,90 404,50 405,00


166189 961795PT-245 354,00 359,00 381,00 366,00 361,00 361,00 364,00 417,00 389,00 364,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166189 961795PT-245 405,20 404,90 405,20 404,90 404,90 404,60 405,20 406,10 406,10 405,50


166189 961795PT-245 346,00 355,00 360,00 359,00 417,00 385,00 358,00 354,00 352,00 374,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166189 961795PT-245 404,80 404,90 404,30 405,90 405,20 404,80 406,10 404,50 405,00 405,00


166189 961795PT-245 392,00 368,00 354,00 348,00 349,00 319,00 308,00 349,00 347,00 382,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166189 961795PT-245 404,20 404,90 405,00 405,30 404,40 404,30 406,30 406,20 404,70 405,60


166189 961795PT-245 387,00 310,00 362,00 352,00 410,00 390,00 362,00 355,00 341,00 383,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166189 961795PT-245 404,80 404,60 404,40 404,40 405,30 406,10 405,90 405,20 406,50 404,90


166189 961795PT-245 380,00 343,00 363,00 352,00 382,00 362,00 355,00 354,00 364,00 382,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 952 Nm * Cur-Cal: 22.466 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9503 Test torque:


Value no. 100


Graph


Graph
Torque / Time / Speed


Graph
Torque / Time / Speed


Value no. 100
Graph


Value no. 1


Torque / Angle / Speed


Torque / Angle / Speed


Value no. 1


360°
404,1 Nm


Torque graphs Machine Capability Study 30 %
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Homologation of nutrunners


Annex 2
Document no: 004/2019
Date: Page 2 of 3


Machine Capability Study 80 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq min. + 0.8 (Tq max. - Tq min.)


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 672,02 - 672,02 -
Tolerance down / up 7 % 7 %
Average torque 728,56 Nm 705,73 Nm
Standard deviation 3,28 Nm 2,65 Nm
Torque scatter (99,73%) 19,69 Nm 15,90 Nm
Cm 5,14 6,36
Cmk 4,53 4,24


 


b) Min. Cm hard/soft (lowest value) 5,14
Min. Cmk hard/soft (lowest value) 4,24


Capability is reached if minimum Cmk value ≥1.67


Note:


40,0 %


125 rpm


EA9503


722,60 Nm


4371,34


352,87


H L


773,18 Nm 773,18 Nm


Test sheet no. 3


04.03.2019
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 4.53
Potential Capability index = Cm 5.14


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 19.6867R 16.50T 101.16
x+3s 738.4003xmax 736.80USL 773.18
x-3s 718.7137xmin 720.30LSL 672.02
x 728.5570Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503h Char.Descr. VM1698-4 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 1024210 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 07:14:18 to 26.02.2019 07:41:12


Rem. Tq. 80% hard * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 725,90 735,80 728,40 732,60 731,00 727,30 722,50 730,80 731,00 732,20


1024210 VM1698-4 29,00 29,50 29,00 30,25 30,00 29,25 28,50 28,75 30,00 29,50


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 734,20 732,00 730,60 727,30 726,50 728,80 727,30 730,00 731,60 732,60


1024210 VM1698-4 29,50 29,25 29,75 29,00 28,50 29,00 30,00 29,50 29,25 30,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 727,80 731,80 733,40 732,80 727,80 729,80 730,60 732,00 728,00 722,10


1024210 VM1698-4 30,25 29,50 29,75 29,75 29,25 29,50 30,25 29,75 29,00 28,75


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 727,80 727,70 726,50 726,50 733,40 731,00 725,30 729,00 724,70 723,10


1024210 VM1698-4 29,25 29,75 30,50 30,50 30,25 29,50 29,25 29,00 29,75 29,25


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 729,60 726,90 727,80 722,50 731,40 729,60 726,70 729,80 732,00 733,00


1024210 VM1698-4 30,25 30,75 30,75 30,00 30,25 29,50 29,25 29,50 29,25 29,25


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 727,30 727,70 726,90 723,70 726,70 727,10 729,40 729,60 725,50 730,00


1024210 VM1698-4 28,75 28,75 29,00 28,75 28,75 28,50 29,50 28,25 28,25 28,50


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 726,30 724,10 722,50 726,90 723,30 726,30 725,90 733,00 729,40 728,00


1024210 VM1698-4 28,75 28,75 27,75 28,75 29,00 29,00 29,00 29,75 30,00 29,50


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 730,40 722,70 726,10 726,30 728,20 724,50 732,20 730,80 730,60 730,40


1024210 VM1698-4 29,75 29,00 29,25 29,25 30,50 30,00 30,50 30,00 29,75 29,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 731,60 730,20 726,30 727,70 725,10 734,20 731,80 728,20 730,20 726,90


1024210 VM1698-4 30,25 30,50 29,50 30,00 31,50 31,50 30,50 30,00 30,50 30,50


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 725,10 727,50 724,50 736,80 728,20 730,60 727,70 728,00 720,30 734,20


1024210 VM1698-4 30,25 30,00 29,25 30,75 30,25 29,75 29,25 30,25 29,00 30,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A *
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 8.23
Potential Capability index = Cm 9.01


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 11.2264R 8.70T 101.16
x+3s 732.5842xmax 731.90USL 773.18
x-3s 721.3578xmin 723.20LSL 672.02
x 726.9710Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503h Char.Descr. 961795PT-245 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 166189 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 07:14:17 to 26.02.2019 07:41:11


Rem. Tq. 80% hard * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166189 961795PT-245 728,10 728,80 725,30 728,70 730,20 724,30 725,40 726,00 728,30 729,20


166189 961795PT-245 30,00 30,00 29,00 30,00 30,00 30,00 28,00 29,00 31,00 30,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166189 961795PT-245 727,00 727,70 726,60 726,20 724,20 725,40 726,30 725,00 728,60 725,80


166189 961795PT-245 29,00 29,00 30,00 30,00 29,00 29,00 30,00 30,00 29,00 31,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166189 961795PT-245 725,60 729,60 728,10 730,40 726,50 727,80 727,00 731,00 724,90 725,40


166189 961795PT-245 30,00 30,00 30,00 30,00 29,00 29,00 30,00 30,00 30,00 29,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166189 961795PT-245 726,50 726,30 725,20 727,90 727,70 727,70 726,20 730,00 728,50 725,00


166189 961795PT-245 30,00 30,00 30,00 31,00 30,00 30,00 29,00 29,00 30,00 29,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166189 961795PT-245 729,80 729,50 727,90 723,70 731,90 725,70 724,70 727,50 728,40 725,70


166189 961795PT-245 30,00 31,00 31,00 30,00 31,00 30,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166189 961795PT-245 726,50 728,40 727,40 726,70 724,30 727,50 727,70 728,20 723,20 728,80


166189 961795PT-245 29,00 29,00 29,00 29,00 29,00 28,00 30,00 29,00 29,00 29,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166189 961795PT-245 725,70 724,40 724,10 728,90 725,30 725,70 726,70 728,00 729,50 727,10


166189 961795PT-245 29,00 29,00 29,00 29,00 29,00 29,00 29,00 30,00 30,00 30,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166189 961795PT-245 728,80 725,10 727,10 728,00 725,40 730,80 728,00 724,60 727,20 726,20


166189 961795PT-245 30,00 29,00 29,00 30,00 31,00 30,00 31,00 31,00 30,00 30,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166189 961795PT-245 726,40 725,20 727,40 726,40 723,60 724,10 724,60 728,50 729,40 726,40


166189 961795PT-245 31,00 30,00 30,00 30,00 32,00 32,00 31,00 30,00 31,00 31,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166189 961795PT-245 726,80 727,10 724,70 730,30 728,70 726,10 727,20 727,00 724,40 728,30


166189 961795PT-245 31,00 30,00 30,00 31,00 30,00 30,00 30,00 30,00 30,00 30,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9503 Test torque:


30°
722,6 Nm


Value no. 1


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Torque / Angle / Speed
Graph


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Torque graphs Machine Capability Study 80 %
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 4.24
Potential Capability index = Cm 6.36


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 15.8987R 12.70T 101.16
x+3s 713.6804xmax 713.40USL 773.18
x-3s 697.7816xmin 700.70LSL 672.02
x 705.7310Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503g Char.Descr. VM1698-4 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 1024210 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 13:11:52 to 26.02.2019 14:43:52


Rem. Tq. 80% soft * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 706,30 708,60 709,20 713,40 711,60 708,10 709,40 710,20 712,00 710,40


1024210 VM1698-4 352,50 360,00 354,00 358,25 355,75 346,00 355,00 350,25 346,50 348,50


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 710,40 705,70 707,10 707,10 708,80 708,10 708,10 701,30 706,90 706,90


1024210 VM1698-4 336,75 332,75 341,25 331,25 339,75 345,00 343,75 331,50 341,25 345,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 704,70 711,00 707,70 704,90 705,10 706,50 708,10 706,70 707,50 704,50


1024210 VM1698-4 327,50 351,00 350,00 348,75 341,00 348,75 347,25 352,00 352,50 353,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 706,50 706,90 702,70 707,30 701,70 704,90 705,90 702,50 706,70 702,90


1024210 VM1698-4 359,25 361,25 355,50 359,75 337,25 353,50 353,75 354,75 359,50 358,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 710,00 703,70 701,10 708,10 703,50 704,70 702,90 707,30 709,20 702,50


1024210 VM1698-4 359,50 359,75 348,50 360,00 347,75 352,75 366,25 372,00 362,75 359,75


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 707,10 705,90 704,30 705,30 704,50 705,90 702,50 706,10 707,70 705,50


1024210 VM1698-4 362,00 365,50 359,75 366,00 365,75 366,50 353,50 362,75 376,00 360,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 701,90 702,90 706,50 704,90 704,50 703,90 702,70 707,90 706,10 705,10


1024210 VM1698-4 364,25 359,00 363,00 365,50 353,25 365,75 360,00 366,00 367,75 358,75


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 703,90 702,10 704,90 702,90 703,70 705,90 704,10 706,10 703,10 700,70


1024210 VM1698-4 369,00 360,50 365,75 377,00 360,00 363,50 364,75 358,50 367,25 358,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 707,10 704,30 701,70 708,30 704,70 701,30 705,90 706,30 702,30 706,10


1024210 VM1698-4 366,75 367,25 355,50 373,25 372,00 374,00 365,25 378,00 362,00 365,50


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 706,70 701,70 706,90 703,70 703,70 707,50 706,70 703,50 703,50 705,30


1024210 VM1698-4 373,25 355,00 366,00 368,75 365,25 365,25 374,50 364,75 362,50 380,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A * 
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 25.16
Potential Capability index = Cm 25.61


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 3.9497R 3.10T 101.16
x+3s 725.4768xmax 725.80USL 773.18
x-3s 721.5272xmin 722.70LSL 672.02
x 723.5020Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503g Char.Descr. 961795PT-245 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 166189 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 13:11:51 to 26.02.2019 14:43:51


Rem. Tq. 80% soft * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9503g1.DFD


SN: EA9503  Page 29 of 67







Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166189 961795PT-245 723,50 722,70 722,80 723,80 724,40 723,10 724,00 723,40 723,80 723,60


166189 961795PT-245 355,00 361,00 357,00 358,00 353,00 345,00 357,00 351,00 346,00 348,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166189 961795PT-245 723,30 723,60 723,20 723,00 723,10 723,20 723,70 722,90 723,30 723,00


166189 961795PT-245 337,00 333,00 341,00 332,00 344,00 346,00 343,00 334,00 342,00 346,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166189 961795PT-245 723,40 724,00 723,10 724,90 723,10 723,60 723,10 723,30 725,20 723,00


166189 961795PT-245 337,00 351,00 349,00 351,00 344,00 348,00 351,00 351,00 353,00 354,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166189 961795PT-245 724,70 723,00 722,70 722,90 723,60 724,00 723,60 723,80 723,90 724,50


166189 961795PT-245 360,00 364,00 356,00 360,00 342,00 358,00 356,00 356,00 360,00 360,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166189 961795PT-245 723,00 724,10 722,70 724,30 723,60 723,30 722,70 723,00 725,10 723,80


166189 961795PT-245 360,00 362,00 354,00 362,00 351,00 354,00 373,00 374,00 365,00 361,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166189 961795PT-245 723,20 723,80 722,90 723,40 723,50 724,20 722,80 723,80 725,80 724,90


166189 961795PT-245 365,00 367,00 361,00 367,00 367,00 366,00 360,00 366,00 379,00 360,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166189 961795PT-245 723,30 724,00 723,20 723,70 724,10 722,90 723,00 724,80 723,40 723,20


166189 961795PT-245 368,00 361,00 363,00 366,00 354,00 369,00 367,00 367,00 368,00 360,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166189 961795PT-245 723,10 723,00 722,80 722,80 723,80 722,90 722,70 723,60 723,00 723,00


166189 961795PT-245 370,00 367,00 367,00 379,00 361,00 367,00 365,00 360,00 367,00 362,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166189 961795PT-245 723,20 723,20 723,40 722,90 723,70 722,70 724,10 724,20 723,10 723,60


166189 961795PT-245 370,00 371,00 360,00 374,00 381,00 375,00 367,00 379,00 367,00 367,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166189 961795PT-245 725,50 722,70 723,10 722,90 723,10 724,10 723,60 722,90 723,40 723,80


166189 961795PT-245 376,00 361,00 367,00 374,00 367,00 366,00 376,00 368,00 366,00 382,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 26.02.2019


Ser.No. EA9503g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 942 Nm * Cur-Cal: 23.544 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9503 Test torque:


Value no. 100


Graph


Graph
Torque / Time / Speed


Graph
Torque / Time / Speed


Value no. 100
Graph


Value no. 1


Torque / Angle / Speed


Torque / Angle / Speed


Value no. 1


360°
722,6 Nm


Torque graphs Machine Capability Study 80 %
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Homologation of nutrunners


Annex 2
Document no: 004/2019
Date: Page 3 of 3


Machine Capability Study 100 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq max.


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 790,50 - 790,50 -
Tolerance down / up 7 % 7 %
Average torque 865,43 Nm 833,80 Nm
Standard deviation 4,95 Nm 4,59 Nm
Torque scatter (99,73%) 29,68 Nm 27,56 Nm
Cm 4,01 4,32
Cmk 2,97 3,14


 


b) Min. Cm hard/soft (lowest value) 4,01
Min. Cmk hard/soft (lowest value) 2,97


Capability is reached if minimum Cmk value ≥1.67


Note:


909,50 Nm 909,50 Nm


40,0 %


125 rpm


EA9503


5192,56


416,90


H L


850,00 Nm


Test sheet no. 4


04.03.2019
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 2.97
Potential Capability index = Cm 4.01


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 29.6809R 23.70T 119.00
x+3s 880.2665xmax 875.10USL 909.50
x-3s 850.5855xmin 851.40LSL 790.50
x 865.4260Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503b Char.Descr. VM1698-4 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 1024210 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 13:08:03 to 25.02.2019 13:35:20


Rem. Tq. 100% hard * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 866,60 866,80 865,00 862,10 868,80 862,90 872,60 872,20 871,40 869,80


1024210 VM1698-4 30,00 30,50 31,75 31,25 32,00 30,75 31,50 32,00 31,50 30,75


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 873,70 869,60 869,20 870,40 860,90 863,30 861,90 866,80 857,30 871,40


1024210 VM1698-4 31,50 30,75 30,75 31,00 30,75 29,50 31,00 30,00 30,00 30,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 860,50 865,40 869,00 868,00 868,20 863,80 867,60 863,50 861,50 872,60


1024210 VM1698-4 30,25 29,75 29,75 30,00 30,00 29,50 29,50 30,50 29,75 30,75


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 864,80 861,70 855,30 867,60 854,70 860,30 869,80 865,20 864,00 865,60


1024210 VM1698-4 29,75 29,50 29,50 30,75 29,50 30,00 30,00 29,25 29,50 29,25


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 853,40 872,80 871,20 875,10 865,60 869,00 867,20 870,00 873,30 862,10


1024210 VM1698-4 29,00 29,50 30,75 29,75 29,00 29,50 29,75 29,50 29,75 29,25


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 860,50 873,20 856,70 861,50 860,10 871,80 859,90 862,10 864,20 865,80


1024210 VM1698-4 29,00 29,75 29,25 29,50 29,00 29,50 29,50 29,75 29,75 29,50


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 869,80 861,90 861,30 868,20 860,70 862,70 858,10 859,70 866,40 866,80


1024210 VM1698-4 29,75 29,50 29,50 31,25 29,50 30,50 29,25 29,25 30,00 29,50


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 869,20 862,90 866,60 865,40 868,80 869,80 868,80 851,40 863,80 866,40


1024210 VM1698-4 30,00 29,00 29,25 29,50 30,25 30,50 30,25 29,50 29,75 29,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9503b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 862,90 863,60 869,40 870,20 870,40 868,60 870,00 864,20 869,00 856,30


1024210 VM1698-4 29,50 29,75 29,75 29,75 29,50 29,75 29,50 29,00 31,25 29,50


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 859,50 863,10 863,10 862,50 870,60 857,30 865,40 867,40 871,00 862,10


1024210 VM1698-4 29,50 30,00 29,25 29,25 29,50 29,25 29,50 29,50 29,75 28,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9503b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 23.72
Potential Capability index = Cm 24.34


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 4.8896R 3.50T 119.00
x+3s 853.9628xmax 853.60USL 909.50
x-3s 849.0732xmin 850.10LSL 790.50
x 851.5180Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503b Char.Descr. 961795PT-245 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 166189 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 13:08:03 to 25.02.2019 13:35:20


Rem. Tq. 100% hard * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166189 961795PT-245 851,10 853,00 850,40 851,20 851,50 852,60 851,20 852,50 851,60 850,60


166189 961795PT-245 29,00 30,00 31,00 30,00 31,00 30,00 31,00 31,00 31,00 30,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166189 961795PT-245 853,40 851,90 852,40 851,70 851,20 851,50 850,30 852,50 851,40 853,00


166189 961795PT-245 31,00 30,00 30,00 31,00 30,00 29,00 30,00 29,00 30,00 29,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166189 961795PT-245 853,30 851,00 851,20 852,10 852,20 851,10 850,50 851,70 852,70 850,70


166189 961795PT-245 30,00 29,00 29,00 29,00 29,00 29,00 29,00 30,00 29,00 30,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166189 961795PT-245 852,30 850,80 851,60 850,70 850,40 851,10 850,80 851,30 851,60 851,80


166189 961795PT-245 29,00 29,00 29,00 29,00 29,00 30,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166189 961795PT-245 850,10 851,90 852,00 852,00 852,70 850,20 850,70 851,30 851,10 851,20


166189 961795PT-245 29,00 29,00 30,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166189 961795PT-245 850,70 852,60 851,90 851,90 851,20 851,50 852,70 852,30 851,60 851,20


166189 961795PT-245 28,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166189 961795PT-245 852,00 852,00 852,00 851,40 851,90 851,20 851,10 852,20 850,90 852,70


166189 961795PT-245 29,00 29,00 29,00 31,00 29,00 30,00 29,00 29,00 29,00 29,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166189 961795PT-245 850,70 851,70 851,00 851,10 851,90 850,20 852,10 850,10 850,40 851,60


166189 961795PT-245 29,00 29,00 29,00 29,00 29,00 30,00 30,00 29,00 29,00 29,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9503b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166189 961795PT-245 852,90 851,30 851,60 851,10 851,90 850,30 850,90 850,60 850,10 853,60


166189 961795PT-245 29,00 29,00 29,00 29,00 29,00 29,00 29,00 29,00 31,00 29,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166189 961795PT-245 850,60 850,80 852,30 852,70 851,40 850,40 851,00 852,20 852,00 851,20


166189 961795PT-245 29,00 29,00 29,00 29,00 29,00 28,00 29,00 29,00 29,00 28,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9503b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9503 Test torque:


Value no. 100
Graph


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Torque / Angle / Speed


Value no. 1
Graph


Torque / Time / Speed


Graph


Torque graphs Machine Capability Study 100 %


30°
850,0 Nm


Value no. 1
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.14
Potential Capability index = Cm 4.32


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 27.5626R 18.60T 119.00
x+3s 847.5843xmax 844.40USL 909.50
x-3s 820.0217xmin 825.80LSL 790.50
x 833.8030Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503a Char.Descr. VM1698-4 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 1024210 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 14:12:23 to 25.02.2019 19:42:53


Rem. Tq. 100% soft * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9503aM.DFD


SN: EA9503  Page 41 of 67







Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 835,90 836,30 843,90 837,30 839,10 841,10 844,40 843,30 835,50 838,70


1024210 VM1698-4 359,50 353,75 359,25 359,25 358,50 367,00 362,25 366,00 360,25 357,75


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 841,10 836,10 841,70 843,70 839,50 840,70 841,90 839,90 841,50 842,70


1024210 VM1698-4 361,50 359,25 363,00 365,25 379,50 360,50 362,00 370,25 360,75 360,75


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 835,70 838,30 839,50 843,50 835,50 833,80 836,70 838,10 828,20 834,00


1024210 VM1698-4 374,50 360,25 361,75 370,75 345,25 361,50 361,75 374,50 357,25 365,75


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 834,90 832,60 830,40 825,80 832,00 833,60 837,50 832,60 826,40 828,80


1024210 VM1698-4 367,75 367,25 368,25 372,25 365,50 366,75 369,75 380,00 364,00 367,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 832,00 828,00 830,20 833,20 835,50 831,80 831,40 832,40 834,40 831,60


1024210 VM1698-4 368,00 362,50 368,25 373,75 373,75 375,50 376,50 374,75 375,00 375,75


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 831,40 833,00 836,70 832,80 830,40 831,00 833,20 834,70 833,00 832,80


1024210 VM1698-4 368,75 371,50 374,25 373,25 394,50 393,75 385,75 385,75 398,25 385,75


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 832,00 830,20 827,00 826,60 830,80 826,40 828,20 830,60 832,20 834,50


1024210 VM1698-4 375,75 381,25 373,00 373,00 392,00 375,75 399,75 391,00 392,25 382,25


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 833,80 830,00 834,00 834,20 835,30 836,70 828,80 829,20 829,60 836,90


1024210 VM1698-4 381,00 378,75 388,25 380,75 397,25 381,25 375,75 389,25 385,00 378,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9503a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 830,20 829,40 829,60 827,20 831,40 833,60 827,00 830,20 834,40 836,50


1024210 VM1698-4 376,50 374,00 373,25 383,00 389,50 378,75 368,50 373,50 388,00 378,25


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 827,00 830,80 831,60 831,60 833,80 831,20 828,40 836,50 831,20 830,00


1024210 VM1698-4 363,75 371,25 381,75 380,50 371,50 376,25 379,75 380,50 367,00 368,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9503a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 25.63
Potential Capability index = Cm 26.09


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 4.5613R 3.50T 119.00
x+3s 853.3187xmax 853.50USL 909.50
x-3s 848.7573xmin 850.00LSL 790.50
x 851.0380Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503a Char.Descr. 961795PT-245 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 166189 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 25.02.2019 14:12:23 to 25.02.2019 19:42:53


Rem. Tq. 100% soft * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166189 961795PT-245 850,50 853,10 852,00 853,50 852,00 851,10 850,90 850,50 850,10 851,20


166189 961795PT-245 352,00 340,00 352,00 353,00 352,00 361,00 358,00 359,00 354,00 355,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166189 961795PT-245 851,10 850,10 851,50 851,00 852,00 851,30 850,50 850,30 850,70 850,80


166189 961795PT-245 358,00 354,00 359,00 359,00 366,00 357,00 354,00 367,00 356,00 359,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166189 961795PT-245 850,40 852,30 852,90 851,80 851,10 850,40 850,90 851,20 850,50 850,80


166189 961795PT-245 367,00 346,00 353,00 365,00 334,00 360,00 360,00 370,00 347,00 365,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166189 961795PT-245 850,20 850,00 850,70 851,00 850,50 850,90 850,90 851,00 850,90 850,50


166189 961795PT-245 361,00 363,00 367,00 366,00 365,00 360,00 367,00 375,00 362,00 360,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166189 961795PT-245 852,10 851,10 851,00 850,90 850,90 851,70 851,30 851,10 850,20 851,60


166189 961795PT-245 366,00 361,00 362,00 368,00 371,00 373,00 374,00 369,00 373,00 369,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166189 961795PT-245 850,60 850,80 850,60 850,50 850,60 850,90 852,40 852,70 850,50 851,30


166189 961795PT-245 367,00 367,00 370,00 369,00 389,00 390,00 382,00 381,00 394,00 381,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166189 961795PT-245 851,50 850,30 852,50 850,10 852,00 851,40 851,00 850,10 851,80 850,00


166189 961795PT-245 373,00 379,00 368,00 372,00 389,00 374,00 397,00 386,00 388,00 379,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166189 961795PT-245 851,00 850,10 850,40 852,70 852,00 850,80 850,50 851,20 851,50 850,20


166189 961795PT-245 379,00 374,00 385,00 379,00 395,00 378,00 372,00 389,00 382,00 377,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9503a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166189 961795PT-245 851,90 850,60 850,40 850,50 851,60 850,20 851,10 851,60 850,70 851,70


166189 961795PT-245 375,00 369,00 368,00 375,00 382,00 370,00 366,00 370,00 386,00 374,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166189 961795PT-245 850,20 852,30 850,20 850,30 850,30 851,10 850,80 850,40 850,30 850,60


166189 961795PT-245 362,00 367,00 379,00 376,00 367,00 375,00 375,00 376,00 361,00 367,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 25.02.2019


Ser.No. EA9503a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 925 Nm * Cur-Cal: 21.188 Nm/A *
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9503 Test torque:


Torque / Angle / Speed


850,0 Nm


Torque graphs


Value no. 100
Graph


Torque / Time / Speed


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Value no. 1
Graph


Torque / Angle / Speed


Machine Capability Study 100 %


360°
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Homologation of nutrunners


Annex 3
Document no: 004/2019
Date: Page 1 of 2


General Specifications


Manufacturer: Apex Tool Group Tool type: Inline Tool


Model: 70ESN850SD8 Serial no:


Torque range:


Snugfit value: Torque tolerance ± 7 %


Target torque: Tolerance: 2,88 %  1,44 %


Angle degree: 40° Tolerance: 3,0°  1,5°


Formula derivation:


+ -
0 0-25°


Move Test conditions


Tool without angle correction


For measurements, the screwdriver must be held by hand and alternately moved.
In the column  "Move +", the angle range in the screw direction,
In the column "Move -" of the direction opposite the direction of tightening,
within this range, the tool has to be moved.
Pay attention to changing angle values and directions of movement.
The indicated maximum values for "Move +" and "Move -" 
have per measurement series minimum 5 times.


213 Nm to 850 Nm


170 Nm


510 Nm


04.03.2019


EA9503


Difference evaluation:  Reference/Tool at 40° / 60 %


Capability examination


Tool hand held
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Measurement


No. Torque Angle Torque Angle Torque Angle


1 510,60 41,00 509,90 40,25 0,70 0,75
2 497,60 41,00 499,80 40,00 2,20 1,00
3 501,90 41,00 502,80 39,75 0,90 1,25
4 498,60 41,00 500,60 39,75 2,00 1,25
5 501,50 41,00 502,20 39,75 0,70 1,25
6 505,80 41,00 508,30 40,50 2,50 0,50
7 494,50 41,00 495,60 39,75 1,10 1,25
8 494,10 41,00 496,80 39,75 2,70 1,25
9 504,50 41,00 507,90 39,75 3,40 1,25


10 524,30 41,00 521,40 40,25 2,90 0,75
11 497,60 41,00 499,60 39,50 2,00 1,50
12 522,40 41,00 518,60 40,00 3,80 1,00
13 520,60 41,00 523,80 40,00 3,20 1,00
14 523,80 41,00 523,60 40,50 0,20 0,50
15 524,80 41,00 522,80 40,25 2,00 0,75
16 527,40 41,00 527,50 40,75 0,10 0,25
17 524,00 41,00 524,10 40,50 0,10 0,50
18 519,10 41,00 520,00 40,00 0,90 1,00
19 510,40 41,00 513,10 40,50 2,70 0,50
20 508,90 41,00 514,40 40,50 5,50 0,50
21 490,10 41,00 492,30 40,25 2,20 0,75
22 491,70 41,00 492,10 40,00 0,40 1,00
23 492,50 41,00 491,90 39,00 0,60 2,00
24 510,20 41,00 511,70 40,00 1,50 1,00
25 499,30 41,00 501,60 40,00 2,30 1,00
26 518,20 41,00 520,40 40,00 2,20 1,00
27 514,90 41,00 516,40 40,25 1,50 0,75
28 521,70 41,00 520,00 40,50 1,70 0,50
29 523,20 41,00 523,60 39,75 0,40 1,25
30 527,60 41,00 528,50 40,50 0,90 0,50
31 517,20 41,00 520,20 40,50 3,00 0,50
32 519,90 41,00 524,00 40,25 4,10 0,75
33 496,80 41,00 499,40 40,25 2,60 0,75
34 500,00 41,00 501,80 40,00 1,80 1,00
35 496,80 41,00 498,40 40,00 1,60 1,00
36 492,50 41,00 491,90 39,75 0,60 1,25
37 501,20 41,00 500,80 39,75 0,40 1,25
38 531,30 41,00 526,90 40,00 4,40 1,00
39 519,30 41,00 518,80 40,25 0,50 0,75
40 518,30 41,00 520,80 40,00 2,50 1,00
41 529,70 41,00 533,10 40,25 3,40 0,75
42 520,60 41,00 523,20 40,25 2,60 0,75
43 499,50 41,00 501,20 40,25 1,70 0,75
44 507,50 41,00 507,90 40,00 0,40 1,00
45 510,00 41,00 507,70 40,25 2,30 0,75
46 519,60 41,00 520,20 40,00 0,60 1,00
47 521,50 41,00 523,60 40,25 2,10 0,75
48 533,70 41,00 531,50 40,50 2,20 0,50
49 513,40 41,00 514,80 40,00 1,40 1,00
50 526,30 41,00 524,90 39,75 1,40 1,25
51 523,00 41,00 523,40 40,50 0,40 0,50
52 507,30 41,00 507,90 40,25 0,60 0,75
53 503,30 41,00 506,10 40,25 2,80 0,75
54 531,50 41,00 527,30 40,25 4,20 0,75
55 525,20 41,00 524,50 40,25 0,70 0,75
56 519,40 41,00 523,20 40,25 3,80 0,75
57 528,00 41,00 529,70 40,50 1,70 0,50
58 522,60 41,00 523,60 40,50 1,00 0,50
59 505,10 41,00 506,50 40,50 1,40 0,50
60 529,10 41,00 525,90 40,50 3,20 0,50
61 521,80 41,00 518,60 40,50 3,20 0,50
62 518,00 41,00 517,00 40,25 1,00 0,75
63 521,70 41,00 520,60 40,50 1,10 0,50
64 503,40 41,00 502,00 40,00 1,40 1,00
65 515,30 41,00 513,50 40,50 1,80 0,50
66 526,70 41,00 522,40 40,00 4,30 1,00
67 526,30 41,00 524,30 40,25 2,00 0,75
68 526,30 41,00 527,70 40,25 1,40 0,75
69 515,80 41,00 516,00 40,50 0,20 0,50
70 501,30 41,00 503,40 39,75 2,10 1,25
71 492,50 41,00 494,50 39,75 2,00 1,25
72 507,30 41,00 508,10 40,25 0,80 0,75
73 519,10 41,00 519,00 40,50 0,10 0,50
74 515,60 41,00 514,30 40,25 1,30 0,75
75 524,70 41,00 524,50 40,25 0,20 0,75
76 514,30 41,00 516,40 40,50 2,10 0,50
77 493,20 41,00 493,50 40,25 0,30 0,75
78 506,60 41,00 505,90 39,50 0,70 1,50
79 522,70 41,00 521,40 40,50 1,30 0,50
80 513,70 41,00 513,90 40,50 0,20 0,50
81 526,10 41,00 526,30 40,25 0,20 0,75
82 499,80 41,00 504,00 40,25 4,20 0,75
83 499,50 41,00 499,80 40,25 0,30 0,75
84 515,10 41,00 508,50 40,25 6,60 0,75
85 517,90 41,00 516,80 40,50 1,10 0,50
86 527,20 41,00 525,30 40,50 1,90 0,50
87 512,10 41,00 518,00 40,25 5,90 0,75
88 493,50 41,00 494,30 40,25 0,80 0,75
89 506,60 41,00 507,30 40,00 0,70 1,00
90 524,40 41,00 520,20 40,25 4,20 0,75
91 512,80 41,00 513,50 39,75 0,70 1,25
92 514,30 41,00 519,00 40,25 4,70 0,75
93 493,80 41,00 493,90 40,25 0,10 0,75
94 523,60 41,00 518,80 40,50 4,80 0,50
95 523,80 41,00 525,70 39,75 1,90 1,25
96 523,70 41,00 524,50 39,75 0,80 1,25
97 515,20 41,00 520,80 40,25 5,60 0,75
98 496,40 41,00 494,90 40,00 1,50 1,00
99 510,20 41,00 510,90 40,00 0,70 1,00
100 526,30 41,00 523,60 40,50 2,70 0,50


Standard deviation: 1,468 0,300


DifferenceTool data Control data
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9503


Target torque: 60 % of max. torque


Angle degree: Tool without angle correction


Graphical representation
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 5.38
Potential Capability index = Cm 5.56


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 1.7972R 1.75T 10.00
x+3s 41.0661xmax 40.75USL 45.00
x-3s 39.2689xmin 39.00LSL 35.00
x 40.1675Tm 40.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503k Char.Descr. VM1698-4 Inspection Val. 40,00 5,00 USL 45,00


Serial No. 1024210 Unit Grad -5,00 LSL 35,00


Char.Type variable Tolerance value 12 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 10:27:28 to 28.02.2019 10:45:31


Rem. Tq. 60% Angle 40° * +/-5° * Tq-Cal: 950 Nm * Cur-Cal: 22.289 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 509,90 499,80 502,80 500,60 502,20 508,30 495,60 496,80 507,90 521,40


1024210 VM1698-4 40,25 40,00 39,75 39,75 39,75 40,50 39,75 39,75 39,75 40,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 499,60 518,60 523,80 523,60 522,80 527,50 524,10 520,00 513,10 514,40


1024210 VM1698-4 39,50 40,00 40,00 40,50 40,25 40,75 40,50 40,00 40,50 40,50


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 492,30 492,10 491,90 511,70 501,60 520,40 516,40 520,00 523,60 528,50


1024210 VM1698-4 40,25 40,00 39,00 40,00 40,00 40,00 40,25 40,50 39,75 40,50


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 520,20 524,00 499,40 501,80 498,40 491,90 500,80 526,90 518,80 520,80


1024210 VM1698-4 40,50 40,25 40,25 40,00 40,00 39,75 39,75 40,00 40,25 40,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 533,10 523,20 501,20 507,90 507,70 520,20 523,60 531,50 514,80 524,90


1024210 VM1698-4 40,25 40,25 40,25 40,00 40,25 40,00 40,25 40,50 40,00 39,75


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 523,40 507,90 506,10 527,30 524,50 523,20 529,70 523,60 506,50 525,90


1024210 VM1698-4 40,50 40,25 40,25 40,25 40,25 40,25 40,50 40,50 40,50 40,50


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 518,60 517,00 520,60 502,00 513,50 522,40 524,30 527,70 516,00 503,40


1024210 VM1698-4 40,50 40,25 40,50 40,00 40,50 40,00 40,25 40,25 40,50 39,75


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 494,50 508,10 519,00 514,30 524,50 516,40 493,50 505,90 521,40 513,90


1024210 VM1698-4 39,75 40,25 40,50 40,25 40,25 40,50 40,25 39,50 40,50 40,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9503k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 510,80
LSL 390,24
USL 640,56


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 950 Nm *  Cur-Cal: 22.289 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 526,30 504,00 499,80 508,50 516,80 525,30 518,00 494,30 507,30 520,20


1024210 VM1698-4 40,25 40,25 40,25 40,25 40,50 40,50 40,25 40,25 40,00 40,25


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 513,50 519,00 493,90 518,80 525,70 524,50 520,80 494,90 510,90 523,60


1024210 VM1698-4 39,75 40,25 40,25 40,50 39,75 39,75 40,25 40,00 40,00 40,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9503k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 510,80
LSL 390,24
USL 640,56


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 950 Nm *  Cur-Cal: 22.289 Nm/A * 
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--- R = 0 ---


n tot 100
neff 100
n  <LSL 0
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n<T> 100
R 0.00T 10.00
xmax 41.00USL 45.00
xmin 41.00LSL 35.00


x 41.0000Tm 40.00
StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503k Char.Descr. 961795PT-245 Inspection Val. 40,00 5,00 USL 45,00


Serial No. 166189 Unit Grad -5,00 LSL 35,00


Char.Type variable Tolerance value 12 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 10:27:27 to 28.02.2019 10:45:31


Rem. Tq. 60% Angle 40° * +/-5° * Tq-Cal: 950 Nm * Cur-Cal: 22.289 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166189 961795PT-245 510,60 497,60 501,90 498,60 501,50 505,80 494,50 494,10 504,50 524,30


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166189 961795PT-245 497,60 522,40 520,60 523,80 524,80 527,40 524,00 519,10 510,40 508,90


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166189 961795PT-245 490,10 491,70 492,50 510,20 499,30 518,20 514,90 521,70 523,20 527,60


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166189 961795PT-245 517,20 519,90 496,80 500,00 496,80 492,50 501,20 531,30 519,30 518,30


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166189 961795PT-245 529,70 520,60 499,50 507,50 510,00 519,60 521,50 533,70 513,40 526,30


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166189 961795PT-245 523,00 507,30 503,30 531,50 525,20 519,40 528,00 522,60 505,10 529,10


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166189 961795PT-245 521,80 518,00 521,70 503,40 515,30 526,70 526,30 526,30 515,80 501,30


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166189 961795PT-245 492,50 507,30 519,10 515,60 524,70 514,30 493,20 506,60 522,70 513,70


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9503k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 266,90
LSL 0,00
USL 640,56


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 950 Nm *  Cur-Cal: 22.289 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166189 961795PT-245 526,10 499,80 499,50 515,10 517,90 527,20 512,10 493,50 506,60 524,40


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166189 961795PT-245 512,80 514,30 493,80 523,60 523,80 523,70 515,20 496,40 510,20 526,30


166189 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9503k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 266,90
LSL 0,00
USL 640,56


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 950 Nm *  Cur-Cal: 22.289 Nm/A * 


Page
2 2/


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9503k1.DFD


SN: EA9503  Page 56 of 67







Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9503
Target torque: 60 % of max. torque
Angle degree: Tool without angle correction


Torque / Time / Speed


Graph
Torque / Angle / Speed


Value no. 100


Torque / Time / Speed


Value no. 100


Graph


Value no. 1
Graph


Value no. 1
Graph


Torque / Angle / Speed


40°
510,0 Nm


Torque graphs
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Homologation of nutrunners


Annex 3
Document no: 004/2019
Date: Page 2 of 2


General Specifications


Manufacturer: Apex Tool Group Tool type: Inline Tool


Model: 70ESN850SD8 Serial no:


Torque range:


Snugfit value: Torque tolerance ± 7 %


Target torque: Tolerance: 6,44 %  3,22 %


Angle degree: 180° Tolerance: 5,8°  2,9°


Formula derivation:


+ -
0-25° 0-45°


213 Nm to 850 Nm


170 Nm


Difference evaluation:  Reference/Tool  at 180 ° / 80%


Capability examination


680 Nm


Tool without angle correction


For measurements, the screwdriver must be held by hand and alternately moved.
In the column  "Move +", the angle range in the screw direction,
In the column "Move -" of the direction opposite the direction of tightening,
within this range, the tool has to be moved.
Pay attention to changing angle values and directions of movement.
The indicated maximum values for "Move +" and "Move -" 
have per measurement series minimum 5 times.


Move Test conditions


Tool hand held


04.03.2019


EA9503
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Measurement


No. Torque Angle Torque Angle Torque Angle


1 641,30 180,00 646,50 179,75 5,20 0,25
2 711,70 180,00 704,70 180,25 7,00 0,25
3 695,40 180,00 690,60 180,25 4,80 0,25
4 649,00 180,00 647,50 179,50 1,50 0,50
5 707,30 180,00 704,30 180,50 3,00 0,50
6 651,50 180,00 653,00 181,00 1,50 1,00
7 656,60 180,00 656,60 179,50 0,00 0,50
8 707,70 180,00 698,70 179,75 9,00 0,25
9 650,00 180,00 652,80 180,75 2,80 0,75


10 633,90 180,00 636,00 179,25 2,10 0,75
11 707,30 180,00 703,70 179,50 3,60 0,50
12 647,60 180,00 649,10 181,50 1,50 1,50
13 649,00 180,00 651,00 180,00 2,00 0,00
14 722,30 180,00 713,60 180,25 8,70 0,25
15 674,20 180,00 677,60 180,00 3,40 0,00
16 675,00 180,00 674,20 179,75 0,80 0,25
17 707,40 180,00 705,30 179,75 2,10 0,25
18 646,10 180,00 648,30 179,50 2,20 0,50
19 712,70 180,00 708,40 180,25 4,30 0,25
20 650,90 180,00 651,40 180,00 0,50 0,00
21 706,80 180,00 704,70 180,50 2,10 0,50
22 648,50 180,00 646,30 179,50 2,20 0,50
23 707,20 180,00 705,10 180,25 2,10 0,25
24 685,60 180,00 679,90 179,75 5,70 0,25
25 673,80 180,00 671,40 179,50 2,40 0,50
26 699,70 180,00 695,60 179,75 4,10 0,25
27 650,50 180,00 652,60 179,50 2,10 0,50
28 699,50 180,00 695,00 179,75 4,50 0,25
29 637,90 180,00 640,50 178,75 2,60 1,25
30 698,80 180,00 698,70 180,00 0,10 0,00
31 691,70 180,00 684,70 179,25 7,00 0,75
32 636,10 180,00 638,60 178,75 2,50 1,25
33 726,50 180,00 716,40 179,50 10,10 0,50
34 663,80 180,00 661,10 180,00 2,70 0,00
35 644,30 180,00 643,50 178,00 0,80 2,00
36 719,10 180,00 708,80 180,00 10,30 0,00
37 661,80 180,00 661,50 179,75 0,30 0,25
38 680,10 180,00 675,80 179,00 4,30 1,00
39 706,10 180,00 700,70 180,50 5,40 0,50
40 662,10 180,00 659,60 179,75 2,50 0,25
41 674,00 180,00 671,40 179,25 2,60 0,75
42 710,30 180,00 702,50 180,50 7,80 0,50
43 651,10 180,00 652,20 179,00 1,10 1,00
44 720,10 180,00 712,60 179,75 7,50 0,25
45 660,00 180,00 657,60 179,75 2,40 0,25
46 668,10 180,00 667,50 179,25 0,60 0,75
47 712,40 180,00 702,50 180,50 9,90 0,50
48 645,00 180,00 647,50 178,50 2,50 1,50
49 719,50 180,00 713,40 179,50 6,10 0,50
50 667,00 180,00 661,10 179,50 5,90 0,50
51 676,50 180,00 672,60 179,25 3,90 0,75
52 710,00 180,00 702,70 179,50 7,30 0,50
53 673,60 180,00 668,70 178,75 4,90 1,25
54 712,10 180,00 699,30 179,75 12,80 0,25
55 667,50 180,00 663,50 178,75 4,00 1,25
56 712,40 180,00 703,10 180,25 9,30 0,25
57 662,60 180,00 660,10 179,25 2,50 0,75
58 719,00 180,00 707,90 178,75 11,10 1,25
59 663,00 180,00 660,50 180,50 2,50 0,50
60 642,90 180,00 644,30 178,25 1,40 1,75
61 709,30 180,00 697,80 180,00 11,50 0,00
62 644,70 180,00 645,30 179,25 0,60 0,75
63 714,30 180,00 708,10 180,00 6,20 0,00
64 663,00 180,00 656,80 180,25 6,20 0,25
65 672,60 180,00 662,90 178,25 9,70 1,75
66 713,40 180,00 699,70 180,25 13,70 0,25
67 668,00 180,00 662,10 178,50 5,90 1,50
68 703,90 180,00 698,40 180,00 5,50 0,00
69 661,20 180,00 655,00 178,25 6,20 1,75
70 722,70 180,00 706,30 179,25 16,40 0,75
71 661,80 180,00 657,20 180,00 4,60 0,00
72 669,60 180,00 661,90 179,25 7,70 0,75
73 710,00 180,00 694,80 179,75 15,20 0,25
74 660,30 180,00 654,80 178,75 5,50 1,25
75 708,20 180,00 696,80 180,25 11,40 0,25
76 647,50 180,00 639,00 179,25 8,50 0,75
77 682,20 180,00 671,20 178,25 11,00 1,75
78 707,60 180,00 696,20 180,00 11,40 0,00
79 649,30 180,00 642,30 179,25 7,00 0,75
80 680,90 180,00 671,00 178,25 9,90 1,75
81 717,40 180,00 700,10 180,50 17,30 0,50
82 666,00 180,00 660,30 178,75 5,70 1,25
83 703,20 180,00 698,20 179,75 5,00 0,25
84 660,80 180,00 654,80 178,25 6,00 1,75
85 715,30 180,00 702,90 179,50 12,40 0,50
86 647,00 180,00 639,60 179,75 7,40 0,25
87 680,00 180,00 671,20 178,50 8,80 1,50
88 699,90 180,00 684,90 178,75 15,00 1,25
89 679,00 180,00 669,50 178,50 9,50 1,50
90 703,90 180,00 696,60 179,75 7,30 0,25
91 646,20 180,00 641,90 178,50 4,30 1,50
92 714,90 180,00 702,90 179,50 12,00 0,50
93 660,70 180,00 651,20 179,00 9,50 1,00
94 669,20 180,00 658,80 178,00 10,40 2,00
95 710,60 180,00 696,40 180,00 14,20 0,00
96 652,70 180,00 643,50 179,00 9,20 1,00
97 687,10 180,00 675,80 178,75 11,30 1,25
98 722,20 180,00 705,10 179,50 17,10 0,50
99 667,30 180,00 661,30 177,25 6,00 2,75
100 733,70 180,00 717,20 179,00 16,50 1,00


Standard deviation: 4,374 0,578


Tool data Control data Difference
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9503


Target torque: 80 % of max. torque


Angle degree: Tool without angle correction


680,0 Nm


180°


Graphical representation
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 4.25
Potential Capability index = Cm 4.48


Calculation method M11,4 σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 4.4639R 4.25T 20.00
x+3s 181.7194xmax 181.50USL 190.00
x-3s 177.2556xmin 177.25LSL 170.00
x 179.4875Tm 180.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503l Char.Descr. VM1698-4 Inspection Val. 180,00 10,00 USL 190,00


Serial No. 1024210 Unit Grad -10,00 LSL 170,00


Char.Type variable Tolerance value 6 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 09:59:06 to 28.02.2019 10:23:28


Rem. Tq. 80% Angle 180° * +/-10° * Tq-Cal: 950 Nm * Cur-Cal: 22.815 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9503lM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 646,50 704,70 690,60 647,50 704,30 653,00 656,60 698,70 652,80 636,00


1024210 VM1698-4 179,75 180,25 180,25 179,50 180,50 181,00 179,50 179,75 180,75 179,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 703,70 649,10 651,00 713,60 677,60 674,20 705,30 648,30 708,40 651,40


1024210 VM1698-4 179,50 181,50 180,00 180,25 180,00 179,75 179,75 179,50 180,25 180,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 704,70 646,30 705,10 679,90 671,40 695,60 652,60 695,00 640,50 698,70


1024210 VM1698-4 180,50 179,50 180,25 179,75 179,50 179,75 179,50 179,75 178,75 180,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 684,70 638,60 716,40 661,10 643,50 708,80 661,50 675,80 700,70 659,60


1024210 VM1698-4 179,25 178,75 179,50 180,00 178,00 180,00 179,75 179,00 180,50 179,75


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 671,40 702,50 652,20 712,60 657,60 667,50 702,50 647,50 713,40 661,10


1024210 VM1698-4 179,25 180,50 179,00 179,75 179,75 179,25 180,50 178,50 179,50 179,50


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 672,60 702,70 668,70 699,30 663,50 703,10 660,10 707,90 660,50 644,30


1024210 VM1698-4 179,25 179,50 178,75 179,75 178,75 180,25 179,25 178,75 180,50 178,25


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 697,80 645,30 708,10 656,80 662,90 699,70 662,10 698,40 655,00 706,30


1024210 VM1698-4 180,00 179,25 180,00 180,25 178,25 180,25 178,50 180,00 178,25 179,25


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 657,20 661,90 694,80 654,80 696,80 639,00 671,20 696,20 642,30 671,00


1024210 VM1698-4 180,00 179,25 179,75 178,75 180,25 179,25 178,25 180,00 179,25 178,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9503l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 694,45
LSL 506,80
USL 906,48


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 950 Nm  * Cur-Cal: 22.815 Nm/A * 


Page
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 700,10 660,30 698,20 654,80 702,90 639,60 671,20 684,90 669,50 696,60


1024210 VM1698-4 180,50 178,75 179,75 178,25 179,50 179,75 178,50 178,75 178,50 179,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 641,90 702,90 651,20 658,80 696,40 643,50 675,80 705,10 661,30 717,20


1024210 VM1698-4 178,50 179,50 179,00 178,00 180,00 179,00 178,75 179,50 177,25 179,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9503l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 694,45
LSL 506,80
USL 906,48


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 950 Nm  * Cur-Cal: 22.815 Nm/A * 


Page
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n tot 100
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n  <LSL 0
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n<T> 100
R 0.00T 20.00
xmax 180.00USL 190.00
xmin 180.00LSL 170.00


x 180.0000Tm 180.00
StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9503l Char.Descr. 961795PT-245 Inspection Val. 180,00 10,00 USL 190,00


Serial No. 166189 Unit Grad -10,00 LSL 170,00


Char.Type variable Tolerance value 6 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 09:59:06 to 28.02.2019 10:23:27


Rem. Tq. 80% Angle 180° * +/-10° * Tq-Cal: 950 Nm * Cur-Cal: 22.815 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166189 961795PT-245 641,30 711,70 695,40 649,00 707,30 651,50 656,60 707,70 650,00 633,90


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166189 961795PT-245 707,30 647,60 649,00 722,30 674,20 675,00 707,40 646,10 712,70 650,90


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166189 961795PT-245 706,80 648,50 707,20 685,60 673,80 699,70 650,50 699,50 637,90 698,80


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166189 961795PT-245 691,70 636,10 726,50 663,80 644,30 719,10 661,80 680,10 706,10 662,10


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166189 961795PT-245 674,00 710,30 651,10 720,10 660,00 668,10 712,40 645,00 719,50 667,00


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166189 961795PT-245 676,50 710,00 673,60 712,10 667,50 712,40 662,60 719,00 663,00 642,90


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166189 961795PT-245 709,30 644,70 714,30 663,00 672,60 713,40 668,00 703,90 661,20 722,70


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166189 961795PT-245 661,80 669,60 710,00 660,30 708,20 647,50 682,20 707,60 649,30 680,90


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9503l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 369,80
LSL 0,00
USL 887,52


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 950 Nm  * Cur-Cal: 22.815 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166189 961795PT-245 717,40 666,00 703,20 660,80 715,30 647,00 680,00 699,90 679,00 703,90


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166189 961795PT-245 646,20 714,90 660,70 669,20 710,60 652,70 687,10 722,20 667,30 733,70


166189 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9503l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166189


Inspection Val. 369,80
LSL 0,00
USL 887,52


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 950 Nm  * Cur-Cal: 22.815 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9503
Target torque: 80 % of max. torque
Angle degree: Tool without angle correction


Torque / Time / Speed


Graph
Torque / Angle / Speed


Value no. 100


Torque / Time / Speed


Value no. 100


Graph


Value no. 1
Graph


Graph
Torque / Angle / Speed


180°
680,0 Nm


Value no. 1


Torque graphs
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Homologation


Inline Tool


Type: Cleco-70ESN850SD8


Serial no.: EA9504
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Homologation of nutrunners


Contents


Page


Cover sheet 1
Contents 2


Test sheet no. 2 (torque determination 30 %) 3
Machine Capability Study, Tool System  30 % hard 4
Machine Capability Study, Control System  30 % hard 7
Curves of the 1st and 100th measurement  30 % hard 10
Machine Capability Study, Tool System  30 % soft 11
Machine Capability Study, Control System  30 % soft 14
Curves of the 1st and 100th measurement  30 % soft 17


Test sheet no. 3 (torque determination 80 %) 18
Machine Capability Study, Tool System  80 % hard 19
Machine Capability Study, Control System  80 % hard 22
Curves of the 1st and 100th measurement  80 % hard 25
Machine Capability Study, Tool System  80 % soft 26
Machine Capability Study, Control System  80 % soft 29
Curves of the 1st and 100th measurement  80 % soft 32


Test sheet no. 4 (torque determination 100 %) 33
Machine Capability Study, Tool System 100 % hard 34
Machine Capability Study, Control System 100 % hard 37
Curves of the 1st and 100th measurement 100 % hard 40
Machine Capability Study, Tool System 100 % soft 41
Machine Capability Study, Control System 100 % soft 44
Curves of the 1st and 100th measurement 100 % soft 47


Annex 3  (ability contemplation at 40° / 60 %) without angle correction 48
Graphical representation  40° / 60 % 50
Machine Capability Study, Tool System  40° / 60 % 51
Machine Capability Study, Control System  40° / 60 % 54
Curves of the 1st and 100th measurement  40° / 60 % 57


Annex 3  (ability contemplation at 180° / 80 %) without angle correction 58
Graphical representation 180° / 80 % 60
Machine Capability Study, Tool System 180° / 80 % 61
Machine Capability Study, Control System 180° / 80 % 64
Curves of the 1st and 100th measurement 180° / 80 % 67


Homologation:    Cleco-70ESN850SD8        SN: EA9504
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Homologation of nutrunners


Annex 2
Document no: 004/2019
Date: Page 1 of 3


Machine Capability Study 30 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq min. + 0.3 (Tq max. - Tq min.)


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 375,81 - 375,81 -
Tolerance down / up 7 % 7 %
Average torque 409,71 Nm 394,85 Nm
Standard deviation 2,72 Nm 2,88 Nm
Torque scatter (99,73%) 16,34 Nm 17,26 Nm
Cm 3,46 3,28
Cmk 2,78 2,21


 


b) Min. Cm hard/soft (lowest value) 3,28
Min. Cmk hard/soft (lowest value) 2,21


Capability is reached if minimum Cmk value ≥1.67


Note:


04.03.2019


432,39 Nm 432,39 Nm


40,0 %


125 rpm


Test sheet no. 2


EA9504


2458,26


197,42


H L


404,10 Nm
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 2.78
Potential Capability index = Cm 3.46


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 16.3381R 13.10T 56.58
x+3s 417.8791xmax 416.90USL 432.39
x-3s 401.5409xmin 403.80LSL 375.81
x 409.7100Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504d Char.Descr. VM1698-4 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 1024210 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 07:47:17 to 28.02.2019 08:04:04


Rem. Tq. 30% hard * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9504dM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 415,10 407,40 411,50 411,30 411,50 411,30 410,10 410,90 404,80 410,30


1024210 VM1698-4 29,75 29,25 30,25 30,25 30,00 29,50 30,75 30,50 29,50 30,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 409,10 406,60 409,10 414,70 408,30 406,60 408,30 407,00 411,90 409,30


1024210 VM1698-4 30,00 29,75 29,50 30,75 28,75 29,75 29,50 29,50 30,50 29,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 406,80 412,30 411,90 411,50 408,70 412,90 408,10 413,50 413,30 410,30


1024210 VM1698-4 29,50 30,75 29,75 30,00 29,00 29,50 28,00 31,00 31,00 30,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 413,90 409,70 410,70 412,70 407,90 407,90 411,30 406,00 412,90 408,10


1024210 VM1698-4 31,00 30,00 30,75 31,50 29,50 29,50 30,25 29,00 30,50 29,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 405,80 408,10 410,70 414,70 410,70 407,90 405,60 409,10 416,90 406,40


1024210 VM1698-4 29,25 31,00 30,00 31,50 31,25 30,25 30,25 31,25 31,25 28,50


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 404,20 412,30 408,70 408,90 410,30 409,90 409,10 411,70 407,50 409,50


1024210 VM1698-4 29,00 30,25 30,00 29,50 30,50 31,25 31,00 30,75 29,25 30,50


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 411,30 407,00 408,50 407,90 410,30 411,90 404,20 405,60 411,30 416,70


1024210 VM1698-4 31,25 30,00 29,75 29,75 29,50 30,25 28,50 30,00 31,25 31,25


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 411,90 411,90 407,00 408,30 408,70 403,80 407,20 409,70 416,10 405,20


1024210 VM1698-4 30,50 30,75 29,50 31,00 31,00 27,75 29,50 30,00 30,50 27,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 410,90 408,30 413,90 409,90 412,70 409,70 408,70 410,90 408,70 409,30


1024210 VM1698-4 29,75 30,75 30,75 28,50 29,75 30,00 31,25 30,25 30,25 28,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 407,00 408,70 410,10 409,30 408,70 410,30 409,90 411,10 407,90 407,00


1024210 VM1698-4 29,25 29,75 29,75 29,75 30,25 31,25 31,25 30,25 30,25 30,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A * 


Page
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.97
Potential Capability index = Cm 4.62


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 12.2565R 8.10T 56.58
x+3s 414.2102xmax 413.30USL 432.39
x-3s 401.9538xmin 405.20LSL 375.81
x 408.0820Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504d Char.Descr. 961795PT-245 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 166168 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 07:47:16 to 28.02.2019 08:04:04


Rem. Tq. 30% hard * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9504d1.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166168 961795PT-245 411,90 406,90 409,00 413,30 410,50 409,70 406,30 407,20 406,90 407,30


166168 961795PT-245 29,00 29,00 30,00 30,00 30,00 30,00 30,00 30,00 29,00 30,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166168 961795PT-245 405,60 405,70 408,70 413,30 407,50 406,40 405,50 406,90 407,30 411,90


166168 961795PT-245 30,00 30,00 29,00 31,00 29,00 29,00 29,00 29,00 30,00 29,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166168 961795PT-245 406,30 407,50 411,20 407,00 406,90 409,00 409,90 410,50 407,10 409,10


166168 961795PT-245 30,00 30,00 30,00 29,00 29,00 29,00 28,00 31,00 31,00 30,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166168 961795PT-245 408,10 405,30 405,20 407,90 409,60 405,20 407,20 407,30 410,80 408,50


166168 961795PT-245 31,00 30,00 31,00 31,00 29,00 29,00 30,00 29,00 30,00 29,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166168 961795PT-245 407,00 406,10 409,50 409,50 406,80 407,90 406,50 405,90 411,80 406,30


166168 961795PT-245 29,00 31,00 30,00 32,00 31,00 30,00 30,00 32,00 31,00 29,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166168 961795PT-245 409,40 407,50 406,40 407,20 408,50 406,50 406,60 409,60 407,50 407,70


166168 961795PT-245 29,00 30,00 29,00 29,00 30,00 31,00 31,00 31,00 30,00 30,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166168 961795PT-245 407,20 407,50 408,50 405,60 407,40 409,40 405,50 407,00 406,10 411,70


166168 961795PT-245 31,00 30,00 30,00 29,00 30,00 30,00 28,00 30,00 31,00 31,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166168 961795PT-245 412,60 411,60 408,30 405,20 406,40 406,40 406,60 406,80 413,30 406,40


166168 961795PT-245 30,00 30,00 29,00 31,00 31,00 28,00 29,00 30,00 31,00 28,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166168 961795PT-245 411,70 407,40 408,90 410,80 410,50 410,70 405,80 408,00 406,10 410,00


166168 961795PT-245 30,00 31,00 31,00 29,00 30,00 30,00 31,00 30,00 30,00 29,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166168 961795PT-245 406,10 409,20 409,60 408,60 408,30 407,90 407,40 407,30 406,50 406,30


166168 961795PT-245 29,00 30,00 29,00 30,00 30,00 31,00 31,00 30,00 30,00 30,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504d


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% hard  * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A * 


Page
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9504 Test torque:


Torque graphs Machine Capability Study 30 %


30°
404,1 Nm


Value no. 1


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Torque / Angle / Speed
Graph


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 2.21
Potential Capability index = Cm 3.28


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 17.2624R 13.20T 56.58
x+3s 403.4782xmax 400.40USL 432.39
x-3s 386.2158xmin 387.20LSL 375.81
x 394.8470Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504c Char.Descr. VM1698-4 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 1024210 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 08:05:59 to 28.02.2019 08:27:40


Rem. Tq. 30% soft * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 400,40 398,40 398,20 398,20 397,30 398,60 398,00 395,50 393,30 396,70


1024210 VM1698-4 349,25 331,75 329,75 337,50 350,00 354,25 332,75 307,50 341,25 321,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 399,00 395,70 398,40 398,00 396,70 396,90 395,50 394,70 396,70 397,50


1024210 VM1698-4 342,25 299,00 342,75 348,25 324,75 325,00 331,25 311,50 354,00 334,50


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 397,80 400,00 394,50 397,10 396,50 396,70 396,70 399,40 397,10 395,90


1024210 VM1698-4 342,75 310,75 351,75 340,50 348,25 336,00 346,00 326,75 355,50 358,50


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 395,50 397,10 399,20 395,30 394,50 398,20 395,90 395,10 396,30 394,90


1024210 VM1698-4 333,00 346,00 325,25 337,50 347,00 362,00 340,50 340,25 348,25 341,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 397,70 395,50 396,90 393,30 396,30 395,70 398,40 396,30 394,50 394,30


1024210 VM1698-4 349,25 308,50 357,50 370,25 357,00 355,00 348,75 346,00 343,25 336,75


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 395,90 393,30 395,50 391,50 394,30 393,50 392,90 393,90 394,90 394,50


1024210 VM1698-4 342,75 359,50 357,00 306,25 367,50 384,75 368,75 366,25 373,50 367,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 398,80 391,70 394,10 391,50 392,90 393,30 394,30 392,70 393,30 392,50


1024210 VM1698-4 368,25 355,75 355,00 348,50 344,00 348,75 343,75 344,50 343,50 353,50


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 394,10 393,50 396,90 393,30 396,90 393,10 392,30 395,70 398,40 392,70


1024210 VM1698-4 356,25 362,00 368,50 369,75 371,50 366,25 360,50 369,00 367,00 357,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 393,30 391,30 396,90 390,70 394,50 392,50 393,90 395,70 392,50 388,30


1024210 VM1698-4 347,00 361,25 368,75 361,00 365,25 366,00 367,25 369,75 365,50 363,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 389,50 392,50 390,10 390,90 392,10 388,90 388,70 387,40 389,30 387,20


1024210 VM1698-4 360,00 361,25 358,75 367,75 363,00 357,75 359,00 359,25 358,75 354,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A * 


Page
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 11.16
Potential Capability index = Cm 11.62


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 4.8696R 3.90T 56.58
x+3s 407.6448xmax 408.00USL 432.39
x-3s 402.7752xmin 404.10LSL 375.81
x 405.2100Tm 404.10


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504c Char.Descr. 961795PT-245 Inspection Val. 404,10 28,29 USL 432,39


Serial No. 166168 Unit Nm -28,29 LSL 375,81


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 08:05:58 to 28.02.2019 08:27:39


Rem. Tq. 30% soft * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9504c1.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166168 961795PT-245 404,70 406,10 404,50 404,50 407,50 406,30 405,20 405,70 404,30 404,10


166168 961795PT-245 350,00 334,00 336,00 338,00 354,00 354,00 342,00 308,00 350,00 323,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166168 961795PT-245 405,60 404,90 405,80 404,80 404,90 404,30 405,40 404,60 405,10 405,50


166168 961795PT-245 344,00 306,00 347,00 349,00 329,00 326,00 338,00 331,00 359,00 345,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166168 961795PT-245 405,20 406,00 405,20 404,20 404,50 404,70 405,70 405,60 406,50 404,50


166168 961795PT-245 345,00 313,00 354,00 341,00 351,00 341,00 353,00 339,00 361,00 361,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166168 961795PT-245 404,50 405,10 405,30 405,40 404,10 405,40 404,40 404,50 406,40 404,70


166168 961795PT-245 341,00 354,00 327,00 343,00 355,00 364,00 347,00 343,00 358,00 348,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166168 961795PT-245 404,70 404,70 404,70 404,90 404,50 405,10 407,50 408,00 407,00 405,30


166168 961795PT-245 353,00 311,00 364,00 375,00 359,00 361,00 359,00 357,00 347,00 343,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166168 961795PT-245 406,20 404,30 405,00 404,90 404,40 406,00 406,00 405,60 406,70 404,60


166168 961795PT-245 352,00 363,00 361,00 309,00 370,00 396,00 378,00 373,00 377,00 370,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166168 961795PT-245 405,40 404,80 404,20 404,50 404,60 404,70 406,30 404,80 405,20 404,40


166168 961795PT-245 371,00 361,00 361,00 351,00 350,00 361,00 354,00 354,00 347,00 358,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166168 961795PT-245 404,80 404,70 406,30 405,70 404,10 404,60 404,70 404,80 406,20 406,40


166168 961795PT-245 361,00 370,00 373,00 373,00 375,00 370,00 366,00 373,00 374,00 369,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166168 961795PT-245 405,50 404,50 404,60 404,20 406,00 404,60 405,80 404,50 405,70 405,00


166168 961795PT-245 353,00 368,00 371,00 365,00 368,00 371,00 371,00 375,00 371,00 368,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166168 961795PT-245 405,40 405,40 404,50 404,80 406,10 404,70 405,90 405,00 406,30 405,50


166168 961795PT-245 367,00 367,00 366,00 373,00 368,00 366,00 368,00 365,00 367,00 363,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504c


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 404,10
LSL 375,81
USL 432,39


Remark Tq. 30% soft  * +/-7% * Tq-Cal: 955 Nm * Cur-Cal: 22.563 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9504 Test torque:


Torque graphs Machine Capability Study 30 %


Value no. 1


360°
404,1 Nm


Graph


Value no. 1


Torque / Angle / Speed


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Graph
Torque / Time / Speed


Value no. 100
Graph


SN: EA9504  Page 17 of 67







Homologation of nutrunners


Annex 2
Document no: 004/2019
Date: Page 2 of 3


Machine Capability Study 80 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq min. + 0.8 (Tq max. - Tq min.)


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 672,02 - 672,02 -
Tolerance down / up 7 % 7 %
Average torque 727,67 Nm 705,57 Nm
Standard deviation 3,68 Nm 3,54 Nm
Torque scatter (99,73%) 22,07 Nm 21,26 Nm
Cm 4,58 4,76
Cmk 4,12 3,16


 


b) Min. Cm hard/soft (lowest value) 4,58
Min. Cmk hard/soft (lowest value) 3,16


Capability is reached if minimum Cmk value ≥1.67


Note:


04.03.2019


773,18 Nm 773,18 Nm


40,0 %


125 rpm


Test sheet no. 3


EA9504


4366,01


352,78


H L


722,60 Nm


SN: EA9504  Page 18 of 67







670


680


690


700


710


720


730


740


750


760


770


V
M


16
98


-4
 [N


m
] →


0 10 20 30 40 50 60 70 80 90 100
Value No. →


 LSL 


 USL 


 x 


 x-3s 


 x+3s 


0


5


10


15


20


25


A
bs


ol
ut


e 
fr


eq
ue


nc
y 


→


670 690 710 730 750 770
VM1698-4 [Nm]  ND →


0


5


10


15


20


25


R
el


at
iv


e 
fr


eq
ue


nc
y 


 [%
]  →


LSL USLx
x-3s x+3s


0,001


0,1


5


30


70


95


99,5


99,99


P
 [%


] →


670 680 690 700 710 720 730 740 750 760 770
VM1698-4 [Nm]  ND →


0,001


0,1


5


30


70


95


99,5


99,99


1-
P


 [%
]


 ←


LSL USLx
x-3s x+3s


APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 4.12
Potential Capability index = Cm 4.58


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 22.0726R 18.90T 101.16
x+3s 738.7053xmax 737.00USL 773.18
x-3s 716.6327xmin 718.10LSL 672.02
x 727.6690Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504h Char.Descr. VM1698-4 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 1024210 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 07:12:39 to 28.02.2019 07:39:26


Rem. Tq. 80% hard * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 725,10 720,10 726,90 733,40 729,60 721,90 724,90 728,80 722,70 731,00


1024210 VM1698-4 29,75 30,50 31,00 31,25 31,50 31,00 31,00 29,75 30,25 31,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 723,70 720,70 726,10 725,70 730,40 720,90 727,80 728,20 732,60 727,70


1024210 VM1698-4 30,50 30,00 30,50 31,00 31,25 29,25 30,25 30,75 31,00 29,50


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 728,00 724,30 731,40 727,50 721,50 728,00 730,40 731,00 729,20 726,90


1024210 VM1698-4 30,50 30,75 31,25 31,00 30,00 30,00 30,25 30,75 31,00 30,50


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 726,90 729,20 729,80 728,40 730,60 726,70 729,60 725,10 721,70 726,70


1024210 VM1698-4 29,50 30,00 30,25 30,50 30,50 30,00 30,00 29,75 29,25 29,75


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 727,30 733,40 724,10 725,30 731,00 728,80 730,40 727,30 731,80 724,70


1024210 VM1698-4 30,50 30,50 30,00 28,75 30,25 29,50 30,25 30,25 30,00 30,50


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 735,80 733,00 724,90 727,30 729,80 723,30 729,00 726,70 723,10 726,90


1024210 VM1698-4 30,75 29,50 29,75 29,25 29,50 29,75 30,75 30,25 30,50 30,25


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 729,80 729,40 732,00 729,20 729,40 730,00 731,80 731,40 729,40 727,10


1024210 VM1698-4 29,00 29,75 30,25 29,50 29,75 30,00 30,75 30,00 30,25 30,50


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 727,30 725,70 726,70 722,10 726,90 724,50 729,00 725,10 730,40 730,60


1024210 VM1698-4 30,25 28,75 29,00 29,00 29,50 29,25 29,00 28,50 29,50 28,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 728,40 719,50 724,30 729,60 731,40 725,50 724,30 726,90 723,10 718,10


1024210 VM1698-4 30,00 29,75 30,00 30,00 30,00 30,75 30,25 29,75 30,00 30,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 732,00 735,20 732,40 724,50 737,00 726,50 729,80 733,80 724,70 727,10


1024210 VM1698-4 31,50 31,50 31,25 30,50 30,75 30,75 30,25 30,25 30,00 30,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A * 
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 5.34
Potential Capability index = Cm 5.96


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 16.9610R 12.00T 101.16
x+3s 736.3835xmax 735.10USL 773.18
x-3s 719.4225xmin 723.10LSL 672.02
x 727.9030Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504h Char.Descr. 961795PT-245 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 166168 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 07:12:38 to 28.02.2019 07:39:26


Rem. Tq. 80% hard * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9504h1.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166168 961795PT-245 727,40 725,50 726,30 726,60 735,10 728,70 724,90 729,10 727,80 724,90


166168 961795PT-245 30,00 31,00 31,00 31,00 32,00 31,00 31,00 30,00 30,00 31,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166168 961795PT-245 724,20 726,90 730,70 725,80 728,70 724,30 731,50 726,90 730,60 730,50


166168 961795PT-245 31,00 30,00 31,00 31,00 31,00 30,00 30,00 31,00 31,00 30,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166168 961795PT-245 727,60 729,00 727,00 726,20 725,80 732,00 731,60 724,60 729,10 727,70


166168 961795PT-245 31,00 31,00 31,00 31,00 30,00 31,00 30,00 31,00 31,00 30,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166168 961795PT-245 727,40 734,40 730,90 730,50 725,10 728,60 725,00 726,70 725,50 729,70


166168 961795PT-245 29,00 31,00 30,00 31,00 31,00 30,00 30,00 30,00 30,00 30,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166168 961795PT-245 725,70 729,00 725,30 727,50 727,20 726,40 730,50 725,80 725,10 723,30


166168 961795PT-245 31,00 30,00 31,00 29,00 30,00 30,00 31,00 30,00 31,00 30,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166168 961795PT-245 725,30 728,20 725,20 724,10 733,30 725,90 730,30 725,80 723,90 723,50


166168 961795PT-245 31,00 29,00 31,00 30,00 30,00 30,00 31,00 30,00 30,00 30,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166168 961795PT-245 731,10 731,90 724,40 732,00 725,30 728,70 724,60 723,90 729,70 728,70


166168 961795PT-245 30,00 30,00 30,00 30,00 30,00 30,00 31,00 31,00 30,00 30,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166168 961795PT-245 724,50 724,90 726,10 727,00 730,60 728,70 729,00 726,80 728,90 727,90


166168 961795PT-245 30,00 29,00 30,00 30,00 30,00 30,00 29,00 29,00 29,00 29,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166168 961795PT-245 731,70 726,00 730,90 732,10 731,50 728,70 728,70 730,90 725,70 723,10


166168 961795PT-245 30,00 30,00 30,00 30,00 30,00 31,00 30,00 30,00 30,00 30,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166168 961795PT-245 732,30 732,80 728,00 725,60 734,40 728,00 727,10 732,30 726,10 727,60


166168 961795PT-245 32,00 32,00 31,00 31,00 31,00 31,00 30,00 30,00 30,00 30,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504h


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% hard  * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9504 Test torque:


Torque graphs Machine Capability Study 80 %


30°
722,6 Nm


Value no. 1


Value no. 1
Graph


Torque / Time / Speed


Value no. 100
Graph


Torque / Angle / Speed
Graph


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.16
Potential Capability index = Cm 4.76


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 21.2602R 15.10T 101.16
x+3s 716.1951xmax 715.00USL 773.18
x-3s 694.9349xmin 699.90LSL 672.02
x 705.5650Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504g Char.Descr. VM1698-4 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 1024210 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 27.02.2019 15:38:59 to 27.02.2019 20:33:08


Rem. Tq. 80% soft * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 713,80 711,80 711,60 712,40 713,80 711,60 713,80 715,00 710,60 710,60


1024210 VM1698-4 355,75 341,25 346,25 341,00 344,00 339,75 336,25 346,75 340,25 336,25


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 712,80 711,00 710,00 707,30 708,10 702,70 706,50 705,10 705,30 708,60


1024210 VM1698-4 336,50 325,75 325,25 325,50 322,50 321,75 320,50 318,00 339,75 335,50


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 710,80 711,60 707,10 704,50 708,30 706,50 707,50 707,70 704,70 703,70


1024210 VM1698-4 338,50 336,00 340,25 341,00 341,25 334,00 336,00 344,50 331,00 328,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 702,50 704,30 703,50 708,30 699,90 707,30 705,30 707,30 706,70 705,30


1024210 VM1698-4 324,25 335,75 346,50 333,00 342,00 356,75 352,25 352,75 350,25 351,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 705,90 707,50 704,90 708,30 707,30 708,10 705,50 707,30 703,50 704,10


1024210 VM1698-4 350,50 350,25 353,50 355,50 351,00 356,50 352,25 358,50 349,25 357,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 704,30 708,80 704,50 705,30 699,90 703,30 707,90 702,90 702,90 702,70


1024210 VM1698-4 352,75 360,00 357,00 356,00 351,50 352,75 355,50 353,00 349,75 351,25


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 701,50 705,10 704,70 702,30 703,10 703,70 702,30 702,90 700,70 704,10


1024210 VM1698-4 346,25 344,75 356,00 353,00 352,00 345,00 349,00 352,75 351,75 357,75


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 703,90 702,90 700,70 700,10 700,30 700,90 704,30 705,90 705,50 702,30


1024210 VM1698-4 357,00 349,75 358,25 346,50 355,00 356,50 359,25 363,75 358,25 370,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 705,30 704,50 703,70 701,30 702,70 703,10 706,10 703,30 705,90 702,90


1024210 VM1698-4 355,25 350,25 357,00 355,25 356,25 353,25 359,75 357,75 357,75 359,25


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 703,50 703,50 701,10 702,10 701,10 702,90 704,70 705,70 705,50 700,30


1024210 VM1698-4 351,75 350,50 357,50 355,00 349,25 357,00 357,25 359,50 356,50 350,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A * 
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 16.29
Potential Capability index = Cm 16.72


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 6.0495R 5.60T 101.16
x+3s 726.9447xmax 728.20USL 773.18
x-3s 720.8953xmin 722.60LSL 672.02
x 723.9200Tm 722.60


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504g Char.Descr. 961795PT-245 Inspection Val. 722,60 50,58 USL 773,18


Serial No. 166168 Unit Nm -50,58 LSL 672,02


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 27.02.2019 15:38:58 to 27.02.2019 20:33:08


Rem. Tq. 80% soft * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166168 961795PT-245 724,90 723,60 723,40 726,40 725,30 723,40 724,70 724,10 724,60 724,70


166168 961795PT-245 351,00 339,00 345,00 341,00 341,00 337,00 333,00 342,00 340,00 335,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166168 961795PT-245 724,50 725,70 724,20 722,70 724,20 723,30 725,40 723,50 724,30 723,00


166168 961795PT-245 335,00 328,00 324,00 323,00 318,00 326,00 322,00 319,00 342,00 335,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166168 961795PT-245 724,80 722,80 723,00 723,80 724,40 725,00 722,70 724,50 722,60 722,90


166168 961795PT-245 339,00 337,00 341,00 342,00 342,00 334,00 336,00 343,00 331,00 328,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166168 961795PT-245 723,60 725,80 722,90 722,80 724,20 722,70 722,60 724,00 723,30 723,50


166168 961795PT-245 326,00 337,00 348,00 334,00 346,00 358,00 353,00 352,00 352,00 351,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166168 961795PT-245 722,90 723,50 723,10 723,30 724,40 722,90 722,70 723,50 723,20 723,50


166168 961795PT-245 353,00 353,00 353,00 356,00 353,00 357,00 353,00 360,00 351,00 359,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166168 961795PT-245 724,30 724,40 723,30 724,90 725,60 724,40 724,00 724,00 723,50 722,70


166168 961795PT-245 357,00 360,00 358,00 360,00 354,00 355,00 358,00 357,00 353,00 353,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166168 961795PT-245 723,40 723,30 727,10 723,00 724,90 723,30 724,60 723,50 723,30 725,40


166168 961795PT-245 352,00 348,00 360,00 355,00 356,00 351,00 355,00 356,00 353,00 360,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166168 961795PT-245 725,10 723,30 723,50 724,10 722,70 723,50 723,70 724,60 723,00 724,70


166168 961795PT-245 358,00 351,00 361,00 355,00 358,00 360,00 360,00 364,00 362,00 372,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166168 961795PT-245 724,70 723,60 724,80 723,00 724,50 723,20 723,90 723,20 724,70 724,10


166168 961795PT-245 362,00 356,00 359,00 367,00 360,00 353,00 360,00 360,00 363,00 360,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166168 961795PT-245 724,60 723,90 722,90 722,90 723,00 722,90 723,90 724,50 728,20 723,60


166168 961795PT-245 359,00 353,00 360,00 360,00 353,00 358,00 359,00 366,00 360,00 353,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504g


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 722,60
LSL 672,02
USL 773,18


Remark Tq. 80% soft  * +/-7% * Tq-Cal: 948 Nm * Cur-Cal: 23.865 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9504 Test torque:


Torque graphs Machine Capability Study 80 %


Value no. 1


360°
722,6 Nm


Graph


Value no. 1


Torque / Angle / Speed


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Graph
Torque / Time / Speed


Value no. 100
Graph
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Homologation of nutrunners


Annex 2
Document no: 004/2019
Date: Page 3 of 3


Machine Capability Study 100 %


Multi-stage tightening system Speed 50 rpm


Single-stage tightening system Speed 100 %


Manufacturer: Apex Tool Group Serial no:


Test torque: Tq max.


Hard joint (H) Nm / Revolution Angle degree 30°


Soft joint (L) Nm / Revolution Angle degree 360°


a) Tolerance down / up 790,50 - 790,50 -
Tolerance down / up 7 % 7 %
Average torque 874,64 Nm 840,86 Nm
Standard deviation 3,55 Nm 5,19 Nm
Torque scatter (99,73%) 21,28 Nm 31,15 Nm
Cm 5,59 3,82
Cmk 3,28 3,23


 


b) Min. Cm hard/soft (lowest value) 3,82
Min. Cmk hard/soft (lowest value) 3,23


Capability is reached if minimum Cmk value ≥1.67


Note:


909,50 Nm 909,50 Nm


40,0 %


125 rpm


Test sheet no. 4


5247,81


420,43


H L


850,00 Nm


04.03.2019


EA9504
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.28
Potential Capability index = Cm 5.59


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 21.2846R 16.20T 119.00
x+3s 885.2773xmax 883.80USL 909.50
x-3s 863.9927xmin 867.60LSL 790.50
x 874.6350Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504b Char.Descr. VM1698-4 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 1024210 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 27.02.2019 08:02:25 to 27.02.2019 08:30:05


Rem. Tq. 100% hard * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 872,20 875,30 880,30 872,40 871,40 876,90 873,90 874,30 872,80 877,90


1024210 VM1698-4 28,75 28,00 29,50 29,00 28,00 29,00 27,25 28,00 28,50 28,50


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 878,30 877,50 876,50 875,10 874,90 873,70 872,20 879,70 876,10 871,00


1024210 VM1698-4 27,75 27,75 28,25 27,50 27,50 28,25 29,00 28,75 28,50 29,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 874,70 874,50 875,10 870,40 878,50 879,90 874,30 873,70 870,60 877,90


1024210 VM1698-4 27,50 29,00 29,25 28,25 29,00 30,00 29,25 28,50 28,75 30,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 867,60 876,50 873,30 870,20 877,10 874,90 876,50 875,70 876,30 877,10


1024210 VM1698-4 28,25 28,75 29,25 28,50 29,00 31,00 30,00 30,00 31,00 30,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 877,70 876,30 877,10 872,80 873,50 873,20 874,30 881,10 873,50 870,20


1024210 VM1698-4 29,50 30,25 28,50 29,75 28,25 29,50 28,50 29,75 29,75 28,75


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 869,40 877,50 883,80 871,80 870,00 869,60 880,70 875,70 868,20 870,00


1024210 VM1698-4 30,00 30,00 31,00 28,75 29,50 28,75 30,25 29,00 28,75 29,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 877,30 873,50 874,50 875,10 869,80 873,30 877,30 870,80 871,40 870,80


1024210 VM1698-4 30,00 29,25 30,00 28,75 30,25 28,75 30,25 28,50 30,00 28,75


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 873,20 870,80 877,70 869,00 880,10 870,80 873,30 873,30 871,40 868,00


1024210 VM1698-4 30,50 28,75 29,75 28,75 31,50 29,25 29,00 29,50 28,75 30,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 878,30 873,70 877,30 873,90 876,50 880,10 883,40 872,60 869,80 873,50


1024210 VM1698-4 30,75 28,50 30,50 29,00 28,75 31,00 29,50 29,50 29,00 28,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 878,90 880,10 874,90 870,00 879,30 875,30 874,10 876,30 880,50 870,00


1024210 VM1698-4 30,25 30,75 28,50 29,50 30,00 27,75 28,50 29,00 28,75 28,50


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A * 
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 21.04
Potential Capability index = Cm 21.50


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 5.5339R 3.90T 119.00
x+3s 854.0400xmax 853.90USL 909.50
x-3s 848.5060xmin 850.00LSL 790.50
x 851.2730Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504b Char.Descr. 961795PT-245 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 166168 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 27.02.2019 08:02:26 to 27.02.2019 08:30:05


Rem. Tq. 100% hard * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166168 961795PT-245 850,60 852,30 850,40 850,00 850,00 851,10 851,10 850,80 850,20 851,50


166168 961795PT-245 28,00 27,00 28,00 28,00 27,00 28,00 27,00 27,00 28,00 28,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166168 961795PT-245 851,20 851,00 851,50 850,20 851,70 851,30 851,10 851,10 851,80 850,80


166168 961795PT-245 27,00 27,00 28,00 27,00 27,00 28,00 28,00 28,00 27,00 28,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166168 961795PT-245 850,10 850,20 852,20 851,00 851,80 850,60 853,00 852,00 850,80 853,10


166168 961795PT-245 27,00 28,00 29,00 28,00 28,00 29,00 29,00 28,00 28,00 29,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166168 961795PT-245 850,50 853,60 852,80 852,00 850,30 851,50 852,00 851,40 852,50 850,70


166168 961795PT-245 27,00 28,00 29,00 28,00 28,00 30,00 29,00 29,00 30,00 29,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166168 961795PT-245 851,20 851,80 851,70 851,00 851,00 852,40 850,20 850,80 852,50 851,90


166168 961795PT-245 29,00 29,00 28,00 29,00 28,00 29,00 28,00 29,00 29,00 28,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166168 961795PT-245 851,10 851,50 853,90 851,20 850,00 850,60 850,60 851,20 851,20 850,20


166168 961795PT-245 29,00 29,00 30,00 28,00 29,00 28,00 30,00 28,00 28,00 28,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166168 961795PT-245 850,20 850,70 852,10 850,00 851,50 850,50 850,70 850,10 851,00 850,00


166168 961795PT-245 29,00 29,00 29,00 28,00 30,00 28,00 29,00 28,00 29,00 28,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166168 961795PT-245 851,60 850,30 851,20 850,80 851,90 850,10 851,50 850,80 850,10 852,90


166168 961795PT-245 30,00 28,00 29,00 28,00 31,00 29,00 28,00 29,00 28,00 30,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166168 961795PT-245 853,30 851,20 852,20 850,10 851,20 851,50 853,10 851,20 850,10 852,40


166168 961795PT-245 30,00 28,00 30,00 28,00 28,00 30,00 29,00 29,00 28,00 28,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166168 961795PT-245 851,20 853,10 850,70 851,50 850,30 851,80 852,50 850,30 852,10 851,70


166168 961795PT-245 30,00 30,00 28,00 29,00 29,00 27,00 28,00 29,00 28,00 28,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504b


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% hard  * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9504 Test torque:


Torque / Time / Speed


Torque graphs Machine Capability Study 100 %


30°
850,0 Nm


Value no. 1
Graph


Torque / Angle / Speed


Value no. 1
Graph


Value no. 100
Graph


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.23
Potential Capability index = Cm 3.82


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 31.1543R 23.90T 119.00
x+3s 856.4351xmax 855.50USL 909.50
x-3s 825.2809xmin 831.60LSL 790.50
x 840.8580Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504a Char.Descr. VM1698-4 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 1024210 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 15:58:00 to 27.02.2019 07:55:28


Rem. Tq. 100% soft * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 831,60 835,90 838,70 838,50 842,50 841,70 841,90 838,10 837,10 838,10


1024210 VM1698-4 366,50 368,75 374,00 379,50 401,50 390,75 400,75 400,50 406,00 408,75


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 835,90 840,70 843,30 842,70 841,10 839,10 840,70 839,50 841,10 833,20


1024210 VM1698-4 406,25 396,75 395,75 394,00 399,50 403,00 416,50 395,75 406,00 417,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 837,50 845,80 834,50 842,70 839,50 842,70 843,10 840,70 847,20 840,70


1024210 VM1698-4 421,50 408,50 412,25 429,25 409,75 447,00 404,25 442,00 413,00 451,25


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 841,90 837,50 842,50 835,30 844,80 840,10 840,90 839,50 841,90 843,90


1024210 VM1698-4 416,50 438,25 428,25 446,00 430,00 440,75 431,50 444,50 430,00 444,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 832,00 842,70 842,10 834,70 840,70 843,90 844,40 836,50 838,10 839,30


1024210 VM1698-4 458,25 435,50 435,50 442,50 442,00 436,25 443,50 443,00 443,00 433,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 844,40 832,20 833,20 843,90 842,50 841,10 832,80 836,10 839,10 833,80


1024210 VM1698-4 444,00 451,50 434,75 439,50 423,75 443,00 453,00 424,25 415,00 433,25


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 832,40 835,90 838,90 833,80 835,30 838,50 839,70 836,10 837,70 840,70


1024210 VM1698-4 426,50 424,25 431,75 436,25 421,00 418,50 429,25 439,25 416,25 419,25


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 835,90 839,70 838,70 835,90 838,90 842,50 837,90 837,30 835,90 835,90


1024210 VM1698-4 420,25 410,50 402,75 420,50 403,50 401,25 418,00 404,50 405,25 390,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 840,90 837,90 840,90 846,40 845,40 848,40 849,80 852,80 849,40 845,80


1024210 VM1698-4 409,25 395,75 386,75 389,50 397,25 402,00 395,75 394,25 412,25 408,75


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 853,20 855,50 847,60 846,60 850,00 848,20 851,60 850,40 850,00 849,80


1024210 VM1698-4 396,75 400,50 407,50 409,75 390,25 391,25 409,75 392,50 384,75 395,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A * 


Page
2 2/


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9504aM.DFD


SN: EA9504  Page 43 of 67







790
800
810
820
830
840
850
860
870
880
890
900
910


96
17


95
P


T
-2


45
 [N


m
] →


0 10 20 30 40 50 60 70 80 90 100
Value No. →


 LSL 


 USL 


 x  x-3s  x+3s 


0


5


10


15


20


25


A
bs


ol
ut


e 
fr


eq
ue


nc
y 


→


800 820 840 860 880 900
961795PT-245 [Nm]  ND →


0


5


10


15


20


25


R
el


at
iv


e 
fr


eq
ue


nc
y 


 [%
]  →


LSL USLx
x-3sx+3s


0,001


0,1


5


30


70


95


99,5


99,99


P
 [%


] →


790 800 810 820 830 840 850 860 870 880 890 900 910
961795PT-245 [Nm]  ND →


0,001


0,1


5


30


70


95


99,5


99,99


1-
P


 [%
]


 ←


LSL USLx
x-3sx+3s


APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 33.16
Potential Capability index = Cm 33.63


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 3.5390R 3.00T 119.00
x+3s 852.5935xmax 853.00USL 909.50
x-3s 849.0545xmin 850.00LSL 790.50
x 850.8240Tm 850.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504a Char.Descr. 961795PT-245 Inspection Val. 850,00 59,50 USL 909,50


Serial No. 166168 Unit Nm -59,50 LSL 790,50


Char.Type variable Tolerance value 7 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 26.02.2019 15:58:00 to 27.02.2019 07:55:29


Rem. Tq. 100% soft * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166168 961795PT-245 851,10 851,80 851,60 850,90 850,40 850,30 851,20 851,20 850,10 850,50


166168 961795PT-245 351,00 359,00 360,00 365,00 377,00 374,00 380,00 386,00 391,00 390,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166168 961795PT-245 850,30 851,30 851,40 850,40 851,70 850,20 850,30 850,10 851,80 850,50


166168 961795PT-245 380,00 382,00 383,00 380,00 384,00 389,00 407,00 383,00 393,00 406,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166168 961795PT-245 851,00 850,90 850,70 850,10 851,00 850,80 850,60 850,60 851,90 850,90


166168 961795PT-245 405,00 395,00 399,00 409,00 397,00 426,00 389,00 423,00 400,00 403,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166168 961795PT-245 851,30 851,00 850,50 851,70 850,40 852,00 851,00 850,70 850,00 850,00


166168 961795PT-245 414,00 420,00 426,00 416,00 430,00 414,00 427,00 420,00 415,00 431,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166168 961795PT-245 851,00 850,90 851,00 850,50 851,20 850,70 852,00 850,70 850,10 850,40


166168 961795PT-245 423,00 425,00 425,00 423,00 423,00 419,00 426,00 409,00 427,00 416,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166168 961795PT-245 850,20 850,40 850,70 850,30 851,00 852,00 850,80 851,10 850,30 850,30


166168 961795PT-245 407,00 419,00 412,00 415,00 416,00 410,00 409,00 414,00 430,00 400,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166168 961795PT-245 851,10 850,50 850,20 851,10 850,10 851,00 851,80 851,30 850,20 850,60


166168 961795PT-245 404,00 410,00 395,00 393,00 406,00 395,00 388,00 402,00 393,00 395,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166168 961795PT-245 850,80 851,30 850,40 850,60 850,20 850,60 850,00 851,20 850,80 853,00


166168 961795PT-245 378,00 395,00 383,00 376,00 388,00 369,00 382,00 369,00 380,00 368,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166168 961795PT-245 851,30 850,50 850,40 850,70 850,10 851,30 850,10 851,80 851,00 851,10


166168 961795PT-245 377,00 360,00 367,00 374,00 385,00 383,00 380,00 383,00 397,00 391,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166168 961795PT-245 850,40 852,30 850,20 850,20 850,30 850,40 850,90 851,40 850,80 850,60


166168 961795PT-245 382,00 387,00 391,00 393,00 376,00 378,00 390,00 375,00 372,00 384,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 27.02.2019


Ser.No. EA9504a


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 850,00
LSL 790,50
USL 909,50


Remark Tq. 100% soft  * +/-7% * Tq-Cal: 920 Nm * Cur-Cal: 21.032 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Angle degree:
Serial no: EA9504 Test torque: 850,0 Nm


Torque graphs Machine Capability Study 100 %


360°


Value no. 100
Graph


Value no. 1
Graph


Torque / Angle / Speed


Torque / Angle / Speed


Value no. 100
Graph


Torque / Time / Speed


Value no. 1
Graph


Torque / Time / Speed


SN: EA9504  Page 47 of 67







Homologation of nutrunners


Annex 3
Document no: 004/2019
Date: Page 1 of 2


General Specifications


Manufacturer: Apex Tool Group Tool type: Inline Tool


Model: 70ESN850SD8 Serial no:


Torque range:


Snugfit value: Torque tolerance ± 7 %


Target torque: Tolerance: 3,01 %  1,50 %


Angle degree: 40° Tolerance: 3,6°  1,8°


Formula derivation:


+ -
0 0-25°


04.03.2019


EA9504


Tool without angle correction


213 Nm to 850 Nm


170 Nm


For measurements, the screwdriver must be held by hand and alternately moved.
In the column  "Move +", the angle range in the screw direction,
In the column "Move -" of the direction opposite the direction of tightening,
within this range, the tool has to be moved.
Pay attention to changing angle values and directions of movement.
The indicated maximum values for "Move +" and "Move -" 
have per measurement series minimum 5 times.


Difference evaluation:  Reference/Tool at 40° / 60 %


Capability examination


510 Nm


Move Test conditions


Tool hand held
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Measurement


No. Torque Angle Torque Angle Torque Angle


1 502,50 41,00 507,90 40,50 5,40 0,50
2 503,00 41,00 505,10 40,00 2,10 1,00
3 522,00 41,00 520,00 40,25 2,00 0,75
4 522,40 41,00 519,60 40,25 2,80 0,75
5 504,10 41,00 502,00 39,50 2,10 1,50
6 512,50 41,00 511,70 40,00 0,80 1,00
7 509,40 41,00 509,90 39,75 0,50 1,25
8 520,90 41,00 518,80 40,25 2,10 0,75
9 519,20 41,00 517,60 39,75 1,60 1,25


10 504,50 41,00 504,70 39,75 0,20 1,25
11 509,00 41,00 510,10 40,25 1,10 0,75
12 512,00 41,00 508,30 40,25 3,70 0,75
13 520,50 41,00 519,60 40,75 0,90 0,25
14 506,40 41,00 509,30 39,75 2,90 1,25
15 511,70 41,00 509,90 40,00 1,80 1,00
16 521,80 41,00 519,60 40,00 2,20 1,00
17 511,40 41,00 512,50 39,50 1,10 1,50
18 519,80 41,00 521,80 39,50 2,00 1,50
19 508,50 41,00 510,90 39,75 2,40 1,25
20 506,60 41,00 506,10 40,25 0,50 0,75
21 515,20 41,00 513,10 40,00 2,10 1,00
22 519,90 41,00 516,80 40,25 3,10 0,75
23 526,30 41,00 523,80 40,25 2,50 0,75
24 517,10 41,00 519,00 41,00 1,90 0,00
25 520,30 41,00 516,20 40,25 4,10 0,75
26 518,70 41,00 515,20 40,00 3,50 1,00
27 517,00 41,00 517,60 40,50 0,60 0,50
28 521,00 41,00 519,60 39,75 1,40 1,25
29 523,10 41,00 524,00 40,25 0,90 0,75
30 522,50 41,00 523,80 40,75 1,30 0,25
31 523,00 41,00 524,70 40,25 1,70 0,75
32 510,60 41,00 509,70 39,75 0,90 1,25
33 508,40 41,00 507,50 39,75 0,90 1,25
34 508,10 41,00 507,70 40,00 0,40 1,00
35 504,50 41,00 511,10 40,50 6,60 0,50
36 518,70 41,00 516,20 40,25 2,50 0,75
37 520,00 41,00 522,60 40,50 2,60 0,50
38 527,80 41,00 521,00 40,25 6,80 0,75
39 508,70 41,00 507,50 39,75 1,20 1,25
40 515,30 41,00 512,90 40,25 2,40 0,75
41 518,30 41,00 515,40 40,50 2,90 0,50
42 524,40 41,00 522,80 40,25 1,60 0,75
43 517,00 41,00 518,00 40,50 1,00 0,50
44 524,00 41,00 522,80 40,25 1,20 0,75
45 509,90 41,00 510,50 40,00 0,60 1,00
46 515,70 41,00 513,90 39,75 1,80 1,25
47 513,60 41,00 509,70 39,75 3,90 1,25
48 501,80 41,00 504,00 39,75 2,20 1,25
49 514,30 41,00 514,40 40,50 0,10 0,50
50 521,10 41,00 522,20 40,25 1,10 0,75
51 523,90 41,00 520,20 40,75 3,70 0,25
52 523,10 41,00 518,40 40,50 4,70 0,50
53 524,20 41,00 522,80 40,50 1,40 0,50
54 520,40 41,00 520,60 40,50 0,20 0,50
55 511,00 41,00 508,50 39,25 2,50 1,75
56 520,90 41,00 515,40 39,75 5,50 1,25
57 528,80 41,00 528,30 40,50 0,50 0,50
58 529,50 41,00 527,90 40,50 1,60 0,50
59 508,80 41,00 508,90 39,50 0,10 1,50
60 522,40 41,00 518,20 40,25 4,20 0,75
61 522,20 41,00 522,60 40,25 0,40 0,75
62 519,20 41,00 518,40 40,25 0,80 0,75
63 520,20 41,00 515,60 39,50 4,60 1,50
64 509,60 41,00 505,30 40,00 4,30 1,00
65 519,00 41,00 516,00 40,00 3,00 1,00
66 514,10 41,00 517,00 40,25 2,90 0,75
67 516,00 41,00 521,20 40,00 5,20 1,00
68 520,80 41,00 518,20 40,00 2,60 1,00
69 517,50 41,00 516,80 40,25 0,70 0,75
70 528,70 41,00 525,70 40,25 3,00 0,75
71 523,20 41,00 521,60 39,75 1,60 1,25
72 515,70 41,00 516,80 39,75 1,10 1,25
73 516,00 41,00 515,40 40,50 0,60 0,50
74 510,00 41,00 506,50 39,75 3,50 1,25
75 508,10 41,00 501,20 39,75 6,90 1,25
76 510,60 41,00 507,50 39,75 3,10 1,25
77 505,30 41,00 508,70 39,50 3,40 1,50
78 518,60 41,00 516,60 40,75 2,00 0,25
79 515,80 41,00 518,80 40,00 3,00 1,00
80 520,80 41,00 521,20 40,25 0,40 0,75
81 522,50 41,00 523,60 40,25 1,10 0,75
82 525,30 41,00 521,40 40,25 3,90 0,75
83 519,20 41,00 517,80 39,25 1,40 1,75
84 512,80 41,00 509,30 40,00 3,50 1,00
85 518,20 41,00 516,40 40,50 1,80 0,50
86 500,60 41,00 500,00 39,75 0,60 1,25
87 513,60 41,00 512,30 40,50 1,30 0,50
88 513,70 41,00 516,60 40,25 2,90 0,75
89 521,60 41,00 519,20 40,50 2,40 0,50
90 516,60 41,00 516,20 40,00 0,40 1,00
91 508,10 41,00 504,00 39,75 4,10 1,25
92 510,90 41,00 508,70 39,75 2,20 1,25
93 511,10 41,00 511,90 40,00 0,80 1,00
94 509,30 41,00 507,70 40,25 1,60 0,75
95 514,50 41,00 511,10 40,00 3,40 1,00
96 509,70 41,00 507,70 39,75 2,00 1,25
97 514,20 41,00 512,50 40,25 1,70 0,75
98 502,00 41,00 502,80 39,25 0,80 1,75
99 515,30 41,00 516,80 40,00 1,50 1,00
100 518,60 41,00 518,60 40,00 0,00 1,00


Standard deviation: 1,531 0,361


Tool data Control data Difference


SN: EA9504  Page 49 of 67







Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9504


Target torque: 60 % of max. torque


Angle degree: Tool without angle correction


Graphical representation
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 4.54
Potential Capability index = Cm 4.62


Calculation method M11,4   σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 2.1661R 1.75T 10.00
x+3s 41.1680xmax 41.00USL 45.00
x-3s 39.0020xmin 39.25LSL 35.00
x 40.0850Tm 40.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504k Char.Descr. VM1698-4 Inspection Val. 40,00 5,00 USL 45,00


Serial No. 1024210 Unit Grad -5,00 LSL 35,00


Char.Type variable Tolerance value 12 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 08:41:27 to 28.02.2019 09:00:55


Rem. Tq. 60% Angle 40° * +/-5° * Tq-Cal: 930 Nm * Cur-Cal: 21.837 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9504kM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 507,90 505,10 520,00 519,60 502,00 511,70 509,90 518,80 517,60 504,70


1024210 VM1698-4 40,50 40,00 40,25 40,25 39,50 40,00 39,75 40,25 39,75 39,75


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 510,10 508,30 519,60 509,30 509,90 519,60 512,50 521,80 510,90 506,10


1024210 VM1698-4 40,25 40,25 40,75 39,75 40,00 40,00 39,50 39,50 39,75 40,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 513,10 516,80 523,80 519,00 516,20 515,20 517,60 519,60 524,00 523,80


1024210 VM1698-4 40,00 40,25 40,25 41,00 40,25 40,00 40,50 39,75 40,25 40,75


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 524,70 509,70 507,50 507,70 511,10 516,20 522,60 521,00 507,50 512,90


1024210 VM1698-4 40,25 39,75 39,75 40,00 40,50 40,25 40,50 40,25 39,75 40,25


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 515,40 522,80 518,00 522,80 510,50 513,90 509,70 504,00 514,40 522,20


1024210 VM1698-4 40,50 40,25 40,50 40,25 40,00 39,75 39,75 39,75 40,50 40,25


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 520,20 518,40 522,80 520,60 508,50 515,40 528,30 527,90 508,90 518,20


1024210 VM1698-4 40,75 40,50 40,50 40,50 39,25 39,75 40,50 40,50 39,50 40,25


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 522,60 518,40 515,60 505,30 516,00 517,00 521,20 518,20 516,80 525,70


1024210 VM1698-4 40,25 40,25 39,50 40,00 40,00 40,25 40,00 40,00 40,25 40,25


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 521,60 516,80 515,40 506,50 501,20 507,50 508,70 516,60 518,80 521,20


1024210 VM1698-4 39,75 39,75 40,50 39,75 39,75 39,75 39,50 40,75 40,00 40,25


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 513,55
LSL 398,08
USL 635,40


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 930 Nm *  Cur-Cal: 21.837 Nm/A * 


Page
1 2/
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 523,60 521,40 517,80 509,30 516,40 500,00 512,30 516,60 519,20 516,20


1024210 VM1698-4 40,25 40,25 39,25 40,00 40,50 39,75 40,50 40,25 40,50 40,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 504,00 508,70 511,90 507,70 511,10 507,70 512,50 502,80 516,80 518,60


1024210 VM1698-4 39,75 39,75 40,00 40,25 40,00 39,75 40,25 39,25 40,00 40,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 513,55
LSL 398,08
USL 635,40


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 930 Nm *  Cur-Cal: 21.837 Nm/A * 


Page
2 2/
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APEX VDI/VDE 2647 V0.1
--- R = 0 ---


n tot 100
neff 100
n  <LSL 0
n  >USL 0
n<T> 100
R 0.00T 10.00
xmax 41.00USL 45.00
xmin 41.00LSL 35.00


x 41.0000Tm 40.00
StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504k Char.Descr. 961795PT-245 Inspection Val. 40,00 5,00 USL 45,00


Serial No. 166168 Unit Grad -5,00 LSL 35,00


Char.Type variable Tolerance value 12 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 08:41:27 to 28.02.2019 09:00:54


Rem. Tq. 60% Angle 40° * +/-5° * Tq-Cal: 930 Nm * Cur-Cal: 21.837 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9504k1.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166168 961795PT-245 502,50 503,00 522,00 522,40 504,10 512,50 509,40 520,90 519,20 504,50


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166168 961795PT-245 509,00 512,00 520,50 506,40 511,70 521,80 511,40 519,80 508,50 506,60


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166168 961795PT-245 515,20 519,90 526,30 517,10 520,30 518,70 517,00 521,00 523,10 522,50


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166168 961795PT-245 523,00 510,60 508,40 508,10 504,50 518,70 520,00 527,80 508,70 515,30


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166168 961795PT-245 518,30 524,40 517,00 524,00 509,90 515,70 513,60 501,80 514,30 521,10


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166168 961795PT-245 523,90 523,10 524,20 520,40 511,00 520,90 528,80 529,50 508,80 522,40


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166168 961795PT-245 522,20 519,20 520,20 509,60 519,00 514,10 516,00 520,80 517,50 528,70


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166168 961795PT-245 523,20 515,70 516,00 510,00 508,10 510,60 505,30 518,60 515,80 520,80


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 264,75
LSL 0,00
USL 635,40


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 930 Nm *  Cur-Cal: 21.837 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166168 961795PT-245 522,50 525,30 519,20 512,80 518,20 500,60 513,60 513,70 521,60 516,60


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166168 961795PT-245 508,10 510,90 511,10 509,30 514,50 509,70 514,20 502,00 515,30 518,60


166168 961795PT-245 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00 41,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504k


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 264,75
LSL 0,00
USL 635,40


Remark Tq. 60% Angle 40°  * +/-5° * Tq-Cal: 930 Nm *  Cur-Cal: 21.837 Nm/A * 


Page
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9504
Target torque: 60 % of max. torque
Angle degree: Tool without angle correction


Value no. 1
Graph


Torque / Angle / Speed


Torque graphs


Value no. 1
Graph


Torque / Time / Speed


Value no. 100


Graph
Torque / Time / Speed


Graph
Torque / Angle / Speed


Value no. 100


40°
510,0 Nm
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Homologation of nutrunners


Annex 3
Document no: 004/2019
Date: Page 2 of 2


General Specifications


Manufacturer: Apex Tool Group Tool type: Inline Tool


Model: 70ESN850SD8 Serial no:


Torque range:


Snugfit value: Torque tolerance ± 7 %


Target torque: Tolerance: 5,91 %  2,96 %


Angle degree: 180° Tolerance: 7,9°  4,0°


Formula derivation:


+ -
0-25° 0-45°


04.03.2019


EA9504


Tool without angle correction


For measurements, the screwdriver must be held by hand and alternately moved.
In the column  "Move +", the angle range in the screw direction,
In the column "Move -" of the direction opposite the direction of tightening,
within this range, the tool has to be moved.
Pay attention to changing angle values and directions of movement.
The indicated maximum values for "Move +" and "Move -" 
have per measurement series minimum 5 times.


213 Nm to 850 Nm


170 Nm


Difference evaluation:  Reference/Tool  at 180 ° / 80%


Capability examination


680 Nm


Move Test conditions


Tool hand held
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Measurement


No. Torque Angle Torque Angle Torque Angle


1 680,50 180,00 677,60 179,50 2,90 0,50
2 697,20 180,00 699,70 179,75 2,50 0,25
3 683,50 180,00 684,90 179,75 1,40 0,25
4 671,60 180,00 669,50 179,00 2,10 1,00
5 706,50 180,00 699,70 179,75 6,80 0,25
6 704,50 180,00 701,30 178,75 3,20 1,25
7 681,80 180,00 675,60 178,75 6,20 1,25
8 711,70 180,00 700,90 179,25 10,80 0,75
9 712,50 180,00 702,90 178,25 9,60 1,75


10 680,90 180,00 678,20 179,50 2,70 0,50
11 715,50 180,00 707,50 179,25 8,00 0,75
12 701,20 180,00 690,80 178,00 10,40 2,00
13 670,40 180,00 668,90 178,75 1,50 1,25
14 704,70 180,00 697,20 178,50 7,50 1,50
15 712,70 180,00 704,30 177,75 8,40 2,25
16 679,90 180,00 671,80 178,75 8,10 1,25
17 723,80 180,00 715,00 179,50 8,80 0,50
18 702,70 180,00 697,20 178,25 5,50 1,75
19 673,50 180,00 660,90 177,75 12,60 2,25
20 697,60 180,00 682,10 177,25 15,50 2,75
21 703,00 180,00 694,00 177,00 9,00 3,00
22 672,90 180,00 662,10 178,50 10,80 1,50
23 688,60 180,00 682,10 177,75 6,50 2,25
24 709,90 180,00 694,80 177,25 15,10 2,75
25 665,50 180,00 671,80 177,75 6,30 2,25
26 685,60 180,00 672,00 178,25 13,60 1,75
27 703,30 180,00 698,90 178,50 4,40 1,50
28 704,80 180,00 689,60 177,00 15,20 3,00
29 672,40 180,00 666,70 179,00 5,70 1,00
30 685,80 180,00 679,00 178,25 6,80 1,75
31 707,60 180,00 708,30 179,00 0,70 1,00
32 693,20 180,00 688,90 180,00 4,30 0,00
33 663,50 180,00 666,50 179,50 3,00 0,50
34 687,40 180,00 691,80 179,75 4,40 0,25
35 698,50 180,00 702,90 179,00 4,40 1,00
36 679,60 180,00 677,20 179,25 2,40 0,75
37 669,60 180,00 667,90 179,75 1,70 0,25
38 685,20 180,00 697,00 180,50 11,80 0,50
39 701,10 180,00 703,90 178,50 2,80 1,50
40 675,50 180,00 668,30 178,50 7,20 1,50
41 703,70 180,00 703,30 179,00 0,40 1,00
42 703,20 180,00 699,90 179,25 3,30 0,75
43 666,90 180,00 656,40 179,00 10,50 1,00
44 687,30 180,00 683,70 178,75 3,60 1,25
45 702,90 180,00 690,60 178,75 12,30 1,25
46 667,00 180,00 658,40 178,25 8,60 1,75
47 701,90 180,00 697,00 179,25 4,90 0,75
48 683,70 180,00 680,10 177,00 3,60 3,00
49 660,00 180,00 657,00 178,75 3,00 1,25
50 687,80 180,00 688,70 178,75 0,90 1,25
51 692,00 180,00 687,50 177,75 4,50 2,25
52 664,60 180,00 659,60 179,25 5,00 0,75
53 697,10 180,00 695,60 179,25 1,50 0,75
54 694,10 180,00 691,40 178,25 2,70 1,75
55 661,80 180,00 658,20 179,75 3,60 0,25
56 668,10 180,00 669,30 178,25 1,20 1,75
57 695,90 180,00 696,60 177,75 0,70 2,25
58 672,50 180,00 675,00 178,25 2,50 1,75
59 667,70 180,00 655,60 179,00 12,10 1,00
60 674,30 180,00 665,50 177,25 8,80 2,75
61 685,00 180,00 691,20 178,75 6,20 1,25
62 679,90 180,00 676,00 177,75 3,90 2,25
63 698,80 180,00 694,80 178,00 4,00 2,00
64 669,40 180,00 661,30 178,75 8,10 1,25
65 694,90 180,00 684,30 179,00 10,60 1,00
66 696,10 180,00 692,00 179,25 4,10 0,75
67 670,80 180,00 665,70 178,75 5,10 1,25
68 685,70 180,00 683,50 179,25 2,20 0,75
69 699,90 180,00 690,60 177,75 9,30 2,25
70 665,00 180,00 660,50 180,75 4,50 0,75
71 691,90 180,00 689,60 179,00 2,30 1,00
72 698,50 180,00 688,30 178,75 10,20 1,25
73 669,00 180,00 660,50 178,25 8,50 1,75
74 713,00 180,00 697,80 179,00 15,20 1,00
75 704,60 180,00 693,00 177,75 11,60 2,25
76 663,30 180,00 655,60 179,00 7,70 1,00
77 696,30 180,00 689,20 179,25 7,10 0,75
78 705,20 180,00 690,60 177,50 14,60 2,50
79 669,70 180,00 663,90 179,00 5,80 1,00
80 690,10 180,00 689,80 180,00 0,30 0,00
81 682,80 180,00 681,10 176,75 1,70 3,25
82 665,00 180,00 653,20 178,75 11,80 1,25
83 699,90 180,00 685,50 179,50 14,40 0,50
84 696,20 180,00 687,90 178,25 8,30 1,75
85 667,50 180,00 662,70 179,50 4,80 0,50
86 690,90 180,00 688,70 179,25 2,20 0,75
87 693,20 180,00 679,70 176,50 13,50 3,50
88 659,50 180,00 656,40 178,50 3,10 1,50
89 674,60 180,00 673,80 178,75 0,80 1,25
90 695,20 180,00 689,00 177,50 6,20 2,50
91 667,60 180,00 660,90 179,25 6,70 0,75
92 697,40 180,00 696,00 179,50 1,40 0,50
93 683,70 180,00 680,70 178,50 3,00 1,50
94 655,30 180,00 650,10 178,75 5,20 1,25
95 688,30 180,00 682,50 180,00 5,80 0,00
96 698,70 180,00 690,60 178,00 8,10 2,00
97 663,50 180,00 656,40 178,75 7,10 1,25
98 696,40 180,00 688,50 180,00 7,90 0,00
99 680,60 180,00 675,40 179,00 5,20 1,00
100 661,90 180,00 655,20 178,75 6,70 1,25


Standard deviation: 4,014 0,791


Tool data Control data Difference
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9504


Target torque: 80 % of max. torque


Angle degree: Tool without angle correction


Graphical representation
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APEX VDI/VDE 2647 V0.1
The requirements were met (Cm,Cmk )


Critical  capability index = Cmk 3.48
Potential Capability index = Cm 4.01


Calculation method M11,4 σ̂ = s tot


Model distribution Normal Distribution


n tot 100
neff 100


p<LSL 0.00000%n  <LSL 0
p>USL 0.00000%n  >USL 0
p<T> 100.00000 %n<T> 100
6s 4.9922R 4.25T 20.00
x+3s 181.1936xmax 180.75USL 190.00
x-3s 176.2014xmin 176.50LSL 170.00
x 178.6975Tm 180.00


StatisticsCollected ValuesDrawing Values


Machine Capability Study
Control System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504l Char.Descr. VM1698-4 Inspection Val. 180,00 10,00 USL 190,00


Serial No. 1024210 Unit Grad -10,00 LSL 170,00


Char.Type variable Tolerance value 6 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 09:22:24 to 28.02.2019 09:47:59


Rem. Tq. 80% Angle 180° * +/-10° * Tq-Cal: 910 Nm * Cur-Cal: 21.501 Nm/A *


Apex Tool Group GmbH \\htwe0006\AppData\QW\QWE\MessWert\2019\EA9504lM.DFD
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


1024210 VM1698-4 677,60 699,70 684,90 669,50 699,70 701,30 675,60 700,90 702,90 678,20


1024210 VM1698-4 179,50 179,75 179,75 179,00 179,75 178,75 178,75 179,25 178,25 179,50


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


1024210 VM1698-4 707,50 690,80 668,90 697,20 704,30 671,80 715,00 697,20 660,90 682,10


1024210 VM1698-4 179,25 178,00 178,75 178,50 177,75 178,75 179,50 178,25 177,75 177,25


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


1024210 VM1698-4 694,00 662,10 682,10 694,80 671,80 672,00 698,90 689,60 666,70 679,00


1024210 VM1698-4 177,00 178,50 177,75 177,25 177,75 178,25 178,50 177,00 179,00 178,25


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


1024210 VM1698-4 708,30 688,90 666,50 691,80 702,90 677,20 667,90 697,00 703,90 668,30


1024210 VM1698-4 179,00 180,00 179,50 179,75 179,00 179,25 179,75 180,50 178,50 178,50


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


1024210 VM1698-4 703,30 699,90 656,40 683,70 690,60 658,40 697,00 680,10 657,00 688,70


1024210 VM1698-4 179,00 179,25 179,00 178,75 178,75 178,25 179,25 177,00 178,75 178,75


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


1024210 VM1698-4 687,50 659,60 695,60 691,40 658,20 669,30 696,60 675,00 655,60 665,50


1024210 VM1698-4 177,75 179,25 179,25 178,25 179,75 178,25 177,75 178,25 179,00 177,25


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


1024210 VM1698-4 691,20 676,00 694,80 661,30 684,30 692,00 665,70 683,50 690,60 660,50


1024210 VM1698-4 178,75 177,75 178,00 178,75 179,00 179,25 178,75 179,25 177,75 180,75


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


1024210 VM1698-4 689,60 688,30 660,50 697,80 693,00 655,60 689,20 690,60 663,90 689,80


1024210 VM1698-4 179,00 178,75 178,25 179,00 177,75 179,00 179,25 177,50 179,00 180,00


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 688,90
LSL 520,08
USL 873,24


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 910 Nm  * Cur-Cal: 21.501 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


1024210 VM1698-4 681,10 653,20 685,50 687,90 662,70 688,70 679,70 656,40 673,80 689,00


1024210 VM1698-4 176,75 178,75 179,50 178,25 179,50 179,25 176,50 178,50 178,75 177,50


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


1024210 VM1698-4 660,90 696,00 680,70 650,10 682,50 690,60 656,40 688,50 675,40 655,20


1024210 VM1698-4 179,25 179,50 178,50 178,75 180,00 178,00 178,75 180,00 179,00 178,75


Machine Capability Study
Control System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. VM1698-4


Ser.No. 1024210


Inspection Val. 688,90
LSL 520,08
USL 873,24


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 910 Nm  * Cur-Cal: 21.501 Nm/A * 


Page
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APEX VDI/VDE 2647 V0.1
--- R = 0 ---


n tot 100
neff 100
n  <LSL 0
n  >USL 0
n<T> 100
R 0.00T 20.00
xmax 180.00USL 190.00
xmin 180.00LSL 170.00


x 180.0000Tm 180.00
StatisticsCollected ValuesDrawing Values


Machine Capability Study
Tool System


Page 1 1/


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ord. No. 70ESN850SD8 Part type 70ESN850SD8 Contr.item yes


Serial No. EA9504l Char.Descr. 961795PT-245 Inspection Val. 180,00 10,00 USL 190,00


Serial No. 166168 Unit Grad -10,00 LSL 170,00


Char.Type variable Tolerance value 6 % Decimal Pl. 2


Cust.Name Homologation Reference System VM1698-4 Test Electronic MPRO400GCD-P


Contr.No. 816Lab Reference Transducer 1000 / 1030939 nges. 100


Evaluation from 28.02.2019 09:22:24 to 28.02.2019 09:47:59


Rem. Tq. 80% Angle 180° * +/-10° * Tq-Cal: 910 Nm * Cur-Cal: 21.501 Nm/A *
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Char.No. Char.Descr. x1 x2 x3 x4 x5 x6 x7 x8 x9 x10


166168 961795PT-245 680,50 697,20 683,50 671,60 706,50 704,50 681,80 711,70 712,50 680,90


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x11 x12 x13 x14 x15 x16 x17 x18 x19 x20


166168 961795PT-245 715,50 701,20 670,40 704,70 712,70 679,90 723,80 702,70 673,50 697,60


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x21 x22 x23 x24 x25 x26 x27 x28 x29 x30


166168 961795PT-245 703,00 672,90 688,60 709,90 665,50 685,60 703,30 704,80 672,40 685,80


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x31 x32 x33 x34 x35 x36 x37 x38 x39 x40


166168 961795PT-245 707,60 693,20 663,50 687,40 698,50 679,60 669,60 685,20 701,10 675,50


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x41 x42 x43 x44 x45 x46 x47 x48 x49 x50


166168 961795PT-245 703,70 703,20 666,90 687,30 702,90 667,00 701,90 683,70 660,00 687,80


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x51 x52 x53 x54 x55 x56 x57 x58 x59 x60


166168 961795PT-245 692,00 664,60 697,10 694,10 661,80 668,10 695,90 672,50 667,70 674,30


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x61 x62 x63 x64 x65 x66 x67 x68 x69 x70


166168 961795PT-245 685,00 679,90 698,80 669,40 694,90 696,10 670,80 685,70 699,90 665,00


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x71 x72 x73 x74 x75 x76 x77 x78 x79 x80


166168 961795PT-245 691,90 698,50 669,00 713,00 704,60 663,30 696,30 705,20 669,70 690,10


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 363,85
LSL 0,00
USL 873,24


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 910 Nm  * Cur-Cal: 21.501 Nm/A * 
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Char.No. Char.Descr. x81 x82 x83 x84 x85 x86 x87 x88 x89 x90


166168 961795PT-245 682,80 665,00 699,90 696,20 667,50 690,90 693,20 659,50 674,60 695,20


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Char.No. Char.Descr. x91 x92 x93 x94 x95 x96 x97 x98 x99 x100


166168 961795PT-245 667,60 697,40 683,70 655,30 688,30 698,70 663,50 696,40 680,60 661,90


166168 961795PT-245 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00 180,00


Machine Capability Study
Tool System


Plant ATG Westhausen Operator Name Czapla Date 28.02.2019


Ser.No. EA9504l


Type 70ESN850SD8


Ord. No. 70ESN850SD8


Characteristic


Char.Descr. 961795PT-245


Ser.No. 166168


Inspection Val. 363,85
LSL 0,00
USL 873,24


Remark Tq. 80% Angle 180°  * +/-10° * Tq-Cal: 910 Nm  * Cur-Cal: 21.501 Nm/A * 
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Homologation of nutrunners


Model: 70ESN850SD8 Serial no: EA9504
Target torque: 80 % of max. torque
Angle degree: Tool without angle correction


Torque graphs


180°
680,0 Nm


Value no. 1
Graph
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Graph
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Value no. 100
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Value no. 100
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